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GENERAL DESCRIPTION 

The INTELLEC 8/MOD 8 is a low-cost computer 
system, designed to simplify the development of micro- 
computer systems which employ Intel 8008 CPU chip 
processors. 

The INTELLEC 8/MOD 8 uses the 8008-1 as its cen- 
tral processing unit. The 8008-1 is a selected version of the 
8008 f chosen for its high speed characteristics. The 8008-1 
has a basic cycle time of 12.5 microseconds, whereas that of 
the 8008 is 20 microseconds. The system contains a control 
console and provides read-write program memory as a sub- 
stitute for read-only memory. Thus the 8008-1 chip can be 
accessed via the control console, and programs debugged 
before being committed to read-only memory. Turn around 
time from initial system concept to finished product is short- 
ened, and systems development costs are thus reduced. 

The INTELLEC 8/MOD 8 (part #imm8-80A) has its 
own power supply, cabinet, display and control panel, 8192 
bytes (8K) of Random Access Memory, a Programmable 
Read-Only Memory Module with 4K capacity, and an Input/ 
Output Module which contains four 8-bit input ports and 
four 8-bit output ports as well as provision for serial com- 
munications interface and a PROM Programmer. 

The Bare Bones 8 is an INTELLEC 8/MOD 8 without 
the power supply, display and control console, or cabinet, 
and is designed for rack-mounting. 

Either the INTELLEC 8/MOD 8 or the Bare Bones 8 
can be expanded up to a total of 16K bytes of memory, 
eight input ports, and twenty-four output ports. 

The standard software for the INTELLEC 8 includes 
a resident System Monitor, a Text Editor, and an Assembler. 
In addition to these INTELLEC 8 resident programs, there 
are available three development programs, which are de- 
signed for operation on large-scale, general -purpose com- 
puters. These are a macro cross-assembler (MAC/8), a 
microcomputer simulator (INTERP/8), and a PL/M com- 
piler. PL/M is a high-level language that can shorten pro- 
gram development time significantly. 



SPECIFICATIONS 

The INTELLEC 8/MOD 8 is made up of separate 
units, each of which performs a different task in making up 
a complete system. These units are: 

1 ) The imm8-82 Central Processor Module, which op- 
erates as the Central Processor for the INTELLEC 
8/MOD 8. In this capacity, it performs the fol- 
lowing functions, 

a) It controls the execution of program instruc- 
tions, sending the appropriate control signals to 
the other modules which make up the INTEL- 
LEC 8/MOD 8. 

b) It performs all of the necessary airthmetic, logi- 
cal, and data manipulation operations necessary 
for program operation. 

c) It controls overall system timing. 

2) The imm6-28 Random Access Memory Module, 
which provides 4,096 8-bit words of Read/Write 
memory for system use. As many as four cards can 
be used in a system, for a memory capacity of 16K. 
In the imm8-80A Intellec, two 6-28 modules are 
included for 8K of memory capacity. 

3) The imm6-26 Programmable Read-only Memory 
Module, which provides up to 4,096 words of Read- 
only memory in increments of 256 words, and 
which may be operated in parallel with the system 
Random Access Memory. Again, more than one 
card may be used, giving a total Read-only mem- 
ory capacity of 16K words. 

4) The imm8-60 Input/Output Module, which pro- 
vides four eight-bit input ports and four eight-bit 
output ports for system Input/Output operations. 
In addition, two of the input ports and two of the 
output ports may be used with integral Teletype 
communications circuits to provide Teletype I/O. 
Up to two of these cards may be used in a system, 
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giving a total of eight input ports and eight output 
ports. 

5) The imm8-62 Output Module, which provides eight 
latching output ports for system Output operations. 
Up to two of these cards may be used in a system, 
giving a total capability of twenty-four output ports 
(including the eight output ports provided by the 
two possible imm8-60 Input/Output Modules). 

6) The imm6-76 PROM Programmer Card, which 
gives the INTELLEC 8/MOD 8 system the capa- 
bility of programming Intel 1602A or 1702A Pro- 
grammable Read-only Memory chips. 

7) The Front Panel Controller and Display Console, 
which provides a means of controlling program ex- 
ecution, program debugging, and INTELLEC 8/ 
MOD 8 operation. It also provides displays of 
system status and information. 

8) The chassis and power supplies, which serve to hold 



all of the modules together. 

A summary of the specifications of the INTELLEC 8 
/MOD 8 and Bare Bones 8 is given in Table a. Specific in- 
formation relating to setting-up and operating the INTEL- 
LEC 8/MOD 8 is contained in Chapter 10 of this manual, 
and in the INTELLEC 8/MOD 8 Operator's Manual. 

THE SCOPE OF THIS MANUAL 

This manual provides an understanding of the design 
concepts and capabilities of the INTELLEC 8/MOD 8 as a 
whole and its individual modules, and in addition provides 
detailed theory of operation and implementation informa- 
tion for each module. 

For a detailed description of INTELLEC 8/MOD 8 
operating procedures, including software operation, see the 
INTELLEC 8/MOD 8 Operator's Manual. For a detailed 
examination of programming at an elementary level, suitable 
for an engineer with no previous programming experience, 
see the INTELLEC 8/MOD 8 Programmer's Manual. 



INTELLEC 8/MOD 8 Specifications 



SPECIFICATIONS 




Word Length 


8 bits 


Registers 


Seven 8-bit general purpose registers, two of which are used to hold Memory 
Addresses during Memory Reference operations, and one used as the accumulator. 


Instruction Set 


Forty-eight instructions, including memory-register, register-memory/register-to- 
register, single register, immediate, and memory arithmetic and logic instructions, 
conditional and unconditional jump, subroutine handling, input/output, and ma- 
chine halt instructions. 


Arithmetic 


8-bit parallel, binary, fixed point, twos complement. 


Memory 


8,192 eight-bit words, Read/Write; 1,280 eight-bit words, Read-only. (Combina- 
tion of Read/Write and Read-only memories is expandable to 16,384 words). 


Addressing 


Direct— up to 16K eight-bit words 


Cycle Time 


12.5 microseconds 


Environment 


0°to +55°C. 


Power Requirements 


5V@ 12 A (max); 6 A (typ) 
-9V @ 1 .8 A (max) ; 0.5 A (typ) 
±12V @ 0.06 A (max); 0.016 A (typ) 

(More power may be required for expanded INTELLEC 8 systems). 


AC Requirement 


60 Hz; 115 VAC, 200 Watts 


Size 


INTELLEC 8: 7" x 17-1/8" x 1/4" 

Bare Bones 8: 6-3/4" x 17" x 12" (suitable for standard RETMA 7" x 19" 
panel space) 


Weight 


30 l b. 



Table a. 
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The INTELLEC 8/MOD 8 microcomputer develop- 
ment system consists of seven independent functional mod- 
ules and a power supply, housed in a single chassis and 
enclosure. This section describes the interrelationship of the 
seven INTELLEC 8/MOD 8 functional modules, and shows 
the part played by each module during typical operations. 
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Figure 1-1 . A Simplified INTELLEC 8/MOD 8 Block Diagram 



FUNCTIONAL DESCRIPTION OF MODULES 

Figure 1—1 illustrates the seven functional modules of 
the INTELLEC 8/MOD 8 system, and shows interconnect- 
ing busses. The seven functional modules are: 

1) A Central Processing Unit (CPU) which performs 
arithmetic, logical and data manipulation operations. 

2) Memory module, which can be Programmable Read- 
only (PROM), Random Access (RAM), or a combi- 
nation of the two. Though Figure 1—1 illustrates 
memory as a single module, it can be physically im- 
plemented as one or more modules, depending on the 
amount of memory included in a system. The memory 
module provides data and program storage. The IN- 
TELLEC 8/MOD 8 system includes two of these 
modules for a capacity of 8K bytes. 

3) Input/Output module. Physically there can be one or 
two Input/Output modules in an INTELLEC 8/MOD 
8 system. Each Input/Output module provides four 
8-bit input and four 8-bit output ports, 
communications facility which the INTELLEC 8 uses 
for teletype interface. 

4) Output module. Physically there can be one or two 
Output modules in an INTELLEC 8/MOD 8 system. 
Each Output module provides eight individually ad- 
dressable 8-bit output ports. 

5) A Front Panel Display and Control Console, which is 
most accurately visualized as a peripheral device, 
placed in parallel with the CPU. The Control Console 
provides means for manually monitoring and control- 
ling INTELLEC 8/MOD 8 operations. 

6) PROM Programmer Module used for programming In- 
tel 1602A or 1702A PROMs via a socket on the front 
panel. 

The functional units of the INTELLEC 8/MOD 8 
are interconnected by the following busses: 

The Memory Address and Data Output Bus carries 



1 



memory addresses from the console or the CPU to memory, 
and carries output data from the console or CPU to output 
ports, and thence to external peripheral devices (e.g., a 
teletype printer). 

The Data to Memory Bus carries data from the con- 
sole or CPU to the memory. 

The Data from Memory Bus carries data from memory 
to the console and the CPU. 

The Data Input Bus carries data from input ports to 
the CPU but not the console. 

The Interrupt Instruction Bus allows the console to 
transmit a program interrupt to the CPU. 

The Control Bus is used to control instruction execu- 
tion. Since the console is connected to the control bus, in- 
struction execution can be controlled from the console. 

The busses may be visualized as having three way 
switches that allow information to be routed to/from the 
CPU or the console. Since the console operates in parallel 
to the CPU, it contains a considerable amount of parallel 
logic, including its own data and address registers; thus there 
are certain states in which the CPU remains in control and 
the console temporarily suspends operations, and there are 
other states in which the console completely takes over 
machine operations. 

Conceptually, the CPU module provides the INTEL- 
LEC 8/MOD 8 with its "computer" capabilities. This mod- 
ule performs arithmetic, logical and data manipulation 
operations as directed by a stored program. 

A stored program is a sequence of numbers (eight 
binary digits per number) which encode a sequence of indi- 
vidual CPU operations. (Frequently an instruction code is 
written as two hexadecimal digits rather than eight binary 
digits). The sequence of individual instructions that consti- 
tute a program are stored in the Memory module. If the 
memory module includes Random Access Memory (RAM), 
it can also be used to store temporary data that may be 
generated in the course of executing a program. 

Almost all computer applications require information 
to be transferred between the CPU module and external 
devices. Such transfers take place via the Input/Output and 
Output modules, as described in the section on Memory 
Reference Operations later in this chapter. 

Communications between the INTELLEC 8/MOD 8 
and an operator occur via the Front Panel Console, as 
described in the next section, 

FRONT PANEL CONSOLE OPERATIONS 

Consider how console operations must be performed, 
given the hardware organization illustrated in Figure 1—1. 

Since the console has its own address and data regis- 
ters, and since there is a bus link between the console and 
memory, data can be read from memory to console, and 
written from console directly to memory. 



Although there is no direct path for data from input 
ports to the console, performing an input access operation 
from the console causes the input data to be sent through 
Data from Memory Bus where is displayed on the console. 

There is no direct link between CPU registers and the 
console. In order to examine register contents, (a common 
program debugging operation), it is necessary to execute 
an instruction that causes the register contents to be placed 
on an external bus. Commonly, to examine the contents of 
a CPU register, a memory reference instruction is executed 
(see following section). 

MEMORY REFERENCE OPERATIONS 

This section describes memory reference operations as 
performed by the INTELLEC 8/MOD 8 system, and is 
divided into two subsections. The first describes memory 
input or read operations, and the second describes memory 
output or write operations. 

Memory Read Operations 

A Memory Read operation is performed in order to 
obtain data from a certain location in the system memory, 
and to bring that data to the CPU. It is performed via the 
following steps: 

1) The CPU sends a Memory Address to the Memory 
modules on the Memory Address Bus. 

2) The Memory modules send the data contained in 
the selected memory location to the CPU on the 
Data from Memory Bus. 

The Front Panel can perform a manual Memory Read 
operation by 'taking over' the Memory Data Buses, and by 
sending a manually entered Memory Address, rather than a 
CPU-generated Address, to the memory modules. 

Memory Write Operations 

A Memory Write operation is performed in order to 
send data from the CPU to a certain selected location in 
memory. It is performed in the following steps: 

1 ) The CPU sends a Memory Address to the memory 
modules on the Memory Address Bus. 

2) The CPU sends the data which are to be stored in 
memory to the memory modules on the Data to 
Memory Bus. 

3) The CPU sends a control signal to the memory 
modules which causes the data to be written into 
the selected memory location. 

The Front Panel can perform a manual memory write 
operation by taking over the Memory Address and Data 
Buses, and by sending manually entered Memory Address 
and Memory Data to the memory module. 

INPUT/OUTPUT OPERATIONS 

This section describes Input and Output operations 
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as performed by the INTELLEC 8/MOD 8 system, and is 
divided into three subsections. The first describes Input 
operations, the second describes Output operations, and the 
third describes Teletype operations. 

Input Operations 

An Input operation is performed in order to obtain 
data from some external device and to bring it into the CPU, 
where it can be processed. It is performed via the following 
steps: 

1) The CPU sends an I/O Address, which specifies 
which device is to be used for the Input operation, 
to the Input/Output modules on the Memory Ad- 
dress bus. 

2) The Input/Output module responds by sending the 
data which is present on the selected Input port 
back to the CPU on the Data Input bus. 

An Input operation can also be performed manually 
by giving the Front Panel control over the Memory Address 
bus. It then sends a manually entered I/O Address to the 
Input/Output module. 

Output Operations 

An Output operation is performed in order to send 
data from the CPU to an external device. It is performed 
via the following steps: 

1) The CPU sends an I/O Address, which specifies 
the device to be used for the Output operation, 
to the Input/Output and Output modules on the 
Memory Address bus. 

2) The CPU sends the data which are to be output 
to the Input/Output and Output modules- on the 
Output Data bus. 

3) The Input/Output or Output module sends the data 
which the CPU has supplied to the selected output 
device. 

An Output operation may also be manually executed 
by giving control of the Memory Address/Data Output bus 
to the Front Panel. The Front Panel sends a manually 
entered I/O Address and manually entered data to the In- 
put/Output and Output modules. 

Teletype Operations 

Teletype operations are performed in exactly the 
same fashion as normal, non-teletype Input and Output 
operations, with the exception that the external device used 
in the case of Teletype operations is an integral Teletype 
communications circuit in the Input/Output module. Tele- 
type data enter the Input/Output module, and utilize Input 
ports 0 and 1 and Output ports 8 and 9. 

Chapter 3 explains how to install the Teletype ASR33. 



device which requires servicing (e.g. to transmit data via the 
CPU to memory) sends an Interrupt signal to the CPU. 
This causes the CPU to interrupt its normal operating 
sequence, perform the operations required by the external 
device, and then to return to the point at which it was 
interrupted and resume normal operations. An Interrupt 
operation is performed in the following steps: 

1) The external device sends an Interrupt signal to 
the CPU. The CPU completes the execution of the 
current instruction and acknowledges the Inter- 
rupt signal. 

2) The external device sends the Interrupt Instruction 
to the CPU. 

3) The CPU executes the Interrupt Instruction exactly 
as if it were a normal instruction. 

Usually, the Interrupt Instruction will be a RESTART 
instruction. A RESTART instruction causes the CPU to 
branch to a certain location in memory, where an interrupt 
service routine can be stored. 

An Interrupt operation can be performed manually 
from the Control Console. In order to accomplish this, 
the Interrupt Instruction is manually entered into the 
Front Panel. When the Interrupt switch is depressed, the 
Front Panel generates an Interrupt signal, and sends the 
manually entered Interrupt Instruction to the CPU. 

In the basic system, only the Control Console initiates 
interrupts. An interrupt is used to start the processor. The 
interrupt operation may be extended, however, to the user's 
peripheral devices, in order to simplify system programming 
and to increase system throughput. 

PROM PROGRAMMING OPERATIONS 

The INTELLEC 8/MOD 8 has been designed to of fer 
an easy means of programming Intel 1602A and 1702A Pro- 
grammable Read-Only memory chips. This is done with the 
use of the PROM Programming module, and is accomplished 
by performing three successive Output operations: 

1) Send the address to the PROM which is to be 
programmed. 

2) Send the data which is to be written into the se- 
lected address. 

3) Send a control word which is used by the PROM 
Programmer module to initiate programming. 

The PROM Programmer is used as the external device 
for each of these Output operations. When it receives the 
control word, it causes the data specified to be written into 
the PROM address selected. 



INTERRUPT OPERATIONS 

An Interrupt operation is performed when an external 
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The imm8-82 Central Processor Module is designed 
to serve as the central processing unit of the INTELLEC 8 
/MOD 8 Microcomputer Development System. However, the 
module's general-purpose architecture permits its use in other 
eight-bit systems. Inputs and outputs are TTL compatible. 

The basic capabilities of the module are obtained 
through the use of Intel's 8008-1 monolithic CPU. The chip 
processor provides 48 command instructions, the ability 
to access over 16K memory bytes directly, 6 working index 
registers, a seven-level subroutine stack, and interrupt hand- 
ling capability. The CPU's instruction set permits I/O and 
register-to-register transfer, arithmetic and logical opera- 
tions. Four internal status bits permit conditional jumps 
based on carry (overflow-underflow), sign, zero, and parity 
(even). 

The Central Processor Module contains a crystal con- 
trolled clock oscillator which provides a stable timing refer- 
ence for all circuitry on the board. The use of a selected 
8008 (the 8008-1) and an 800 kHz clock permits a basic 
processor cycle of 12.5 microseconds. 

Memory interface and control logic are included on 
the module. The imm8-82 contains a latched fourteen-bit 
address bus, an eight-bit input bus for data from memory, 
and an eight-bit output bus for data to memory. The module 
generates signals which identify a memory read, a memory 
write, or an instruction fetch cycle. These are available for 
the control of external circuitry. A wait request line per- 
mits interfacing the processor module with slow memories. 
If minimum access time exceeds one microsecond, the mem- 
ory controller can request a temporary pause in the processing 
cycle, causing the processor to wait for the memory's re- 
sponse to read or a write command. 

I/O interface and control are also built into the Cen- 
tral Processor Module. Five digits on the address bus (A 9 - 
A 13 ) are used during I/O operations, to specify one of 32 
addressable peripherals. The lower eight addresses (0-7) are 
reserved for input devices, while the remaining twenty-four 
(8-31) are used for output. An eight-line data bus for pe- 



ripheral inputs is included on the module. The output de- 
vices share an eight-line output bus with the external mem- 
ory. Signals generated on the module identify and synchro- 
nize I/O operations. These are available for the control of 
external circuitry. 

The imm8-82 is able to process external interrupts. 
It is equipped with an INTERRUPT request line and with 
an eight-bit interrupt port. An external device may request 
service by placing an appropriate instruction code on the 
interrupt port's lines and activating the INTERRUPT line. 

The Central Processor Module is also equipped with a 
hold request line, which enables external devices to access 
memory directly. By issuing a wait request, and following 

the acknowledged wait with a hold, the memory controller 
can cause the processor to suspend its operation and relin- 
quish control of the main data bus. This allows an external 
device to command the bus and to effect memory transfers 
directly. 

The imm8-82 is largely self-contained. It requires DC 
power of: 

+5± 5% VDC at 2.2 A (max) 
-9 ± 5% VDC at 60 mA (max) 

All circuitry is mounted on a 6.18" x 8.00" printed 
circuit board. Signal and power connections enter the mod- 
ule by means of a dual 50-pin double-sided PC edge con- 
vertor (0.125" centers). No special installation is necessary. 

The following sections furnish a complete description 
of the imm8-82 Central Processor Module. The first de- 
scribes a processing system at a fairly elementary level. This 
material is intended as background for those who are 
relatively unfamiliar with processors and with the language 
used to describe them. Users who feel competent to discuss 
processors at an advanced level might skip this section. The 
second describes the functional organization of the proces- 
sor module. In the third we give some detailed information 
on the 8008-1 CPU. And in the fourth we show how the 
peripheral logic supports the functions that the 8008-1 
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must perform. Finally, in the fifth, we give reference infor- 
mation which will be of value to those who are planning to 
use the module outside the INTELLEC 8/MOD 8 system. 

THE FUNCTION OF A CPU (The reader already 
familiar with basic computer concepts may skip 
this section.) 

This section is intended for those who are unfamil- 
iar with basic computer concepts. It provides background 
information and definitions which may be useful in later 
sections of this chapter. Those already familiar with com- 
puters may skip this material, at their option. It is organized 
to permit quick reference, should you later become con- 
fused and decide to refer to it. 

The Computer System 

The INTELLEC 8/MOD 8 is a modular computer sys- 
tem. This means that the processing functions, the memory 
functions, and the input/output functions are built into 
separate plug-in cards which are then combined to form a 
system. Because the functions of each of the modules are 
fairly well-defined, individual plug-ins enjoy a certain degree 
of independence. They are specified as having stand-along 
capability, meaning that they are generally capable of 
performing their functions in any system similar to the 
INTELLEC 8/MOD 8. The modular organization of this ref- 
erence manual intentionally reflects the modularity of the 
system it describes. 

You must keep in mind, however, that modularity 
confers a very limited degree of independence. None of these 
modules can do anything useful outside a system. As a re- 
sult, the discussion, of any individual module must refer con- 
tinually to the activities of other modules in the same sys- 
tem. It is therefore very important to know something 
about the functions that each component in a system must 
perform, before discussing the processor module in detail. 

A digital computer consists of: 

(a) A central processing unit (CPU) 

(b) A memory 

(c) Input and output provisions (I/O) 

This applies, in essence, to all such computers. It ap- 
plies to the INTELLEC 8/MOD 8. 

Memory and I/O are relatively simple functions and 
are fairly easy to rationalize. The memory serves primarily 
as a place to store instructions, the coded pieces of data 
that direct the activities of the CPU. A group of logically 
related instructions stored in memory is referred to as a 
program. The CPU extracts these instructions singly in a 
logically determinate sequence, and uses them to initiate 
processing actions. If the program structure is coherent and 
logical, processing produces intelligible and useful results. 

Processing is a complex activity, and one which re- 
quires a lot of explanation. For the moment, we shall have 
to be content with an intuitive understanding of what is 
meant by the term. Assume for the moment the machine 



somehow manipulates data arithmetically to produce the 
desired result. We shall describe the process later, in detail. 

Program instructions are a form of input. The com- 
puter can generate an output entirely on the basis of instruc- 
tions and data stored in its memory by the programmer. 
In most cases, however, it is desirable to have input pro- 
visions which augment the program as a source of data/This 
is not difficult to understand. One of the most useful 
features of the computer is its speed, its ability to react 
quickly to changes in its data environment or to process 
large volumes of data. In one case, the machine must have 
access to information much more rapidly than a human 
operator can supply it. In the other, it requires access to a 
data bank which can easily exceed its memory capacity. 
Both problems can be solved partially by providing the 
machine with one or more input ports. The machine can 
address these ports and read the data contained there, in 
a manner very similar to that used to read from its memory. 
The addition of input ports enables the computer to receive 
information from external sources, at high rates of speed 
and in large volumes. 

Central processing units operate so rapidly that their 
responses often seem instantaneous to human operators, 
but processing usually requires several stages. Many individ- 
ual instructions can intervene between the input of data 
and the output of results. Consider the simple addition of 
two numbers presented to two different input ports. The 
machine must read the number at one port first. It stores 
the value obtained in a temporary location, while it reads 
the number at the second port. Then the number in tem- 
porary storage at some time during the execution of the 
program. Thus a secondary function of the memory 
becomes apparent, the storage of intermediate data. In the 
course of a processing task, the CPU may write data into 
memory, and retrieve it at some later point in the program. 
The processor will generally write into a portion of the 
memory not occupied by program instructions, although 
the machine can "program itself" under certain exceptional 
circumstances. Reading and writing in memory are accom- 
plished by means of program instructions known as memory 
referencing instructions, so called because they specify or 
imply a memory address as an integral part of the instruc- 
tion. Memory referencing operations will be explained more 
fully when we describe the CPU itself. 

One or more output ports permit the computer to 
communicate the results of its processing to the outside 
world. The output may go to a display, for use by human 
operators, or it may go directly to other machines whose 
responses are controlled by the processor. The output ports 
are necessary in either event, if the processor is to perform 
any useful function. Output ports are addressable, in much 
the same manner as inputs. The input and output ports 
together permit the processor to interact with the outside 
world. 

The central processor unifies the system. It controls 
the functions performed by the other components. The 
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CPU must be able to fetch instructions from memory and 
execute them, and it must be able to reference memory 
and I/O ports as necessary in the execution of instructions. 
It must also be able to recognize and respond to external 
control signals, including INTERRUPT, HOLD, and WAIT 
requests. These apparently straightforward requirements im- 
ply a certain complexity in the way that the CPU operates. 
Some of the features that enable a processor to perform 
these functions are described below. 

The Architecture of a CPU 

TIMING 

The activities of the central processor are cyclical. 
The processor fetches an instruction, performs the opera- 
tions required, fetches the next instruction, and so on. An 
orderly sequence of events like this requires timing, and the 
CPU therefore contains a clock oscillator which furnishes 
the reference for all processor actions. The combined fetch 
and execution of a single instruction is referred to as a 
machine cycle. The portion of a cycle identified with a 
clearly defined activity is called a state. And the interval 
between pulses of the timing oscillator is referred to as the 
clock period. As a general rule, one or more clock periods 
are necessary to the completion of a state, and there are 
several states in a cycle. 

PROGRAM COUNTER 

The instructions that make up a program are stored 
in the system's memory. The central processor examines 
the contents of the memory, in order to determine what 
action is appropriate. This means that the processor must 
know which location contains the next instruction. 

Each of the locations in memory is numbered, to 
distinguish it from all other locations in memory. The 
number which identifies a memory location is called its 
address. 

The processor maintains a counter which contains the 
address of the next program instruction. This register is 
called the program counter. The processor updates the 
program counter by adding "1" to the counter each time it 
fetches a word of an instruction, so that the program 
counter is always current. 

The programmer therefore stores his instructions in 
numerically adjacent addresses, so that the lower addresses 
contain the first instructions to be executed and the higher 
addresses contain later instructions. The only time the pro- 
grammer may violate this sequential rule is when the last in- 
struction in one location of memory is a jump instruction to 
another location of memory. 

A jump instruction contains the address of the in- 
struction which follows it. Since this is the case, the next 
instruction may be stored in any memory location, as long 
as the programmed jump specifies the correct address. During 
the execution of a ''jump," the processor replaces the con- 
tents of its program counter with the addresses embodied 



in the jump instruction. Thus, the logical continuity of the 
program is maintained. 

Program jumps are a convenience for programmers, 
and the description of their use can become complicated. 
However, a basic use of the jump can be illustrated here: 
that where the programmer must interleave program steps 
with data upon which the processor is directed to operate: 
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Figure 2-1 : Program Jump 

If the jump at location M + 2 were omitted, the pro- 
cessor would continue to operate on the assumption that 
the program structure was sequential. It would attempt to 
execute the data in location M+3 and M + 4 as though 
those locations contained instructions. The program would 
most probably produce results quite contrary to those that 
the programmer expected. 

THE STACK 

A special kind of program jump occurs when the stored 
program "calls" a subroutine. In this kind of jump, the pro- 
cessor is logically required to "remember" the contents of 
the program counter at the time that the jump occurs. This 
enables the processor later to resume execution of the main 
program, when it is finished with the last instruction of the 
subroutine. 

A subroutine is a program within a program. Usually 
it is a general-purpose set of instructions that must be exe- 
cuted repeatedly in the course of a main program. Routines 
which calculate the square, the sine, or the logarithm of a 
program variable are good examples of the functions often 
written as subroutines. Other examples might be programs 
designed for inputting or outputting data to a particular 
peripheral device. 

To understand the value of subroutines, consider the 
case where it is necessary to output five characters to a line 
printer, in the course of a 200 step segment of the main 
program. Suppose that the program which outputs the 
character is the same, regardless of the actual identity of 
the character; in other words that it is possible to write a 
generalized program which can output any character that 
the main program supplies. And assume further that 20 
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steps are required for such an operation. We then have two 
possible ways of coding this problem. 

One possibility is to write the 20 output steps into 
the main program, each time we desire to output a charac- 
ter. The total length of the program will be 200 plus 5x20, 
or 300 steps in all. The other possibility is to write the 20 
step output program as a subroutine, and cause the main 
program to jump to the address of the subroutine whenever 
it is necessary to output a character. In this case, the 20 
step program need be stored only once. The total number of 
instructions stored in memory will be 200 + 20, or 220. 

Observe that the subroutine in this example will still 
be executed five times. The processor will still have to per- 
form 300 operations, regardless of how we choose to code 
the problem. The subroutine structure, however, is pre- 
ferred. For one thing, it conserves the programmer's time, 
since he need only code the output routine once. For 
another, it conserves memory space, for the actual output 
instructions occupy only 20 memory locations, rather than 
100. These are significant advantages. 

The processor has a special way of handling sub- 
routines, in order to ensure an orderly return to the main 
program. When the processor receives a call instruction, it 
increments the program counter and stores the counter's 
contents in a reserved memory area known as the stack. 
The stack thus saves the address of the instruction to be 
executed after the subroutine is completed. Then the 
processor stores the address specified in the call in its 
program counter. The next instruction fetched will there- 
fore be the first step of the subroutine. 

The last instruction in any subroutine is a return. 
Such an instruction need specify no address. When the 
processor fetches a return instruction, it simply replaces the 
current contents of the program counter with the address on 
the top of the stack. This causes the processor to resume 
execution of the calling program at the point immediately 
following the original call. 

Subroutines are often nested) that is, one subroutine 
will sometimes call a second subroutine. The second may 
call a third, and # so on. This is perfectly acceptable, as long 
as the processor has enough capacity to store the necessary 
return addresses, and the logical provision for doing so. In 
other words, the maximum depth of nesting is determined 
by the depth of the stack itself. If the stack has space for 
storing three return addresses, then three levels of subrou- 
tines may be accommodated. 

Processors have different ways of maintaining stacks. 
Some have facilities for the storage of return addresses 
built into the processor itself. Other processors use a 
reserved area of memory as the stack and simply maintain a 
pointer register which contains the address of the most 
recent stack entry. The integral stack is usually more 
efficient, since fewer steps are involved in the execution 
of a call or a return. The external stack, on the other hand, 
allows virtually unlimited subroutine nesting. 



INSTRUCTION REGISTER AND DECODER 

Every computer has a word length that is characteris- 
tic of that machine. An eight-bit parallel processor generally 
finds it most efficient to deal with eight-bit binary fields, 
and the memory associated with such a processor is there- 
fore organized to store eight bits in each addressable 
memory location. Data and instruction are stored in mem- 
ory as eight bit binary numbers, or as numbers that are 
integral multiples of eight bits: 16 bits, 24 bits, and so on. 

This characteristic eight bitfield is sometimes referred 
to as a byte. 

Each operation that the processor can perform is 
identified by a unique binary number known as an instruc- 
tion code. An eight-bit word used as an instruction code 
can distinguish among 256 alternative actions, more than 
adequate for most processors. 

The processor fetches an instruction in two distinct 
operations. In the first, it transmits the address in its 
program counter to the memory. In the second, the mem- 
ory returns the addressed byte to the processor. The CPU 
stores this instruction byte in a register known as the 
instruction register, and uses it to direct activities during the 
execution of the instructions. 

The mechanism by which the processor translates an 
instruction code into specific processing actions requires 
more elaboration than we can here afford. The concept, 
however, will be intuitively clear to any experienced logic 
designer. The eight bits stored in the instruction register 
can be decoded and used to selectively activate one of a 
number of output lines, in this case up to 256 lines. Each 
line represents a set of activities associated with execution 
of a particular instruction code. The enabled line can be 
combined coincidentally with selected timing pulses, to 
develop electrical signals that can then be used to initiate 
specific actions. This translation of code into action is per- 
by the instruction decoder and by the associated control 
circuitry. 

MULTIPLE WORD INSTRUCTION 

As we have just seen, an eight-bit field is more than 
sufficient, in most cases to specify a particular processing 
action. There are times, however, when execution of the 
instruction code requires more information than eight bits 
can convey. 

One example of this is when the instruction refer- 
ences a memory location. The basic instruction code 
identifies the operation to be performed, but cannot specify 
the object address as well. In a case like this, a two or three 
word instruction must be used. Successive instruction bytes 
are stored in sequentially adjacent memory locations, and 
the processor performs two or three fetches in succession to 
obtain the full instruction. The first byte retrieved from 
memory is placed in the processor's instruction register, and 
subsequent bytes are placed in temporary storage, as appro- 
priate. When the entire instruction is fetched, the processor 
can proceed to the execution phase. 
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MEMORY SYNCHRONIZATION 

As previously stated, the activities of the processor 
are referred to a master clock oscillator. The clock period 
determines the timing of all processing activity. 

The speed of the processing cycle, however, is limited 
by the memory's access time. Once the processor has sent 
a fetch address to memory, it cannot proceed until the 
memory has had time to respond. Many memories are cap- 
able of responding much faster than the processing cycle 
requires. A few, however, cannot supply the addressed byte 
within the minimum time established by the processor's 
clock. 

Therefore, many processors contain a synchronization 
provision, which permits the memory to request a wait 
phase. When the memory receives a fetch address, it places 
a request signal on the processor's READY line, causing the 
CPU to idle temporarily. After the memory has had time to 
respond, it frees the processor's READY line, and the ma- 
chine cycle proceeds. 

ARITHMETIC LOGIC UNIT 

All processors contain an arithmetic/logic unit, which 
is often referred to simply as the ALU. By way of analogy, 
the ALU may be thought of as a super adding machine with 
its keys commanded automatically by the control signals 
developed in the instruction decoder. This is essentially how 
the first stored-program digital computer was conceived. 

The ALU naturally bears little resemblance to a desk- 
top adder. The major difference is that the ALU calculates 
by creating an electrical analogy, rather than by mechanical 
analogy. Another important difference is that the ALU uses 
binary techniques— rather than decimal methods— for repre- 
senting and manipulating numbers. 

The fundamental operational unit in the ALU is the 
accumulator. This is the basic register in which binary 
quantities are represented symbolically. Different machines 
use slightly different approaches, but in general the accu- 
mulator is both a source and a destination register. A typical 
instruction will direct the ALU to add the contents of some 
other register to the contents of the accumulator, and to 
store the result in the accumulator itself. 

The ALU must contain a complex adder, which is 
capable of combining the contents of two registers in 
accordance with the logic of binary arithmetic. This pro- 
vision permits the processor to perform arithmetic manipu- 
lations on the data it obtains from memory and from its 
other inputs. 

The adder is a minimum provision, but a compre- 
hensive one as well. Using only the basic adder, a capable 
programmer can write routines which will subtract, multiply 
and divide, giving the machine complete arithmetic capa- 
bilities. In practice, however, most ALUs provide other 
built-in functions, including hardware subtraction, boolean 
logic operations, and shift capabilities. 

The ALU contains flag bits which register certain 



conditions that arise in the course of arithmetic manipula- 
tions. Flags typically include carry, zero, sign, and parity. 
It is possible to program jumps which are conditionally 
dependent on the status of one or more flags. Thus, for 
example, the program may be designed to jump to a special 
routine, if the carry bit is set following an addition instruc- 
tion. The presence of a carry generally indicates an overflow 
in the accumulator, and sometimes calls for special pro- 
cessing actions. 

We have touched very briefly on some of the features 
of an ALU, in an attempt to explain its function. However, 
most of the ALU's operations are really outside the prov- 
ince of the logic designer. He never sees their results directly. 
It is the programmer who is chiefly concerned with the 
capabilities of the ALU, since they directly effect his ability 
to construct programs that produce the desired results. 
Readers who require a more detailed explanation of the 
arithmetic logic unit are referred to a good programming text, 
such as the INTELLEC 8/MOD 8 Programmer's Manual. 

INTERRUPTS 

Interrupt provisions are included on many central 
processors, as a method of improving the processor's effi- 
ciency. To understand the mechanism of an interrupt, con- 
sider the hypothetical situation where two separate pro- 
cessors are working simultaneously on two separate jobs. 
One processor is working steadily at a low priority job. The 
other is working at infrequent intervals on a high priority 
assignment. We may readily improve the efficiency of this 
configuration, as follows. 

We use a single processor, but one which is equipped 
to sense an external request for service; in other words, to 
recognize an interrupt. We set this processor to work on the 
low priority job, with the provision that it jump to a 
routine designed to service the high priority channel when- 
ever it receives an interrupt. The processor resumes the low 
priority task when it is finished handling the interrupt. Note 
that this is, in principle, quite similar to a subroutine call, 
except that the jump is initiated externally rather than by 
the program. 

This is quite acceptable, if the low priority task does 
not consume 100% of the processor's time; that is, if the 
processor is not required to run at top speed continuously 
in order to meet the requirements of the job. No problem, 
since real-time systems are generally designed with a consid- 
erable safety margin in mind. The average load on a properly 
designed system is well below its peak capacity, to allow for 
statistically infrequent bursts of activity. 

The interrupt feature in this simple example permits 
us to increase processing efficiency. More complex interrupt 
structures are possible, in which several interrupting devices 
share the same processor but have different priority levels. 
Interruptive processing is an important feature, that enables 
us to maximize the utilization of a processor's capacity. 



9 



HOLD 

Another important feature that improves the through- 
put of a processor is the Hold. The hold provision enables 
Direct Memory Access operation (DMA). 

I n ordinary input and output operations, the processor 
itself supervises the entire transfer. Information to be placed 
in memory is transferred from the input to the processor, 
and then from the processor to the designated memory lo- 
cation. In similar fashion, information that goes from mem- 
ory to output goes by way of the processor. 

Some peripheral devices, however, are capable of 
transferring information to and from memory much faster 
than the processor itself can accomplish the transfer. If any 
appreciable quantity of data must be transferred to or 
from such a device, then system throughout will be in- 
creased by having the device accomplish the transfer directly. 
The processor must temporarily suspend its operation during 
such a transfer, to prevent conflicts that would arise if pro- 
cessor and peripheral attempted to access memory simul- 
taneously. It is for this reason that a hold provision is in- 
cluded on some processors. 

FUNCTIONAL ORGANIZATION OF THE 
CENTRAL PROCESSOR MODULE 

The imm8-82 contains the 8008-1 CPU and the logic 
that supports the chip. In addition to the processor chip, the 
module contains the following logical blocks: 

a) timing generator 

b) cycle decoder 

c) bus switching logic 

d) address latches 

e) read/write control 

f) wait logic 

g) interrupt logic 

h) hold logic 

i) status latches 

The functional relationship between these blocks is 
shown in Figure 2-2. 

The 8008-1 exercises complete control over the rest 
of the logic on the module, according to the instructions it 
receives from memory. 

The timing generator consists of a crystal controlled 
clock oscillator, a state decoder, logic on the CPU chip itself, 
and auxiliary timing logic. 

The oscillator section generates two non-overlapping 
800 kHz clock phases, which drive the processor chip as well 
as other timing circuitry on the board. Logic contained in 
the CPU chip derives a symmetrical 400 kHz SYNC signal 
from the 0 2 clock, and this too is made available to the 
auxiliary timing logic. 

The state decoder receives a three-line signal from the 
processor chip (Sq-Sj)/ indicating the processor's internal 
phase. The state decoder produces the following logically 
exclusive outputs: 



T1 , T1 1, T2, T3, T4, T5, WAIT, and STOPPED 

The auxiliary timing logic receives <f> lt (j> 2 , and SYNC. 
It also receives T2 and T3 signals from the state decoder. 
The auxiliary timing logic uses these inputs to generate: 

0^,SYNCA, and T3A 

The control signals produces by the state decoder 
and the timing logic then synchronize and govern all the 
other internal operations of the Central Processor Module. 

The cycle decoder receives the two sub-cycle identifi- 
cation bits that the processor chip boradcasts during the T2 
interval. Sub-cycle information is an internal function of the 
8008-1, used to indicate which portion of a machine cycle 
is in progress. There are four possible sub-cycles: instruction 
fetch (PCI), memory read (PCR), memory write (PCW), or 
input/output (PCC). This will be explained more fully in the 
next section, where we describe the processor chip itself. 
For now, it is sufficient to know that the portions of a 
machine cycle are so differentiated. 

The cycle decoder produces a four-line exclusive out- 
put, indicating the kind of sub-cycle in progress. The PCW 
and PCC outputs are used by the processor module's control 
logic. All four signals are available, for controlling external 
circuitry. 

The bus switching logic coordinates the use of the 
processor chip's main data bus. This function is necessary, 
as we noted earlier, if we are to prevent conflict among 
the many devices that ultimately share the main data bus. 
Bus switching logic consists of the input multiplexer, the 
input and output gating sections, and the logic that controls 
these functions. 

Control logic for the bus switching section receives 
signals from the timing generator and from the cycle de- 
coder. Inputs include T3A, PCC, and PCW, as well as 
signals from the interrupt logic and the hold logic. From 
these, the control logic is able to sense an input or an out- 
put operation and can determine which of the external 
devices should be granted access to the main data bus. 

The input multiplexer is a three-way switch which 
selects one of three eight-line input channels and forwards 
it to the input gating section. Input signals from the control 
logic enable the multiplexer to select data from memory, 
data from the input peripherals, or data from the interrupt 
bus for input to the processor. 

The input gating section receives T3A and PCW sig- 
nals, from the timing generator and the cycle decoder 
respectively. These allow the gate to forward the multiplex- 
er's output to the processor, at precisely the right moment. 

The output gating section controls the output data 
bus, which is shared by memory and by the output periph- 
erals. The output data bus will normally be enabled con- 
tinuously. The only time that the module's output bus is 
inhibited is during direct memory access (DMA) operations. 
A control signal from the hold logic disables the output 
gating section when such an operation is in progress. 
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The address latch consists of two eight-bit latch sec- 
tions, both of which receive their data inputs from the 
processor's main data bus. One latch receives the T1 timing 
signal as a strobe, and the other receives T2. These latches 
thus register and hold the address which the processor sends 
out, during the T1 and T2 intervals of all processor sub- 
cycles. The address stored in the latches is presented to 
memory and to the peripherals continuously during the 
phase in progress. 

The read/write control logic commands a two-state 
output line. This line signals memory when a write opera- 
tion is in progress. If no write signal is present, a read 
occurs. The read/write control uses T3 and PCW to develop 
its output. 



The wait logic monitors the WAIT REQUEST line 
from the system memory. If the memory is slow to respond 
to the processor's read or write command, the wait logic 
causes the processor to idle until the memory can complete 
the transaction. A WAIT signal is available to external 
circuitry, during the time that the processor is idling; this 
serves to acknowledge the wait request. A wait request may 
be of indefinite length, but the actual wait interval is always 
an even multiple of the processor's clock period. 



The interrupt logic monitors the INTERRUPT RE- 



QUEST and the HALT INTERRUPT REQUE ST line s from 
external devices. This section also receives a SYNCA signal 
from the timing logic. The interrupt section uses these in- 
puts to develop an INTERRUPT signal which is correctly 
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Figure 2-2. CPU Module Functional Block 



11 



synchronized with the processor module's (j> x and <p 2 clock 
signals. An INTERRUPT REQUEST LATCH output is avail- 
able externally, to acknowledge the interrupt request. 

The processor module responds to an interrupt by 
altering the sequence of events that occurs during the next 
instruction fetch. The processor enters a special alternate 
phase (T1I), rather than going into the T1 phase as it 
normally would. As it customarily does, the processor 
sends out the lower eight bits in its program counter, but 
the counter itself is not incremented. This is the only dif- 
ference in the fetch, as far as the processor chip is con- 
cerned. The T2 and T3 intervals which follow T1 1 are identi- 
cal to those that occur in any other PCI sub-cycle. 

However, peripheral logic is equipped to sense the 
entry into the T1I phase. It responds by sending a control 
signal to the input multiplexer, causing the multiplexer to 
select the interrupt instruction port instead of the proces- 
sor's memory data in port. Thus the eight-bit word jammed 
into the interrupt port gets interpreted as an instruction by 
the processor. 

Any instruction may be inserted, single or multiple 
byte. Synchronizing the presentation of successive bytes of 
a multiple byte instruction, however, requires some addi- 
tional logic. For this reason, single byte instructions are pre- 
ferred for interrupts. There are several possibilities. 

A HALT instruction may be used to stop the proces- 
sor upon completion of some task, manually or automati- 
cally. Or an output instruction may be used to output the 
accumulator's contents during a critical phase of the pro- 
gramming. Control and de-bugging are therefore two pos- 
sible uses of the interrupt feature. 

But by far the most convenient instruction for use 
with interrupts is the RESTART (abbreviated RST). The 
RST is a one byte call instruction especially intended for 
use with interruptive processing. The binary instruction 
field contains three variable digits that permit the program- 
mer to specify a jump to one of eight memory locations. 
The decimal addresses of these dedicated locations are: 0, 8, 
16, 24, 32, 40, 48, 56. One of these locations can be used 
to store the first instruction of a program designed to 
service the interrupting device. Or it can store the first byte 
of an ordinary three byte jump, to a location where such a 
program is stored. 

An important use of the RST instruction is the start- 
up of the processor chip, which always comes to rest in a 
HALT state after power is initially applied. The machine is 
started by means of an interruptive jump to memory loca- 
tion zero (or to some other desired location). 

Note that in the INTELLEC 8/MOD 8 system the 
operator's console is the only device for which interrupt 
capability is provided. 

The hold logic receives a HOLD REQUEST signal 
from one or more peripheral devices. It also receives WAIT 
and STOP signals from the timing generator. When a HOLD 



REQUE ST coincides with a WAIT or a STOP, the hold logic 
issues a HOLD ACKNOWLEDGE signal to the peripheral. 
At the same time the hold logic: 

a) floats the module's address bus 

b) floats the module's data out bus 

c) floats the read/write line to memory 

d) floats the I/O OU T output line 

e) floats the I/O IN output line 

f) disables the output from the state decoder 

This action prevents the processor from exerting any 
influence on memory, either via the data bus or by means 
of external contro l signals. The peripheral originating the 
HOLD R EQUEST is therefo re free to command the memory 
until the WAIT R EQUES T is retracted. No te that it is the 
WAIT REQUEST, not the HOLD REQUEST, that maintains 
the holding state. 

The status latch is an eight-bit latch which receives 
its data input from the processor's output data bus. The 
strobe input to this banked latch is the T4 signal from the 
timing section. During the T4 interval, the 8008-1 broad- 
casts the state of its four status flags (carry, sign, zero, and 
parity). This information is saved in the latch and made 
available to external circuitry. It has no effect on the inter- 
nal operation of the Central Processor Module. 

8008-1 EIGHT-BIT PARALLEL 
CENTRAL PROCESSOR UNIT 

A brief description of the 8008-1 CPU chip is essen- 
tial to a thorough understanding of the imm8-82 Central 
Processor Module. 

Capabilities of the 8008-1 

The 8008-1 is a selected version of Intel's 8008 CPU. 
The device is chosen for its ability to run at high speed, and 
has a basic cycle time of 12.5 microseconds. By way of con- 
trast, the basic cycle of the standard 8008 is 20 microseconds. 

The list of the 8008's capabilities reads much like a 
description of the imm8-82 Central Processor Module itself. 
In a very real sense, it is the chip processor that gives the 
module its "personality." The CPU chip has a repertoire of 
48 instructions, with provision for arithmetic and logical 
operations, register-to-register and register-to-memory trans- 
fers, subroutine handling, and I/O transactions. Four status 
flags permit conditional branching, based on carry, sign, 
zero, and parity. 

The 8008 can access 16,384 memory locations di- 
rectly, and this inherent ability can be extended further 
through the use of bank-switching. The chip has six index 
registers (scratchpad). An eight-level, fourteen-bit stack and 
program counter permits the nesting of subroutines up to 
seven levels. Built-in interrupt capability and synchroniza- 
tion provision for slow memories round out the chip's 
capabilities. 
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Clock Timing 

The 8008-1 is driven by a two-phase TTL oscillator, 
at a maximum frequency of 800 kHz. All processing activ- 
ities are referred to the period of this clock. Ten clock 
periods establish the basic system cycle of 12.5 micro- 
seconds. 

The two clock phases are labeled 0 t and 0 2 . External 
circuitry provides these reference signals. The processor chip 
contains divide-by-two logic which derives the SYNC signal 
from 0 2 . 

Observe that a state is defined roughly as one full 
cycle of the SYNC pulse, and that two cycles of and <p 2 
occur during each processor state. The positive-going lead- 
ing edge of the (p l clock precedes that of the <p 2 clock. For 
this reason, 0j is generally used to pre-charge bus and 
signal lines, preparatory to a data transfer. The 0 2 clock is 
then used as the strobe that pulses the destination register. 

The Processor Cycle 

As we mentioned before, a machine cycle consists of 
two parts. The first is the instruction fetch, and the second 
is the execution. The 8008, however, uses a variable-length 
machine cycle. The fetch routine is the same for all instruc- 
tions, but the duration of the execution portion depends 
upon the kind of instruction that is fetched. Many uses find 
this variable cycle confusing, and it is therefore worthwhile 
to spend a little time on this subject. 

Every machine cycle consists of one, two, or three 
sub-cycles. Each sub-cycle, in turn, consists of three, four, 
or five states. A state is defined as a constant interval, 
equal to two periods of the clock oscillator. That is, a 
state is so defined in all but two cases. Exceptions to the 
rule are the WAIT state and the STOPPED state, already 
described in earlier sections. A moment's consideration 
assures us that this is reasonable, since the halt and the wait 
are by nature indeterminate in length. It is worth noting, 
however, that even the STOPPED and WAIT states must be 
synchronized with the clock pulses. Both states occur in 
even multiples of the integral clock period. 

To summarize then, two clock periods make a state; 
three to five states make a sub-cycle', and one to three sub- 
cycles make a complete machine cycle. A full cycle requires 
anywhere from three to eleven states for its completion 
(7.5 microseconds to 27.5 microseconds), depending on the 
kind of instruction involved. 

CYCLE ENCODING 

Let's concentrate for the moment on the question of 
sub-cycles. Just one consideration determines how many 
sub-cycles are required for a given instruction cycle: the 
number of times that the processor must reference a mem- 
ory address, or an addressable peripheral device. The 8008, 
transmits one address during any given sub-cycle. Thus, if an 
instruction requires two memory references, then the ma- 
chine cycle requires two sub-cycles. If three such references 



are necessary, then the machine has three sub-cycles. 

Every machine cycle has at least one memory refer- 
ence, used to fetch the instruction. A cycle must always 
have a fetch, even if the instruction requires no further ref- 
erences to memory during its execution. The f irst sub-cycle 
in every machine cycle is therefore a PCI, or instruction 
fetch. Beyond that, there are no fast rules. It depends on 
the kind of instruction. 

Consider some examples. The halt instruction (HLT) 
is an instruction that requires only a single sub-cycle (PCI) 
for its completion. Once the processor has fetched and de- 
coded this instruction, the only executive action required is 
to suspend the output from the processor's internal timing 
section. This is quickly accomplished. The fetch of the in- 
struction and its execution require only four states, and 
only one reference to memory is necessary. 

At the other extreme is the jump instruction (JMP). 
Execution of the jump requires three sub-cycles (PCI/ 
PCR/PCR). This is true, because the jump is a three-byte 
instruction. The first byte contains the definitive instruction 
code. The second and third bytes contain the lower eight 
bits and the upper six bits of the jump address, respectively. 
These three bytes are stored in three successive memory lo- 
cations, and the processor must access memory three times 
in order to obtain the information that it needs. The first 
and second sub-cycles require three states each, while the 
third requires five. The entire machine cycle takes eleven 
states (27.5 microseconds). 

Most instructions fall between the extremes typefied 
by the halt and the jump instructions. The input (IN) and 
output (OUT) instructions, for example, require only two 
sub-cycles: one to fetch the instruction from memory, and 
one to address the object peripheral (PCI/PCC). 

To reiterate information given previously, there are 
four possible sub-cycles that may occur in a machine cycle. 
They are identified as the PCI (instruction fetch), the PCR 
(memory read), the PCW (memory write), and the PCC (in- 
put/output). The sub-cycles that occur in any particular ma- 
chine cycle depend upon the instruction type, with the over- 
riding stipulation that the first sub-cycle is always a PCI. 

The processor identifies the sub-cycle in progress, by 
sending out two CYCLE bits during the second state of 
every sub-cycle. These may be latched and decoded, and 
used to develop control signals for external circuitry. The 
identification bits are carried on the D 6 and D 7 lines of the 
processor's main data bus. The encoding is shown in Table 
2-1. 



Cycle Control Coding 


CYCLE 


D6 


D7 


PCI 


0 


0 


PCR 


0 


1 


PCC 


1 


0 


PCW 


1 


1 



Table 2-1. 
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STATE ENCODING 

Every sub-cycle within the machine cycle consists of 
from three to five states. The number of states depends upon 
the instruction being performed and on the particular sub- 
cycle within the greater machine cycle. 

The processor indicates its internal state by means of 
three encoded lines which emanate from the chip. These 
STATE lines (S 0 - S 2 ) are decoded by external circuitry, to 
determine which state is in progress. Table 2-2 shows how 
information on the STATE lines is encoded. 



State Control Encoding 



STATE 


So 


Si 


s 2 


T1 


0 


1 


0 


T1I 


0 


1 


1 


T2 


0 


0 


1 


WAIT 


0 


0 


0 


T3 


1 


0 


0 


STOPPED 


1 


1 


0 


T4 


1 


1 


1 


T5 


1 


0 


1 



Table 2-2. 



Every sub-cycle within the machine cycle passes 
through at least three states. During the first, the lower 
eight bits of a memory address are sent out onto the main 
data bus. In the second, the processor transmits a field con- 
sisting of six address bits and two CYCLE control bits on 
the eight lines of the main data bus. Bus outputs D 0 through 
D 5 carry the upper six bits of the referenced memory ad- 
dress. D 6 and D 7 carry the cycle control bits, as described 
in the previous section. External circuitry must capture this 
address information and present it to the memory, in parallel. 

Once the processor has sent an address to memory, 
there is an opportunity for the memory to request a WAIT. 
This is done by pulling the processor's READY line low, 
prior to the trailing edge of the last 0 2 clock pulse in T2 
(022)- As long as the line remains low, the processor will 
idle. During this state, the STATE lines boradcast a WAIT 
condition to the external circuitry. 

The WAIT period may be of indefinite duration, but 
always consists of an even number of integral clock periods. 
In order to guarantee an exit from the WAIT state, the pro- 
cessor's READY line must go high at least 350 nanoseconds 
prior to the trailing edge of 0 22 - When this condition is ful- 
filled, the processor proceeds to the T3 state, beginning 
with the next 0j clock pulse. 

The events that take place during the T3 state depend 
upon the kind of sub-cycle in progress. In a PCI cycle, the 
processor interprets the data on its bus as an instruction. 
During PGR, the bus contents is construed as data. The pro- 
cessor itself outputs data during a PCW sub-cycle. And in a 
PCC sub-cycle, the processor may either transmit or receive 
data, depending on the kind of I/O instruction. 



After the T3 state, it becomes extremely difficult to 
generalize. Almost every instruction has a unique sequence 
of events. If a halt (HLT) instruction is fetched, the proces- 
sor enters the STOPPED state at the end of T3. While the 
machine is halted, the STATE lines indicate this condition 
to the external logic circuitry. An INTERRUPT is required 
to restart the machine (this is explained in a later section). 

The T4 and the T5 states are available, if the execu- 
tion of a particular instruction requires them. If not, the pro- 
cessor may skip one or both states and proceed directly to 
T1 of the next sub-cycle. Again, this depends upon the kind 
of instruction fetched, and on the particular sub-cycle in 
progress. T4 and T5 are reserved in all cases for internal pro- 
cessor operations. No external device is ever referenced dur- 
ing T4 or T5. 

The chart contained in Table 2-3 shows the state 
sequence involved in the execution of each kind of instruc- 
tion. You should refer to that table, if you have questions on 
how a specific instruction is executed. The processing activi- 
ty associated with each state is briefly summarized. 

The T1 1 state is an alternative to the T1 state. It is 
used only for interrupts. An INTERRUPT request is always 
acknowledged at the beginning of a machine cycle, to pre- 
vent the abort of any instruction that may have been in 
progress when the request arrived. The 8008-1 responds to 
an INTERRUPT by entering the T1 1 state, rather than T1, 
during the PCI sub-cycle. The program counter is not incre- 
mented during T1 1, as it normally would be in T1, a provi- 
sion which permits the interrupted program to be resumed 
following the INTERRUPT. The processor indicates theTII 
condition on its STATE lines, but that is the only other de- 
parture from a normal PCI sub-cycle. 

The remainder of the INTERRUPT handling is dele- 
gated to external logic. It is up to external circuitry to inter- 
pret T1I as an acknowledgement of the INTERRUPT re- 
quest. Upon receipt of this acknowledgement, the external 
logic is required to disconnect the processor from the mem- 
ory data in bus. This permits the interrupting device to 




Figure 2-3. CPU State Transition Diagram 
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"jam" an eight-bit instruction word directly onto the pro- 
cessor's data bus during T3. For multi-byte interrupt in- 
structions, the CPU continues to generate T1 1 instead of T1 . 

Architecture of the 8008-1 

Internally, the 8008-1 consists of: 

a) timing generator 

b) program counter/stack 

c) instruction register and decoder 

d) arithmetic logic unit (ALU) 

e) index registers (scratchpad) 

f) I/O buffer 

g) memory refresh circuitry 

Figure 2-4 is a functional block diagram of the 8008-1 . 

The timing generator accepts the (p l and 0 2 inputs 
from the external clock oscillator, and uses them to develop 
the SYNC output. From these signals, the timing logic devel- 
ops an array of timing signals that coordinate the activities 
of all other functional blocks, as well as producing the coded 
STATE outputs to external circuitry. The timing generator 
consists of the CLOCK GENERATOR, STATE TIMING 
GENERATOR, MACHINE CYCLE CONTROL, and STAT- 
US SIGNALS blocks shown in Figure 2-4. 



The program counter and stack is a dynamic memory 
array containing 8 fourteen-bit registers, pointer logic, and 
counter incrementation facilities. It is configured as a revolv- 
ing pushdown stack, with a wrap-around pointer. This sec- 
tion maintains the memory address of the current program 
instruction, as well as the return addresses for up to seven 
nested subroutines. The program counter is incremented 
automatically during every PCI sub-cycle, and the stack is 
managed through the use of ten specialized instructions that 
include conditional jumps and returns. A short-form call in- 
struction (RST) is available for use with interrupts. 

The instruction register stores the eight-bit instruction 
word that is returned to the processor during PCI-T3. This 
instruction code is presented to the instruction decoder, 
which also receives inputs from the timing section. The tim- 
ing signals are combined with the decoder's output, to de- 
velop the command signals that control the chip's other 
circuitry. 

The arithmetic logic section contains the accumulator 
register, the two temporary holding registers (a and b), the 
adder, and the status bit logic. This section is equipped to 
perform both arithmetic and boolean logic operations, in 
parallel, on eight-bit binary quantities. All logical, manipula- 
tion of data takes place in the ALU, under supervision of 
the instruction control logic. 



INTERNAL DATA BUS 
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(8 BITS) 



REGISTER b 
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Figure 2-4. 8008-1 CPU Block Diagram 
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INDEX REGISTER INSTRUCTIONS 



STATE TRANSITION 



INSTRUCTION CODING 
D 7 D 6 D 5 D 4 D 3 DjD^Q 



OPERATION 



#OF STATES 
TO EXECUTE 
INSTRUCTION 



SUB-CYCLE ONE (1) 



T1(2) 



T2 



T3 



T4(3) 



T5 



1 1 



D D D 



S S S 



MOV r. 



5 



PCi OUT 
(4) 



PC H OUT 



FETCH INSTR.(5) 
TO IR & REG, b 



SSS TO REG. b 
(6) 



REG. b TO DDD 



1 1 



DDD 



1 1 1 



MOV r, M 



PC L OUT 



PChOUT 



FETCH INSTR. 
TO IR & REG, b 



17) 



1 1 



SSS 



MOV M, r 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG, b 



SSS TO REG. b 



0 0 



DDD 



1 1 0 



MVI r 



PClOUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG, b 



0 0 



1 1 1 



1 1 0 



MVI M 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



0 0 



DDD 



0 0 0 



INR r 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



ADD OP - FLAGS 
AFFECTED 



0 0 



DDD 



0 0 1 



DCR r 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



SUB OP -FLAGS 
AFFECTED 



ACCUMULATOR GROUP INSTRUCTIONS 



10 P P P SSS 


ALU OP r 


5 


PC L OUT 


PC H OUT 


FETCH INSTR. 
TO IR & REG. b 


SSS TO REG. b 


ALU OP - FLAGS 
AFFECTED 


10 P P P 111 


ALU OP M 


8 


PC L OUT 


PChOUT 


FETCH INSTR. 
TO IR & REG. b 




0 0 P P P . 10 0 


ALU OP I 


8 


PC L OUT 


PChOUT 


FETCH INSTR. 
TO IR & REG. b 


► 


0 0 0 0 0 0 1 0 


RLC 


5 


PC L OUT 


PChOUT 


FETCH INSTR. 
TO IR & REG. b 


X 


ROTATE REG. A 
CARRY AFFECTED 


0 0 0 0 1 0 1 0 


RRC 


5 


PC L OUT 


PChOUT 


FETCH INSTR. 
TO IR & REG. b 


X 


ROTATE REG. A 
CARRY AFFECTED 


GO 0 10 0 10 


RAL 


5 


PC L OUT 


PChOUT 


FETCH INSTR. 
TO IR & REG. b 


X 


ROTATE REG. A 
CARRY AFFECTED 


0 0 0 1 1 0 1 0 


RAR 


5 


PC L OUT 


PChOUT 


FETCH INSTR. 
TO IR & REG. b 


X 


ROTATE REG. A 
CARRY AFFECTED 



PROGRAM COUNTER AND STACK CONTROL INSTRUCTrONS 



0 1 



XXX 



1 0 0 



JMP 



11 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



0 C C 



0 0 0 



JNC, JNZ, 
JP, JPO 



9 or 11 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



1 C C 



JC, JZ, 
JM, JPE 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



0 1 



XXX 110 



CALL 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



0 1 



0 C C 0 10 



CNC, CNZ, 
CP, CPO 



9 or 11 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



0 1 



1 C C 0 10 



cc,cz, 

CM, CPE 



9 or 11 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



0 0 XXX 111 



RET 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



POP STACK 



0 0 



0 C C 0 11 



RNC, RNZ, 
RP, RPO 



3 or 5 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



POP STACK (13) 



0 0 



1 C C 



0 1 1 



RC, RZ, 
RM, RPE 



3 or 5 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO IR & REG. b 



POP STACK (13) 



0 0 



AAA 101 



RST 



PC L OUT 



PC H OUT 



FETCH INSTR. 
TO REG. b AND 
PUSH STACK 
(0— REG. a) 



REG. a TOPC H 



REG. b TO PC L 
(14) 



I/O INSTRUCTK)NS 



0 1 0 0 M M M 1 


IN 


8 


PC L OUT 


PC H OUT 


FETCH INSTR. 
TO IR & REG. b 




0 1 R R M M M 1 


OUT 


6 


PC L OUT 


PC H OUT 


FETCH INSTR. 
TO IR & REG. b 


► 



MACHINE INSTRUCTIONS 



00 000 oox 


HLT 


4 


PC L OUT 


PC H OUT 


FETCH INSTR. 














TO IR & REG. b 














& HALT (18) 





NOTES: 

1. The first sub- cycle is always a PCI (instruction) cycle. 

2. Internally, states are defined as T1 through T5. In some cases 
more than one sub-cycle is required to execute an instruction. 

3. Content of the internal data bus at T4 and T5 is available at the 
data bus. This is designed for testing purposes only. 

4. Lower order address bits in the program counter are denoted 
by PC|_ and higher order bits are designated by PCh. 

5. During an instruction fetch the instruction comes from memory 
to the instruction register and is decoded. 

Table 2-3. State Transition Sequence 



6. Temporary registers are used internally for arithmetic operations 
and data transfers (Register a and Register b.) 

7. These states are skipped. 

8. PCR cycle (Memory Read Cycle). 
9: "X" denotes an idle state. 

10. PCW cycle (Memory Write Cycle). 

11. When the JUMP is conditional and the condition fails, states 
T4 and T5 are skipped and the state counter advances to 
the next memory cycle. 



16 



SEQUENCE 



SUB-CYCLE TWO 


SUB-CYCLE THREE 


# 

BYTES 


T1 


T2 


T3 


T4(3) 


T5 


T1 


T2 


T3 


T4(3) 


T5 






















1 


REG. L OUT 
(8) 


REG. H OUT 


DATA TO 
REG.b 


X 
(9) 


REG.b 
TO DDD 










!; ~ ; IK 


1 


DC/"* 1 f\t ITT 

REG. L OUT 
(10) 


o C /"* |_I r\ i i"T- 

REG. H OUT 


REG. b 
TO OUT 
















1 


PC L OUT (8) 


PC H OUT 


DATA TO 
REG.b 


X 


REG.b 
TO DDD 












2 


PC L OUT (8) 


PC H OUT 


DATA TO 
REG.b 


► 


REG. L 
OUT (10) 


REG. H 
OUT 


REG.b 
TO OUT 






2 






















1 






















1 























1 


REG. LOUT 
(8) 


REG. H OUT 


DATA TO 
REG.b 


X 


ALU OP - FLAGS 
AFFECTED 












1 


PC L OUT (8) 


PC H OUT 


DATA TO 
REG.b 


X 


ARITH OP - FLAGS 
AFFECTED 












2 






















1 






















1 






















1 






















1 



PC L OUT(8) 


PC H OUT 


LOWER ADD. 
TO REG.b 




PC L OUT(8) 


PC H OUT 


HIGHER ADD. 
REG. a 


REG. a 
TOPC H 


REG.b 
TOPC L 


3 


PC L OUT (8) 


pc h out 


LOWER ADD. 
TO REG.b 




PC L OUT(8) 


PC H OUT 


HIGHER ADD. 
REG. a (11) 


REG. a 
TOPC H 


REG. b 
TOPCl 


3 


PC L OUT(8) 


pc h out 


LOWER ADD. 
TO REG.b 




PC L OUT(8) 


PC H OUT 


HIGHER ADD. 
REG. a (11) 


REG. a 
TO PC H 


REG.b 
TO PCl 


3 


PC L OUT(8) 


PChOUT 


LOWER ADD. 
TO REG.b 


► 


PC L OUT(8) 


PC H OUT 


HIGHER ADD. 
REG. a 


REG. a 
TO PC H 


REG. b 
TOPCl 


3 


PC L OUT(8) 


pc h out 


LOWER ADD. 
TP REG. b 


► 


PC L OUT(8) 


PChOUT 


HIGHER ADD. 
REG. a (12) 


REG. a 
TO PC H 


REG.b 
TOPCl 


3 


PC L OUT(8) 


PC H OUT 


LOWER ADD. 
TO REG.b 


► 


PC L OUT(8) 


PChOUT 


HIGHER ADD. 
REG. a (12) 


REG. a 
TO PC H 


REG.b 
TO PC L 


3 






















1 






















1 






















1 






















1 




REG. A 

TO OUT (15) 


REG.b 
TO OUT 


DATA TO 
REG.b 


COND ff 
OUT (16) 


REG.b 
TO REG. A 












1 


REG. A (15) 
TO OUT 


REG.b 
TO OUT 


X 
(17) 
















1 

























































— ~— . 










1 



12. When the CALL is conditional and the condition fails, states 
T4 and T5 are skipped and the state counter advances to 
the next memory cycle. If the condition is true, the stack 

is pushed at T4, and the lower and higher order address 
bytes are loaded into the program counter. 

13. When the RETURN condition is true, pop up the stack; 
otherwise, advance to next memory cycle skipping T4 and T5. 

14. Bits D3 through D5 are loaded into PCl and all other bits 
are set to zero; zeros are loaded into PCh. 

Table 2-3. State Transition Sequence (continued) 



15. PCC cycle (I/O Cycle). 

16. The content of the condition flip-flops is available at the data bus: 
S at Do, Z at D-j, P at D2, C at 03.(04 - D7 all ones) 

17. A READY command must be supplied for the OUT operation 
to be completed. An idle T3 state is used and then the state 
counter advances to the next memory cycle. 

18. When a HALT command occurs, the CPU internally remains 

in the T3 state until an INTERRUPT is recognized. Externally, 
the STOPPED state is indicated. 
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The 8008-1 contains six general purpose, eight-bit 
index registers. These serve as convenient working storage 
for the intermediate results of the ALU's operations. The 
registers are designated B, C f D, E, H, and L. The H and L 
registers are also provided with logic that permits them to 
serve as pointers during the execution of memory reference 
instructions. The H register holds the upper six bits, and the 
L register holds the lower eight. The contents of these regis- 
ters are sent out as an address in lieu of the program counter, 
during the PCR and PCW sub-cycles of memory referencing 
operations. 

The I/O buffer controls the flow of data, between the 
processor's internal data bus and the external data bus. It 
receives signals from the timing and control sections that 
permit it to perform the necessary gating functions. 

All storage on the 8008-1 is of the dynamic type. That 
is, it consists of capacitor-like elements which are charged 
to specific levels in order to store a binary "1" or "0." This 
is true of the accumulator, the index registers, the stack 
pointer, and all other similar provisions. Leakage would 
soon destroy the information stored in these elements, if 
they were not scanned periodically and "refreshed" as nec- 
essary. Active circuits on the chip perform this function. 
That is the purpose of the refresh provision. The internal 
memories are scanned automatically during WAIT, T3, and 
STOPPED phases. Under worst-case conditions, a complete 
refresh cycle occurs every eighty clock periods. 

8008-1 Instruction Set 

The instruction set of the 8008-1 consists of 48 in- 
structions, in four logical groups. 

Seven index register instructions permit the transfer 
of data, between individual registers and between registers 
and memory. Two instructions enable the programmer to 
increment and decrement the contents of any register (=M). 

Twenty-eight accumulator group instructions permit a 
variety of arithmetic and logical manipulations. There are 
twenty-four ALU instructions, divided into three groups of 
eight. The three groups are: a) those operations that ref- 
erence index registers, b) those operations that reference 
memory via the H and L pointer, and c) those operations 
that reference "immediate" memory locations. ALU op- 
erations in each category allow for add and subtract opera- 
tions (with or without carry/borrow), boolean AND, OR, 
and EXCLUSIVE-OR operations, and equality tests involv- 
ing the accumulator. Four shift instructions permit shifting 
the accumulator left and right, through or around the 
CARRY bit. 

Ten stack control instructions provide for jumps, calls, 
and returns, both unconditionally and based upon tests of 
the four status bits (carry, sign, zero, and parity). A special 
one-word call, the restart (RST), is provided for use with 
interrupts. 

The instruction set of the 8008-1 contains two I/O in- 
structions. IN provides for transferring an eight-bit word to 



the accumulator, from one of eight input ports implied in 
the instruction field. OUT causes the contents of the accu- 
mulator to be output to one of 24 implicit output addresses. 

Also included in the 8008's repertoire are two machine 
instructions: the no-operation (NOP) and the halt (HLT). 
The NOP is actually a register-to-register transfer, in which 
the source and the destination registers specified are the 
same. The HLT causes the processor to enter the STOPPED 
state (an INTERRUPT is required to exit from STOPPED 
state.) 

Interrupt 

The 8008-1 contains a built-in interrupt facility. An 
INTERRUPT request is initiated by pulling the processor's 
INTERRUPT line high. 

Transitions on the INTERRUPT line must be syn- 
chronized to impulses of the clock used to drive the chip. 
Specifications state that the INTERRUPT line must not be 
permitted to change within 200 nanoseconds of the high-to- 
low transition of the 0 X clock. The most convenient syn- 
chronizing impulse thus becomes the low-to-high leading 
edge of the 0 2 clock. Synchronization of the INTERRUPT 
request in this fashion produces an INTERRUPT signal that 
precedes the falling edge of 0 2 °y m o re than 200 nano- 
seconds, and one that at the same time allows more than 
200 nanoseconds between the 0 X clock's trailing edge and 
the high-to-low transition fo the INTERRUPT request. The 
timing of an INTERRUPT is illustrated in Figure 2-5. 

A properly synchronized INTERRUPT request is ac- 
knowledged at the beginning of a machine cycle. Instead of 
entering the PCI-T1 state, as usual, the interrupted proces- 
sor enters an alternative state: PCI-T1 1. The only difference 
between T1 1 and T1 is that the processor's internal program 
counter is not incremented during a T1I state. Thus, the 
program does not advance during an INTERRUPT cycle. 
This permits the interrupted program to resume its execu- 
tion following the INTERRUPT. The processor acknowl- 
edges the INTERRUPT by placing S 0 -S r S 2 on the STATE 
output lines, during the T1 1 state. 

The interrupt cycle is otherwise indistinguishable from 
an ordinary PCI subcycle. The processor itself takes no 
further special action. It is the responsibility of the periph- 
eral logic to see that the desired interrupt instruction is 
"jammed" onto the processor's data bus at PCI-T3. In a 
typical system, this means that the data in bus from memory 
must be temporarily disconnected from the processor's main 
data bus, so that the interrupting device can command the 
main bus without interference. 

The processor will treat the code jammed onto the 
main bus at T3 just like any other fetched instruction. Thus, 
any of the 48 processor instructions may be inserted during 
an INTERRUPT. If the code is the first byte of a multiple- 
word instruction, however, a special problem is encountered. 
The processor will perform succeeding memory reference 
sub-cycles (PCR), fully expecting that the proper informa- 
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tion will be on the bus at the proper time. Providing such 
data at the right time will involve some additional peripheral 
logic. For this reason, one-byte instructions are preferred 
for use with interrupts. 

A special one-byte call is provided for use with in- 
terrupts (the ordinary program call takes three bytes). This 
is the restart instruction (RST). The eight bits of the RST 
contain a variable three-bit field, which enables the inter- 
rupting device to direct a jump to one of eight memory lo- 
cations. The decimal addresses of these dedicated locations 
are: 0, 8, 16, 24, 32, 40, 48, and 56. One of these addresses 
may be used to store the first byte of a routine designed to 
service the requirements of an interrupting device. 



Timing Logic 

The timing logic consists of a crystal controlled clock 
oscillator, the state decoder, and auxiliary timing logic. 
These provisions are shown on the module schematic, 
Figure 2-8. 

The clock oscillator furnishes two non-overlapping 
clock phases, at 800 kHz, to the TTL-level inputs of the 
8008-1 CPU. The clock outputs are also used by the auxili- 
ary timing logic, to develop other necessary timing signals. 
The clock oscillator consists of components shown in the 
upper central portion of the module schematic. 



Start-Up Of The 8008-1 

When power is initially applied to the 8008-1, the 
processor enters the STOPPED state automatically. The 
next sixteen clock periods are used to clear all dynamic 
storage, including accumulator, index registers, and the 
stack. The processor may then be started. 

An INTERRUPT is always required, in order to exit 
the STOPPED state. The use of the INTERRUPT is des- 
cribed in the preceding section. 

Electrical Characteristics and Timing of the 8008-1 

The next two pages provide a complete electrical des- 
cription of the Intel 8008/8008-1, for those who require 
this information. 

PERIPHERAL LOGIC 

In this section, we describe the peripheral logic on the 
imm8-82 Central Processor Module, the logic which supports 
the activities of the 8008-1 CPU. We begin by explaining 
the timing logic, since all the operations of the module are 
ultimately referred to signals generated in that section. Then 
we give a few descriptive examples of module operations, 
showing how the peripheral logic extends the basic capa- 
bilities of the 8008-1 CPU chip. 



NORMAL OPERATIONS 




NORMAL OPERATION k 



INTERRUPT SERVICE ROUTINE 



Figure 2-5. Interrupt Timing. 
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The 5.587 MHz quartz crystal Y1 is the basic fre- 
quency reference. A portion of the crystal's signal output is 
developed across C1 and applied to a 74H04 inverter sec- 
tion. Two cascaded inverters are used here, and each has a 
feedback resistor connected between its input and its out- 
put. Both inverters are thus operating as operational ampli- 
fiers, at a reduced gain. Together, they provide the amplifi- 
cation and the phase shift necessary to sustain oscillation in 
the crystal. 

The output of the oscillator is applied to the input of 
a Fairchild 9316 binary counter, through a NAND-gate used 
as an inverter. A second NAND-gate section senses the coin- 
cidence of Qg and Qq outputs, and clamps the PE input 
(#9) low on the sixth count following reset. This enables 
the seventh clock pulse to reset the 9316. The output of the 
counter is used to produce two non-overlapping clocks at 
800 kHz. 

The QB and QC outputs of the 9316 are ANDed, to 
generate the <j) 1 clock. A different technique is used to 
create 0 2 . The QA, QB, and QC outputs are applied to the 
"J" inputs of a 7470 J-K flip-flop. Inputs to the "K" sec- 
tion of the flip-flop are QA, QB, and QC. Operating as it is, 
in the steered mode, the flip-flop reacts to the third and 
fifth clock pulses in each counter cycle. The output of the 
flip-flop is 02 -The timing relationships within the clock sec- 
tion are diagrammed in Figure 2-6. 

The 0! and the 0 2 clock phases are applied to the 
clock inputs of the CPU chip, which produces a SYNC out- 
put derived from 0 2 . Then SYNC and clock signals are fed 
to the auxiliary timing logic. 



In the auxiliary logic section the SYNC is applied to 
the D input of a 7474 latch section which is also clocked by 
the low-to-high transition of 0 2 . This produces the SYNCA 
signal which stands in a predictable relationship to the 0 2 
clock (note that the relationship between the trailing edge 
of 0 2 and the leading edge of the processor's SYNC output 
varies from chip to chip, as shown in Figure 2-7). SYNCA 
is used to synchronize external interrupt requests, and in 
the derivation of other timing signals on the module. 

SYNCA and the 0j clock are ANDed in a 74H00 
NAND-gate section, to obtain the half frequency clock 0 12 . 
The derivation of this signal is shown in the module timing 
diagram, Figure 2-7. 0 12 is an intermediate signal, used in 
the derivation of other timing pulses. 

The 0 12 clock is applied to the ENABLE input of a 
3205 Three-to-Eight Line Converter, used as the module's 
state decoder. The DATA inputs to the 3205 are the 
STATE lines emanating from the processor ship. This 
produces a pulsed, exclusive eight-line output which is used 
directly to control and time many of the module's activi- 
ties. O utputs from th e state decoder include: T1, T1I, T2, 
WAIT, T3, STOPPED, and T4 (a T5 output is available, but 
not used). 

The T2 output of the state decoder is forwarded to 
the D input of a 3404 latch section, which is strobed by the 
negative-going transition of 0 12 . The intermediate timing 
signal produced at the latch's output is called T2L. It oc- 
cupies the interval between the leading edge of the T2 pulse 
and the leading edge of T3, as shown in Figure 2-7. T2L is 
used solely to derive the T3A timing signal. 
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A 7474 latch section is used to generate T3A. The 
clocking input to the latch is the low-to-high tran sitio n of 
the SYNCA signal. The D input is T2L. T3A and T3A sig- 
nals are produced at the latch's Q outputs. 

Refer to the module timing diagram, Figure 2-7, and 
observe that the so-called T3A signal precedes the actual T3 
signal, by some 1608 nanoseconds. By using T3A as a gating 
signal during I/O input operations, we allow ample time for 
the input device to precharge the processor's data bus prior 
to the actual transfer of data. 

Instruction Fetch (PCI) 

An instruction fetch (PCI sub-cycle) is the first part 
of every machine cycle. The events that take place during 
an instruction fetch are as follows. 

The processor chip transmits the lower eight bits of 
the referenced location during T1. This byte is sent out on 
the eight lines of the main data bus and presented to the 
address latches, A1 through A4. Two of the latches are 
strobed by the T1 output of the state decoder, causing 
them to register and hold the address byte. 

During T2, the processor chip sends out the six high 
order bits of the referenced address, plus the two CYCLE 
bits, in similar fashion, The T2 output of the state decoder 
is used to strobe the remaining two address latches, and 
these elements save this information. 

The fourteen low order bits held in the address latches 
point the location of the instruction that the processor in- 
tends to fetch. The two remaining bits indicate that a PCI 
sub-cycle is in progress. The CYCLE information is applied 
to the cycle decoder (D10). 

The cycle decoder is an Intel 3205 Three-to- Eight 
Line Converter, used here to provide an exclusive four-line 
output. Each of the decoder's output lines indicates when 
one of the four sub-cycles (PCI, PCR, PCW, or PCC) is in 
progress. This information is available, for the control of 
external devices. In addition, the PCC and PCW outputs are 
furnished to circuitry on the PCU module itself, permitting 
the module's control logic to generate I/O IN, I/O OUT, 
and R/W control signals. 

Under ordinary conditions, the two 12-to-4 line 
multiplexers, A7 and A9 select and forward the information 
on the memory data in bus to the processor module's eight- 
line input gate section. This tri-state buffer bank is enabled 
by the T3A timing signal, operating through a 74H00 
NAND-gate and an 8093 section used here as a coincidence 
indicator. The output of the buffer is the DB IN signal, and 
this enables the gate to forward the information from the 
multiplexer section to the processor. During T3, the pro- 
cessor reads this bus, and the information on these lines is 
transferred to the processor's instruction register. This com- 
pletes the fetch portion of the machine cycle. 

Memory Reference Operations (PCR and PCW) 

Every operation that the CPU performs is preceded 



by an instruction fetch sub-cycle (PC!) as just described. In 
the case of certain instructions, it may be necessary to ref- 
erence memory one or more additional times in order to 
execute the command. 

Instructions that reference memory in the course of 
their execution do so in a manner very similar to that used 
to fetch instructions. During a PCR or a PCW cycle, the 
addressing, input multiplexing, and bus gating functions are 
handled in much the same way as for an instruction fetch. 

As far as the perip heral logi c is co ncerned there is one 
important difference. A PCR or a PCW signal will be broad- 
cast by the processor chip during T2. If the CYCLE code 
indicates a PCR sub-cycle, then external conditions are ex- 
actly the same as for an instruction fetch from memory. If 
a PCW is indicated, two special actions are taken. 

First, the cycle decoder activates the PCW line, and 
this level is applied to pin #5 of C8. The presence of a low 
inhibits the gate, disabling the DB IN signal and preventing 
the input devices from affecting data that is going out on 
the main bus. 

And secondly, the PCW output is applied to a 7402 
section used as a coincidence indicator. The coincidence of 
PCW and T3 at the inputs to this gate generate a WRITE 
pulse on the R/W command line. The W signal indicates to 
the external memory that data on the module's output bus 
is to be stored in the addressed location. 

I/O Operations 

All input and output operations require two processor 
sub-cycles: A PCI to fetch the instruction, and a PCC to 
execute. The PCI sub-cycle is described in a previous section. 

The instruction that the processor fetches from mem- 
ory contains a five-bit field which specifies one of 32 pe- 
ripherals. In order to distinguish an input from an output 
instruction, the lower eight addresses are reserved for input 
devices, and the upper 24 for outputs. 

The address of the object I/O device is sent to the A 9 
through A 13 address latches during T2, to identify the ob- 
ject peripheral. Since only the lower eight addresses are used 
for input, the A 12 and A 13 lines will never be high unless 
an output operation is in progress. These two lines are there- 
fore applied to the inputs of a 7402 section (C7-4/5/6) 
which produces a low during input operations and a high 
during output. The remaining circuitry uses this signal, in 
conjunction with PCC, T3, and T3A, to produce I/O IN and 
I/O OUT control signals. 

If an input operation is indicated, C7-4 will be high. 
The coincidence of a T3A signal and a PCC produces a high 
at C7-10. The outputs of these two gates are applied to the 
input of a 74H00 NAND-gate section, where they are 
ANDed to produce the I/O IN control signal. The I/O IN is 
buffered in an 8093 section and made available at the edge 
connector for use by the object peripherals. 

On the Central Processor Module itself, the I/O IN is 
routed through a 74H00 section (used as OR) and a 7405 
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section and applied to the pin #17 inputs of the two input 
multiplexers, A7 and A9. This causes the multiplexers to 
select data from the external input ports, and forward this 
to the input gating section. The input gates are enabled by 
the presence of T3A, and the data from the addressed input 
device therefore passes to the processor, via the main data 
bus. 

If an output operation is indicated, on the other hand, 
C7-4 will be low. This low is ANDed with T3 in a 7402 
section, to produce a positive-going pulse output at C7-1. 
This output is applied to one input of a 7400 NAND-gate. 
The other input to the gate is the output of C7-10 which, 
as we have seen, is high during the coincidence of T3A and 
the PCC cycle. As a result of the signals applied, D6-6 goes 
low during the T3 phase of output, producing the I/O OUT 
command. This signal is buffered in an 8093 section, and 
made available for the control of external devices. 

Interrupt Cycle 

From the point of view of the CPU chip, the interrupt 
cycle is simply a modified PCI. Externally, the function of 
the processor chip appears much the same. 

Peripheral logic does the bulk of the work during an 
interrupt. It is the function of the peripheral logic to syn- 
chronize the external INTERRUPT REQUEST with the 
processor module's clocks. The instruction word presented 
to the module's interrupt port must also be switched onto 
the main data bus, at the appropriate time. 

An incoming INTERRUPT REQUEST is applied to 
the clock input of a 7474 section, labelled INTERRUPT 
REQUEST LATCH on the module schematic. The latch 
stores the request, until such time as the module's logic can 
acknowledge it. 

The resultant high at pin #5 of the INTERRUPT RE- 
QUEST LATCH is applied to the D input of the INTER- 
RUPT LATCH itself. The cloc k input to this latch is the 
positive-going transition of the SYNCA signal, which coin- 
cides with the trailing edge of 0 2 2- Thus, the INTERRUPT 
LATCH registers the INTERRUPT REQUEST in proper 
synchronization with the module's reference clocks. The Q 
output of the INTERRUPT LATCH goes directly to the 
processor chip's INTERRUPT input pin. 

As explained previously, the processor chip acknowl- 
edges the INTERRUPT by going into an alternate phase 
(T1I) at the beginning of the next PCI cycle. At this time, 
the processor chip's STATE lines indicate the T1I state to 
the state decoder. 

The T1 1 output from the state decoder is used direct- 
ly to set the INTERRUPT CYCLE LATCH, shown just be- 
low the processor chip on the module schematic. The Q 
output from the 7474 is available to external circuitry, in- 
dicating that the processor itself has honored the interrupt 
request. The output of the INTERRUPT CYCLE LATCH is 
also directed to the pin #16 control inputs of the A7 and 
A9 multiplexers, causing them to select and forward the 



data presented to the module's interrupt instruction port. 
This data passes through the input gating logic during T3A, 
onto the main data bus. 

The INTERRUPT CYCLE LATCH is reset, immedi- 
ately following the interrupt cycle, by a signal applied to its 
clock input. The latch may be reset by either the T1 or the 
TT or the STOPPED outputs of the state decoder. 

Hold Operations 

A HOLD R EQUEST must always be preceded by a 
WAIT REQUEST applied to pin #21 of the module. The 
processor module must be waiting or stopped, before it can 
acknowledge a HOLD REQUEST. 

If the state decoder indicates that the processor is in 
the WAIT or the STOPPED state, a negative-going 400 kHz 
pulse will be applied to the clock input of the HOLD RE- 
QUEST LATCH. The coincidence of a low-to-high transition 
at the clock input and a HOLD REQUEST at the D input 
resets this latch. 

The resulting high at pin 8 of the 7474 is applied to a 
7405 inverter section, and the inverter's output furnishes a 
HOLD ACKNOWLEDGE to external circuitry. The output 
of the 7405 is also directed in parallel to the inputs of two 
more 7405s. The outputs of these inverters perform the fol- 
lowing control functions: 

a) float the address bus 

b) float the module's data output bus 

c) float the I/O IN control line 

d) float the l/0_OUT control line 

e) float the R/W control line 

f) disable the cycle decoder 

These actions ensure that the peripheral originating 
the HOLD REQUEST will have complete control of the 
memory's busses and control lines. 

The HOLD REQUEST may be removed as soon as the 
module has acknowledged the request. The processor module 
will continue to hold, until the WAIT REQUEST is removed 
or until the module receives an INTERRUPT REQUEST. 

When the clamp on the WAIT REQUEST line is lifted, 
at the end of the DMA operation, D8-4 goes from high to 
low. The output of this inverter is coupled through C12 to 
one input of a 7400 NAND-gate. The gate's output passes 
through a 7405 inverter to the preset input of the HOLD 
REQUEST LATCH, setting the latch and terminating the 
hold. 

An INTERRUPT REQUEST can also set the HOLD 
REQUEST latchJ/Vhen the INTERRUPT LATCH registers 
an interrupt, its Q output goes from high to low. The low is 
coupled to D4-9, causing the hold latch to be set and im- 
mediately terminating the HOLD ACKNOWLEDGE. 

Whenever two or more peripherals in the same system 
have DMA capability, there is always a chance of conflict. 
One device may request a hold while the other is already in 
the process of conducting a transfer. Finding the HOLD 
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ACKNOWLEDGE line enabled, the requesting device is 
liable to proceed with its intention to transfer data. It will 
come into direct conflict with the first device. 

To prevent this possibility, the processor module 
maintains a BUS BUSY state status line. Pin #53 of the 
module is returned internally to the +5 Volt supply, 
through a 1K pullup resistor. It becomes the logical respon- 
sibility of a device controller to monitor this line before 
requesting a hold. If the line is high, the operation may 
proceed. If not, it m ust wait. An y controller requesting a 
hold must clamp the BUS BUSY line, in order to protect 
its prior right of access. 

UTILIZATION 

This section provides installation and utilization infor- 
mation for the imm8-82 Central Processor Card application. 

Installation Requirements 

The installation requirements for the imm8-82 Central 
Processor Card are given in Table 2-4. 



imm8-82 Central Processor Card 
Installation Requirements 



Connector: 


Dual 50-pin on 0.125 in. 




centers. Connectors in rack 




must be positioned at 0.5 




in. centers minimum. 


Operating Temperature: 


0°C to +55°C 


DC Power Requirements: 


+5v +5% @ 2.2A max 




(1.0 A typical) 




-9v +5% @ Q.06A max 




(0.03A typical) 



Signal Requirements 

All signal inputs and outputs on the Central Processor 
Module are TTL compatible. However, the load/drive speci- 
fications for certain signals vary from standard. Observe the 
following specifications: 



Input Signals Maximum Load 

_____ ^ ^ mA @ Q 4 v 

5.5 mA @ 0.4 V 
5.5 mA @ 0.4 V 
5.5 mA @ 0.4 V 



WAIT REQ 
HLT I NT REQ 
DB IN 

All other inputs 



Output Signals Maximum Load 

MAD 0 - n 32 mA @ 0.4 V 

MAD 12 - 15 30 mA@0.4 V 

STATE & 

CYCLE OUTPUTS6.4 mA @ 0.4 V 
All other outputs 8 mA @ 0.4 V 



Conditions 

V CC =5.25V 
V CC =5.25V 
V CC =5.25V 
V CC =5.25V 

Conditions 

V CC =4.75V 
V CC =4.75V 

V CC =4.75V 
V CC =4.75V 



Pin List 

This section provides all of the signals to be input and 
output from the imm8-82 Central Processor Card and the 
associated pin numbers on the imm8-82 edge connector. 
Any special requirements will be noted, as will the section 
number in which the associated signal is dealt with in detail. 



Table 2-4. 
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Processor Module Output Connector 



INPUT SIGNALS 


NAME 


piM # 

rllil 7f 


FUNCTION 


NOTE 


MD10 


23 










MD11 


25 










MD12 


29 










MD13 


27 






Memory data 




MD14 


33 


I 




input (8 bits) 




MD15 


31 










MD16 


37 










MD17 


35 










I NO 


70 


> 








IN1 


72 










IN2 


78 










IN3 


76 




> 


Input port data 




IN4 


84 


I 




Input (8 bits) 




IN5 


79 










IN6 


81 


J 








IN7 


86 










MO 


69 










111 


71 










II2 


77 










1 13 


73 




> 


Interrupt 




114 


80 






instruction input 




115 


83 






(8 bits) 




116 


85 










117 


87 


j 








WAIT REQ 


21 




Request processor 


1 








WAIT mode 




HALT INT REQ 


56 




Request interrupt 


1 








when processor enters 










STOPPED state 




INT REQ 


42 




Requests interrupt 


1 


HOLD REQ 


51 




Requests HOLD 


1 








Operation 




INT JAM ENBL 


57 




Enables INPUT JAM 


1 








operation 




POWER SUPPLIES 


+5v 


99,100 




Vcc 




GND 


3,4 




Ground 




+12v 


49,50 




Not used on imm8-82 




-9v 


43,44 




Vdd 




-12v 


47,48 




Not used on imm8-82 





Table 2-5. 
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Processor Module Output Connector 



OUTPUT SIGNALS 


iv i a ft /l r~ 

NAMfc 


I'll IV 1 JLL 

PilM if 


FUNCTION 


NOTE 




rr 

DO 






Output of clock 












oscillator 






01 


98 






Timing 






02 


89 


J 




signals 






MADO 


11 
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Processor Module Output Connector 



NAME 


PIN # 


FUNCTION 


NOTE 


HALT ACK 


62 


Indicates STOPPED state 




INT ACK 


5 


Indicates T1 1 state 




WAIT ACK 


61 


Indicates WAIT state 




SYNCA 


7 


Timing signal 




R/W 


95 


Memory Write strobe 




HOLD ACK 


46 


Indicates HOLD operation 




INT REQ LTH 


9 


Indicates Interrupt received 




I/O OUT 


54 


Indicates I/O Output cycle 




I/O IN 


82 


Indicates I/O Input cycle 




FETCH CYCLE 


68 


Indicates Instruction Fetch cycle 




I/O CYCLE 


64 


Indicates Input/Output cycle 




MEM READ CYCLE 


67 


Indicates Memory Read cycle 




MEM WRITE CYCLE 


58 


Indicates Memory Write cycle 




INT CYCLE 


75 


Indicates Interrupt cycle 




DB OUT 


2 


Enables data output from CPU 




DB IN 


22 


Enables data input to CPU 




There are also three jumpers which may be changed 
by the user for special applications: 

(1) If a Write strobe of the opposite polarity from 
the standard strobe, R/W (low when Write), is 
desired, the jumper marked C in Figure 2-8 may 
be changed to the position shown in dotted 
lines. This will give signal R/W as a Write strobe, 
high when true. 

(2) The edge pins corresponding to MAD14 and 
MAD 15 are tied to ground in the basic system. 
They can be changed to reflect the cycle con- 
trol bits CC0-CC1 by changing their respective 
jumpers. 



Table 2-5. (Continued) 
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The imm8-60 Input/Output Card has been designed 
to provide the user with an input/output facility containing 
four individually addressable input ports, two of which pro- 
vide built-in Teletype interfacing and control, and four indi- 
vidually addressable output ports, again with two of the 
ports providing Teletype interfacing. The need for separate 
external Teletype controllers is thereby eliminated, as is the 
need to design input and output facilities. 

The imm8-60 Card has been designed to allow two 
cards to be used in a system, with each card having a unique 



address by which it is referenced. The imm8-60 Card includes 
all logic necessary to support a multi-card implementation. 

Although the imm8-60 Card has been designed to 
support the Intel imm8-82 Central Processor Card, it may 
be used in any application which can use its easily imple- 
mented input/output sub-system, its integral Teletype com- 
munications facilities, its great flexibility, and its low cost. 

This section describes the operation and implementa- 
tion of the imm8-60 Input/Output Card at three levels; the 
operation of the imm8-60 is described on a basic functional 
level in the first section; the theory of operation is provided 
in the second; necessary information to effectively use the 
imm8-60 card is given in the third. This last section covers 
such areas as user-available options, signal and installation 
requirements, etc. 

THE imm8-60 INPUT/OUTPUT CARD - 
GENERAL FUNCTIONAL DESCRIPTION 

This section describes the operations of the imm8-60 
Input/Output Card in general functional terms, and is divid- 
ed into six subsections. The first subsection describes the 
five functional units which enable all of the operations per- 
formed by the card. The second subsection describes the 
Module Select and Port Select operations, as these two 
operations are common to all other operations performed 
by the card. The third subsection describes a typical input 
operation, showing the interrelationship of the functional 
blocks in that operation. The fourth subsection describes an 
output operation in similar terms, while the fifth and sixth 
subsections describe, respectively, Teletype input and Tele- 
type output operations. 

The Functional Units 

In order to describe its operation, the imm8-60 Card 
can be divided into five functional units: 

1 ) The Module Decode Block, wh ich determ ines which 
card is to be utilized for an operation when more 
than one card has been installed in a system. 
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2) The Port Decode Block, which determines which 
of the eight possible input and output ports is to 
be used for an operation. 

3) The Input Block, which contains the four input 
ports and their associated logic. 

4) The Output Block, which contains the four output 
ports and their associated logic. 

5) The Teletype Control Block, which receives data 
from, and transmits data to the Teletype, and 
which performs the necessary conversion of the 
data (serial to parallel in the case of Teletype 
Input, and parallel to serial in the case of Teletype 
output). 

Each operation performed by the imm8-60 Card uses 
one or more of these units in its execution. 

A block diagram of the imm8-60 Input/Output Card, 
showing the five functional units and their interrelation- 
ships, is given in Figure 3-1, and should be referred to 
when reading the rest of this section. 

Module and Port Select Operations 

The first operation performed by the imm8-60 Card 
is always a Module and Port Select operation. A Module and 
Port Select operation is performed via the following steps: 

1) The Central Processor (Intel imm8-82 or equiva- 
lent) sends an I/O Address to the Module Select 
and Port Select Blocks. This I/O Address contains 
the information necessary to specify which card is 
to be used for an operation (in a multi-card sys- 
tem), what type of operation is to be performed 
(Input or Output), and which port is to be used 
for that operation. 

2) The selected card is identified by the card's 
Module Select Block, which generates an enable 
signal which is transmitted to the rest of the card 
logic. 

3) The Port Decode Block, on the selected card, de- 
termines which of the eight ports is being addressed 
by the I/O Address. It then sends enabling signals 
to either the Input or the Output block, depending 
on whether an Input or Output port was addressed. 

This sequence of operations takes place before every 
I/O operation. 

Input Operation 

An input operation is performed in order to obtain 
data from an external source and to present it to the Cen- 
tral Processor. The imm8-60 Input/Output Card performs 
an input operation in the following steps: 

1) The data from the external device is brought into 
the Input block. 

2) When the proper enabling signals are generated by 
the Module Decode and Port Decode blocks, the 



data which has been input from the external device 
to the Input block is sent out to the Central Pro- 
cessor on the Input Data bus. 

Output Operation 

An output operation is performed in order to receive 
data which is sent out from the Central Processor and to 
hold it for use by an external device. The imm8-60 Card 
executes an output operation in the following steps: 

1) The Central Processor sends the I/O Address to the 
imm8-60 Card, and a Module and Port Select 
operation is performed, as described earlier in the 
section on Module and Port Select Operations. 

2) The Central Processor sends the data which is to be 
output to the Output block. 

3) The data is placed into the selected output port, 
under control of enabling signals generated during 
the Module and Port Select operations. 

4) The data is held in the selected output port for use 
by the external device associated with that port. 

Note that data is held in an output port until another 
output operation is performed using the same output port. 

Teletype Input Operation 

A Teletype Input operation is performed in order to 
accept information from an ASR-33 Teletype or Teletype- 
compatible device, and to send that data to the Central Pro- 
cessor. It is performed in the following steps: 

1) Data from the Teletype is sent to the Teletype 
Control block. 

2) The Teletype Control block converts the data to a 
form usable by the Input block, and sends the data 
and status signals to the Input block on input ports 
Oand 1. 

3) When the proper enabling signals are sent to the 
Input block by a Module and Port Select operation 
as described earlier, the Teletype data is sent out to 
the Central Processor on the Input Data bus. 

Note that a Teletype Input operation differs from a 
non-Teletype Input operation only in that the Teletype 
Control block acts as a buffer between the Teletype and the 
Input block. 

Teletype Output Operation 

The Teletype Output operation is performed in order 
to send information from the Central Processor to the 
ASR-33 Teletype or Teletype-compatible device, and is 
performed in the following steps: 

1) The Central Processor sends an I/O Address speci- 
fying output port 8 to the imm8-60 Card, and a 
Module and Port Select operation is performed as 
described earlier. 

2) Teletype output data is sent by the Central Pro- 
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cessor to the Output block via the Output Data 
bus. 

3) The Teletype data is placed into output port 8 
under control of the enabling signals generated by 
the Module and Port Decode blocks during the 
Module and Port Select operation. 

4) The data in output port 8 is sent to the Teletype 
Control block, which converts it into a form usable 
by the Teletype. 

5) The Teletype Control block sends the converted 
data to the Teletype. 

Note that an output operation to the Teletype is equiv- 
alent to a normal non-Teletype Output operation in which 
the Teletype Control block is used as the external device. 

imm8-60 INPUT/OUTPUT CARD - 
THEORY OF OPERATION 

This section describes, in detail, the theory of opera- 
tion of the imm8-60 Input/Output Card. The circuit-level 
implementation of the features described in the General 
Functional Description will be given. 

Due to difference between the functional description 
and the actual implementation of imm8-60 operations, this 
section's organization differs from that of the last. First the 



Module Select operation is described. Port Selection opera- 
tions are discussed in the second and third sections which 
deal with input and output operations, respectively. The 
fourth deals with all Teletype communications, which 
utilize the Teletype communications circuits as an external 
device, but otherwise are the same as non-Teletype Input/ 
Output operations. 

Module Selection 

If two imm8-60 Cards are present in a system, pro- 
visions must be made for an operation to select one card. 
This capability is provided by the Module Decoding Circuits. 

Module address information is brought to imm8-60 
Card edge pins; the module address is complemented by a 
series of inverting latches and the complemented address is 
present at additional imm8-60 Card edge pins. The user 
selects an address for each imm8-60 Card, and implements 
the address by selecting a set of Address and Complemented 
Address signals; select signals are externally jumpered to the 
Module Selection circuits, which combine the incoming 
signals through a NAND gate to provide the enabling signal 
which is sent to other circuitry on the card. 

Note that there is a wide choice of signals with which 
to select Address information. RRO and RR1 (as generated 
by the Intel imm8-82 Central Processor Card) may be used, 
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or alternatively, signals DA10-DA15 may be used. In either 
case, the function of the Module Decoding Circuits remains 
the same. For more details on the options available to the 
user, see the section on Utilization later in this chapter. 

To illustrate use of the Module Decoding Circuits, 
consider an application in which the imm8-60 Card has 
been given the arbitrary designation of Module L5. If it is 
desired to select this module for an operation, the Central 
Processor would send line DA11 TRUE, DA12 FALSE, 
DA13 TRUE, DAM FALSE, and DA15 FALSE (binary 
00101). These signals would be complemented by the in- 
verting latches to pr oduce DA1 1 FAL SE, DA12 TRUE, 
DA13 FALSE, DAM TRUE, and DA15 TRUE. The DA1 1, 
DA12, DA13, DAM, and DA15 signals would be tied to 
DS11, DS12, DS13, DS14, and DS15, respectively, causing 
the enabling signal to go TRUE. Any other combination of 
signals could have been selected, limited only by the re- 
quirement that each card must have a unique address in 
order to prevent simultaneous addressing of more than 
one card. 

Input Operations 

Input operations on the imm8-60 Input/Output Card 
are handled with the Input Circuits. These are shown on the 
left in the I/O Module Schematic, Figure 3-3. 

The first step in an input operation is the transmission 
of an I/O Address to the imm8-60 Card from the Central 
Processor. This I/O Address contains Module and Port Se- 
lection information which is necessary to determine which 
port is to be used for a particular operation. 

The Module Selection information is processed by the 
Module Select Circuits as discussed in the last section, and 
causes the Module Enable signal to be produced. This signal 
is led to the Input Decoder chip, where it is used as an en- 
abling signal, along with signal M2S. 

When it is enabled by the Module Enable signal, and 
the I/O IN signal sent by the Central Processor, and signal 
M2S, the Input Decoder uses the Port Selection information 
contained in the I/O Address to produce one of four Port 
Enable signals. The Port Selection information comes onto 
the imm8-60 Card on lines MAD9 and MAD10. 

The Port Enable signals are led to the four Input Port 
Multiplexers, and are used to gate one set of input signals 
through the Input Port Multiplexers onto the Input Data 
Bus, where the data is available for use by the Central Pro- 
cessor. Input timing is shown in Figure 3-2. 

Output Operations 

Output operations on the imm8-60 Input/Output Card 
are handled by the Output Circuits, shown on the right in 
Figure 3-3. 

An Output operation begins with the transmission of 
an I/O Address to the imm8-60 Card from the Central Pro- 
cessor. This I/O Address contains Module and Port Selection 
information which is used to determine which input or out- 



put port is to be used for a particular operation. 

The Module Selection information is processed by the 
Module Select Circuits as discussed earlier, and cause the 
Module Enable signal to be produced. This signal is led to 
the Output Decoder chip, where it is used, along with signal 
M2S, as an enabling signal to that chip. 

The Central Processor then sends the data which are 
to be output to the imm8-60 Card, lines MADO - MAD7. 
Along with the output data is sent the I/O OUT signal, 
which is led to the Output Decoder and is used as a third 
enabling signal. 

When the Output Decoder is enabled by the three 
enabling signals Module Enable, M2S, and I/O Out, it 
uses the Port Selection information contained in the I/O Ad- 
dress to produce one of four Port Enable signals. The Port 
Selection comes into the imm8-60 Card on lines MAD9 and 
MAD10. 

The Port Enable signals are used to gate the output 
data sent by the Central Processor into the proper Output 
Port Latches. The data is held in the Output Port Latches 
until another output operation is executed using that output 
port. 

Teletype Communications 

Teletype communications can be handled directly by 
the imm8-60 Input/Output Card, rather than requiring a 
separate Teletype communications interface and controller. 
This function is performed by the Teletype Communications 
Circuits, shown in the upper central section of Figure 3-3. 

Teletype Communications on the imm8-60 Card are 
handled through Input Ports 0 and 1 and Output Ports 8 and 
9. Input Port 0 handles Teletype data which are to be input 
to the Central Processor; Input Port 1 handles Teletype 
status information. Output Port 8 holds the data which are 
output from the Central Processor to the Teletype, and 
Output Port 9 holds the control data used to control Tele- 
type communications. All Teletype input and output opera- 
tions are handled by the imm8-60 Card as normal input and 
output operations, with the exception that the on-card 
Teletype Communications Circuits are used as the input 
and output device for Teletype operations. 

The heart of the Teletype Communications Circuits 
of the imm8-60 Card is the Universal Asynchronous Trans- 
mitter/Receiver chip, or UART. This device receives the 
serial data word which is sent by the Teletype, and con- 
verts it to the eight-bit parallel data format used by the 
imm8-60 Card. It also translates the eight-bit data output 
by the imm8-60 Card into the serial data word which is 
used by the Teletype. 

The UART requires a clock with a frequency of six- 
teen times the baud (bits per second) rate at which it is to 
transmit. The clock is provided on the imm8-60 Card by a 
crystal clock generator which provides a 4.9562 MHz signal. 
This signal is used to clock a series of two cynchronous count- 
ers, each of which provides a "divide-by-sixteen" function, 
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thus producing a 19.36KHz signal. This signal can be used 
directly, providing a 1 200 baud transmission rate suitable for 
Teletype-compatible high-speed terminals, or it may be used 
to clock another synchronous counter. This third counter 
is set up to provide a "divide-by-eleven" capability, and will 
provide a 1.76KHz signal which, when used as the UART 
clock, will provide a 100 baud transmission rate, the stan- 
dard rate for ASR-33 Teletype communications. 

A Teletype input operation begins with the trans- 
mission by the Teletype of a data word. This Teletype data 
is brought onto the imm8-60 Card by way of edge pins as 
signal TTY XMITR. Since the Teletype information is en- 
coded as variations in current flow, while the UART operates 
with changes in voltage, the Teletype signal must be con- 
verted to form acceptable to the UART. This is done with 
transistor Q2 and its associated circuitry. The signal from 
transistor Q2 is led to the UART Receive Data Input, and 
the UART converts it into the parallel data used by the 
imm8-60 and then sends the converted data word to Input 
Port 0. It also sends status information to Input Port 1. This 
status information includes Parity Error (PE), Overflow 
Error (OE), Framing Error (FE), and Data Available (DA). 
The Central Processor can then execute a normal input 
operation as described in the section on Output Operations 
in order to obtain the Teletype data. 

A Teletype output operation is executed simply by 
sending the data which are to be output to the Teletype to 
Output Port 8 via an output operation. The data which are 
to be sent to the Teletype are latched into Output Port 8 
Latch, and sent to the UART. The same enabling signal 
which was used to latch the data into the Output Port Latch 
is used to enable transmission by the UART. The Parallel 
data will be translated to the serial data format required by 
the Teletype, and will then be sent to Q3 and Q4, where 




Figure 3-4. Relay Circuit (Alternate) 



the necessary conversion from voltage to current coding 
takes place. The converted signal is then sent to the Tele- 
type as TTY RCVR. 

A special feature has been implemented on the 
imm8-60 Card in order to simplify Teletype paper tape 
reader operations. Provisions have been made to enable 
strobing of the paper tape reader one character at a time. 
This operation is performed when the Central Processor 
outputs a 1 in the high-order bit of Output Port 1. This 
signal sets a latch made up of two NAND gates, which in 
turn produce a signal which is sent to the Teletype paper 
tape reader as TTY RDR CTL. When a character is read by 
the Teletype paper tape reader and transmitted to the 
imm8-60 Card, the signal generated by that transmission, 
TTY XMITR, resets the latch, causing the TTY, RDR CTL 
signal to fall. 

The Teletype Communications Circuits may be reset 
by a system reset signal. This is done by bringing the signal 
RESET onto the card, inverting it through an inverting 
latch, and applying it to the Master Clear input of the 
UART. This will initialize the UART, and prepare it for 
further operations. 

imm8-60 INPUT/OUTPUT CARD - 
UTILIZATION 

This section describes the options available to the 
user of the imm8-60 Input/Output Card, and also gives the 
information necessary to the user for proper installation 
and operation of the card. There is a wide range of user- 
available options on the imm8-60 Card, including the 
choice of Module Address, the choice of which lines to use 
as address input lines, which signals to use as the Module 
Enable signals, which lines to use as the Data Output lines, 




Figure 3-5. Distributor Trip Magnet 
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and even whether or not to use the Teletype Communica- 
tions Circuits. Each of these will be discussed in the next 
section. 

User-Available Options 

The user has the choice of Module Coding, with the 
RRO and RR1 lines for use as the Module Select lines, dis- 
cussed earlier. When the imm8-60 Input/Output Card is 
used as a peripheral device with Intel's imm8-82 Central 
Processor Card, the RRO and RR1 lines are used, and the 
standard module coding is: 

Module Number Module Select Pins Jumped 

l/OO Input: MM2 5-7,10-8,41-39 

Output: MM2,RR0, 

RR1 | P1 

1/0 1 Input: MM2 5-6,10-8,41-39, 

Output: MM2 ,RR0, 
RR1 

If the DA lines were used as the Module Select lines, 
similar arrangements would be used. 

When the RR lines are used as the Module Select 
lines, the enable line which is generated by the DA lines 
should be tied to ground, in order to permanently enable 
it. Similarly, the output generated by the RR lines should 
be tied to the enable signal generated by the DA lines if the 
DA lines are to be used. In addition, signal M2S may be 
permanently enabled, if it is desired. Each of these options 
is enabled by the positioning of on-card jumpers, as shown 
in the Schematic Diagram, Figure 3-3. 

The second choice which is available to the user is 
that of the lines to be used as Port Enable lines. This choice 
is also determined by the positioning of on-card jumpers. 




Figure 3-6. Mode Switch 



If lines MAD9 and MAD10 are to be used, as would be the 
case if the imm8-82 Central Processor Card were used, the 
jumpers would be positioned as follows: 

31-32, 33-34 

Likewise, if it were desired to use lines MAD8 and 
MAD9, the jumpers would be positioned as follows: 

30-31,32-33 

The third option available to the user is the choice of 
the lines which are to carry the data from the Central Pro- 
cessor to the Output Ports. The user has the choice of using 
either lines MADO-7 or lines DBO-7. Again, the choice is 
implemented by properly positioning jumpers on the card 
itself. The imm8-82 Central Processor Card uses lines MAD 
0-7 for purposes of output. 

If it is desired, the imm8-60 Input/Output Card's in- 
ternal Teletype Communications Circuits may be disabled 
by removing the UART chip. If this is done, pull-up resistors 
must be added to the input data lines on Input Ports 0 and 
1. The UART may also be disabled by tying its output en- 
able lines RDE and FDE to +5V. 

Teletype input and output can be accomplished with- 
out the use of the UART; that is, on a serial basis, by 
positioning jumpers as follows: 

Output: 14-15 instead of 13-14 
Input: 10-11 instead of 11-12 

When the Input/Output Module is used for Teletype 
operations, the user must ensure that no device other than 
the Teletype is connected to Input Ports 0 and 1 or Output 
Ports 8 and 9. 

The imm8-60 Card has been designed to optionally 
interface with the Intel imm8-76 PROM Programmer Card. 
This card uses Input Port 2 for a PROM Data Out port, and 




Figure 3-7. Terminal Block 
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Output Ports 9, 10, 11 as PROM Control IN, PROM Ad- 
dress IN, and PROM Data IN, respectively. It is necessary 
to ensure, if this option is used, that no other device will 
attempt to use these ports while PROM programming op- 
erations are in progress. 

Installation Data 

Operating Temperature: 0°-55°C 
DC Power Requirements: +5v ± 5%, .820A Max 

-9v ± 5%, .030A Max 
-12v± 5%, .030AMax 
Connector: Dual 50-pin, 0.125 in. centers 

Teletype Modifications 

The ASR-33 Teletype must receive the following in- 
ternal modifications and external connections: 

Internal Modifications 

1) The current source resistor value must be changed 
to 1450 ohms. This is accomplished by moving a 
single wire. (See Figure 3-8). 

2) A full duplex hook-up must be created internally. 
This is accomplished by moving two wires on a 
terminal strip. (See Figures 3-7 and 3-9). 

3) The receiver current level must be changed from 



60mA to 20mA. This is accomplished by moving a 
single wire. (See Figures 3-7 and 3-9). 

4) A relay circuit must be introduced into the paper 
tape reader drive circuit. The circuit consists of a 
relay, a diode, a thyractor and a suitable mounting 
fixture. This change requires the assembly of a 
small "vector" board with the relay circuit on it. 
It may be mounted in the Teletype by using two 
tapped holes in the base plate. (See Figure 3-4). 
The relay circuit is added by cutting the brown 
wire, from the distributor trip magnet, at its con- 
nector plug and then splicing it to wire "A." (See 
Figures 3-5 and 3-9). The "line" and "local" wires 
must then be connected to the mode switch. (See 
Figures 3-6 and 3-9). 

External Connections 

1) A two-wire receive loop must be created. This is 
accomplished by the connection of two wires be- 
tween the Teletype and the SYSTEM in accordance 
with Figure 3-9. 

2) A two-wire send loop similar to the receive loop 
must be created. (See Figure 3-9). 

3) A two-wire tape reader loop connecting the reader 
control relay to the SYSTEM must be created. 
(See Figure 3-9). 
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NOTES: UNLESS OTHERWISE SPECIFIED 
[T 



CUSTOMER EXTERNAL CONNECTIONS 
ITEMS WITHIN DASHED LINES REPRESENTS 
CUSTOMER REQUIRED MODIFICATIONS 
IM IS INTERNAL MODIFICATION 
EC IS EXTERNAL CONNECTION 
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TERMINAL BLOCK 151411 
SEE FIG. 3-7 



I/O REAR PANEL 

MODULE CINCH - JONES 

(JD (J43) 




. 11 SAC 
COMMON 
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Figure 3—9. TTY Modification 
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The imm8-62 Output Card contains logic which en- 
ables its use as a self-contained output module with eight (8) 
individually addressable output ports, each of which holds 
an eight-bit byte of data sent by a Central Processor (such 
as Intel's imm8-82) for use by an external device. It also 
contains logic which enables the use of more than one card 
in any system, with each card individually addressable. 

A superficial functional description of the imm8-62 
Output Card logic is provided in the first section. A more 
detailed functional theory is given in the second; specific 
instructions describing the use of the imm8-62 Card are 
given in the third. 

GENERAL FUNCTIONAL DESCRIPTION 

The imm8-62 Output Card may be divided into three 
functional units as shown in Figure 4-1; 

• The Module Decode Block 

• The Port Decode Block 

• The Output Port Block 

The Output Port Block contains eight output ports, 
each of which can communicate with a separate external 
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Figure 4—1. Output Module Functional Block Diagram 



device. The Port Decode Block determines which of the 
eight ports is to be used for an operation. 

During an output operation, the Central Processor or 
equivalent device, sends an I/O Address to the Output Card. 
This information is used by the Module Decode Block to 
enable output operations (for the particular module being 
addressed, if there is more than one in the system) and is 
also used by the Port Decode Block to enable the specific 
output port which is to be used for output. 

The Central Processor then sends the data which is to 
be output to the imm8-62 Card. The data is routed to the 
Output Port block and is gated into the particular port 
which was enabled previously by the Port Decode Block. 
The data are then latched and held for use by the external 
device associated with that output port. 

DETAILED FUNCTIONAL THEORY 

This section describes in detail the operation of the 
imm8-62 Card. Actual circuit-level implementation of the 
features described as functional blocks in the previous sec- 
tion are given. 

The first section deals with Module Decoding, the 
second with Port Decoding, and the third describes an actual 
output operation. 

Module Decoding 

If it is desired to use more than one imm8-62 Output 
Card in a given system, some provision must be made to en- 
able selection of the particular card which is to be used, out 
of all of those available. This function is provided by the 
Module Decoding Circuits, shown in detail in Figure 4-3. 

As shown in Figure 4-3, the Module Address infor- 
mation is brought to the imm8-62 Card edge pins and is led 
to a series of inverting latches. These latches invert the in- 
coming information and supply it, in turn, to another set of 
card edge pins. The user then selects the proper set of 
Address and inverted Address signals, and uses external wire 
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jumpers to tie this information to the Module Selection 
circuits which combine the incoming signals to provide 
either the MOD SEL signal or the OUT MOD SEL signal. 
These signals are then used to enable operations of the Out- 
put Card. 

Note that the user has a wide range of choices regard- 
ing which signals to use as the Address information. Signals 
RRO and RR1 # as generated by the Intel imm8- 62 Central 
Processor Card, may be used, or, as an alternative, signals 
DA10-DA15 may be used. In either case, the function of 
the Module Decoding circuits remains the same. (See the 
section on CPU in Chapter 2 for more details on the options 
available to the user.) 

As an example of the functioning of the Module 
Decoding Circuits, consider an application in which the 
imm8-62 Card has been given the arbitrary designation of 
Module 5. If it was desired to select this module for an 
operation, the Central Processor would send an address 
corresponding to the module's designation, such as, perhaps, 
line DA11 TRUE, DA12 FALSE, DA13 TRUE, DA14 
FALSE, DA15 FALSE (binary 00101). These signals would 
be input to the imm8-62 C ard an d invert ed, pr oducing 
DAVi FALSE, DA12 TRUE, DA 13 FA LSE, DAM TRUE, 
DA15 TRUE. The DA10, DA11, DA12, DA13, and DA14 
signals would be tied to DS1 1, DS12, DS13 , DS14, and 
DS15, respectively, causing the OUT MOD SEL signal to go 
LOW, enabling operations. Any other combination of sig- 
nals could have been selected, limited only by the require- 
ment that each card must have a unique address to prevent 
simultaneous addressing of more than one card. 

Port Decoding 

Once the proper module has been selected, as dis- 



cussed in the previous subsection, an additional selection 
must be made: that of one of the eight output ports which 
are on each imm8-62 Card. This function is performed by 
the Port Selection circuits, shown in detail in Figure 4-3. 

In order to select one of the eight output ports, three 
data lines are led to the Port Decoder. When enabled by the 
MOD SEL or OUT MOD SEL signals, the Port Decoder will 
decode the three incoming Port Select signals and will issue 
an enabling signal to one of the eight output ports. 

Output Operations 

In a typical output operation, the following steps will 
be executed (refer to Figure 4-3, the Schematic Diagram): 

1) The Central Processor sends an I/O Address to the 
imm8-62 Module on lines MAD9-13. 

2) The Module Decoding and Port Decoding circuits 
decode the incoming I/O Address. 

3) The Central Processor sends the data which are to 
be output to the imm8-62 Card, along with an 
Output enabling signal, I/O OUT . I/O OUT acti- 
vates the internal signal OUT STB. 

4) The data which have been sent to the imm8-62 
Card are latched into the proper output port by 
signal OUT STB, where they are held for use by 
external equipment. The data are held until another 
output operation using the selected port takes 
place, at which time they are replaced by the new 
incoming data. 

The timing of the output operation is shown in Fig- 
ure 4-2. 
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CARD UTILIZATION 

There are several options available to the user of the 
imm8-62 Card. Among these are the choice of the Module 
Address, the choice of which lines to use as address input 
lines, which signals to use as Card Enabling signals, and 
which lines to use as data lines holding the data to be out- 
put. This section will cover the options available to the 
user, and also supplies a complete list of the imm8-62 Card 
edge pins and their associated signals. 

User Options 

The user has a wide range of options available on the 
imm8-62 Output Card. Each option is implemented by 
means of jumpers, either mounted on the card itself or ex- 
ternal, between card edge pins. 

The first option is the choice of Module Coding. The 
user has his choice of either the DA11-DA15 lines or the 
RR0-RR1 lines for use as the Module Select lines. When the 
imm8-62 Output Card is used as a peripheral device with 
the Intel imm8-82 Central Processor Card, the RRO and 
RR1 lines are used, and the standard module coding is: 

Module Number Module Select Pins Jumped 

OUT 2 RRO, RR1 5-6, 10-9, 41-42 

OUT3 RRO, RR1 5-7,10-8,41-42 

If the DA lines were used as the Module Select lines, 
similar arrangements would be used. 

When the RR lines ar e used as the Module Select 
lines, signal OUT MOD SEL must be tied to GROUND in 



order to permanently enable it, and, similarly, signal MOD 
SEL must be tied to +5v. when the DA lines are used. 

The second choice available to the user is the choice 
of the three lines used as Port Select lines. These lines are 
determined by the positioning of jumpers mounted on the 
imm8-62 Card itself. If it is desired to use lines MAD9-11, 
as would be desired when using the imm8-82 Central Pro- 
cessor Card, the jumpers would be positioned as follows: 

1- 2, 5-6, 8-9 

Likewise, if it were desired to use lines MAD8-10, the 
jumpers would be positioned as follows: 

2- 3, 4-5, 7-8 

The third user option enabled on the imm8-62 Card is 
the choice of the lines which are to carry the data from the 
CPU to the Output Card. The user has his choice of lines 
MADO-7, or lines DBO-7. If the MAD lines are to be used, 
the jumpers on the imm8-62 Card would be positioned 
as follows: 

23- 24, 26-27, 29-30, 32-33, 35-36, 38-39, 

41- 42, and 44-45 

Similarly, if the DB lines are to be used, the jumpers 
are positioned as follows: 

24- 25, 27-28, 30-31, 33-34, 36-37, 39-40, 

42- 43, and 45-46 

Again, if the imm8-62 Output Card is used as periph- 
eral device with the imm8-82 Central Processor Card, lines 
MAD0-7 would be used. 
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The imm6-28 Random Access Memory Card has been 
designed to provide a user with a 4,096 (4K) 8-bit words of 
random-access memory, which may be used as a computer 
system's memory device. 

More than one imm6-28 card may be included in a 
system, for example, the imm8-82 Central Processor card 
can address up to 16,384 words of memory on fbur separate 
imm6-28 cards. 

Although the imm6-28 Random Access Memory Card 
has been designed to support the Intel imm8-82 Central 
Processor Card, it can be used in any other system which 
requires 4K x 8 bits of RAM storage. 

This section describes the operation and implementa- 
tion of the imm6-28 card on three levels: first, the operation 
of the card is described at a basic functional level. The 
theory of operation is provided in the second section. Nec- 
essary information to effectively use the imm6-28 card is 
given in the third. 
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THE imm6-28 RANDOM ACCESS MEMORY 
CARD - GENERAL FUNCTIONAL 
DESCRIPTION 

The Four Functional Units 

In order to describe its operation, the imm6-28 card 
has been divided into four functional units: 

1) The Address Control Block, which determines 
which card is to be used for a memory operation, 
and which memory location on that card is being 
addressed. 

2) The Operation Control Block, which controls the 
execution of all operations performed by the card. 

3) The Read/Write Buffers, which buffer the data 
which is read from or written into memory. 

4) The Memory Block, which contains the actual 
memory components. 

Each operation performed by the imm6-28 card uses 
at least one of these functional units. 

A block diagram of the imm6-28 card, showing the 
four functional units and their interrelationship, is given in 
Figure 5-1, and should be referred to when reading the rest 
of this section. 

Memory Addressing Operations 

In order to send data to a memory location, or to read 
data from a location, it is necessary to specify the location 
which is to be accessed. This function is provided by the 
Memory Address, a group of signals which represent a binary 
number and which are sent to the imm6-28 card by the 
Central Processor. Once the Memory Address is received 
by the imm6-28 card, however, it must be decoded in 
order to select the correct location for a Memory Read or 
Write operation. 

The Address Control Block performs Memory Address 
decoding on the imm6-28 card; it receives the Memory 
Address, and translates it into three types of signals: Module 
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Enabling signals, which enable the selected 4K segment of 
the memory; Block Enabling signals, which enable one 1024 
word block within the larger 4K segment; and Address sig- 
nals, which access one word within the 1024 word block. 

Memory Write Operations 

A Memory Write Operation is executed in order to 
load data into a selected memory word; it is executed in 
the following steps: 

1) The Memory Address for the word which is to be 
written into is sent to the imm6-28 card by the 
Central Processor. 

2) The Address Control Block receives the Memory 
Address and generates the signals necessary to 
access the addressed memory location, as described 
in the last section. 

3) The Central Processor sends a data word to the 
imm6-28 card, where it is received by the Read/ 
Write Buffer. The Central Processor also sends con- 
trol signals to the Operation Control Block which 
indicate a Memory Write operation. 

4) The Operation Control Block generates signals 
which cause data in the Read/Write Buffer to be 
written into the selected memory location in the 
Memory Block. 

Memory Read Operations 

A Memory Read operation is performed in order to 
read data from a selected memory location into the Central 
Processor; it is executed via the following steps: 

1) The Memory Address which is. to be read is sent to 
the imm6-28 card by the Central Processor. 

2) The Address Control Block receives the Memory 
Address and generates signals necessary to access 
the addressed memory location, as discussed in the 
section on Memory Addressing Operations. 

3) The Central Processor sends control signals to the 
Operation Control Block which indicate a Memory 
Read operation. 

4) The Operation Control Block generates the con- 
trol signals necessary to cause the contents of the 
selected memory location to be sent from the 
Memory Block to the Read/Write Buffer, whence 
they are sent on to the Centrol Processor. 

THE imm6-28 RANDOM ACCESS MEMORY 
CARD - THEORY OF OPERATION 

This section describes the theory of operation of the 
imm6-28 card in detail, giving the circuit-level implementa- 
tion of the features discussed previously. It is divided into 
four subsections. The first describes the physical implemen- 
tation of the imm6-28 memory. The second describes the 
Address Decoding operation, as this operation is common to 
both Memory Read and Memory Write operations. The third 



and fourth describe Memory Read and Memory Write op- 
erations, respectively. 

Physical Memory Implementation 

The actual memory of the imm6-28 card is made up 
of thirty-two Intel 2102 Random Access Memory chips, 
each having a capacity of 1024 one bit words. Since the 
data word used by the imm6-28 card has a total of eight 
bits, the 2102 memory chips are tied together in blocks of 
eight, with each of the eight chips in the block handling 
one of the eight data bits; this results in a basic block of 
1024 eight-bit words. Since there are four blocks per card, 
each imm6-28 card has a capacity of 4096 eight-bit words, 

By combining more than one card in a system, mem- 
ory size can be increased in increments of 4096 words. 

Memory Address Decoding 

Since more than 4096 words of memory can be ad- 
dressed by a Central Processor, the imm6~28 card includes 
address decoding circuits (see Figure 5-2) which allows a 
Central Processor to select one imm6~28 memory card. 

The Memory Address which the Central Processor 
sends to the imm6-28 cards consists of sixteen bits of infor- 
mation, organized as a sixteen digit binary number, with the 
low order bit on line MAD0 and the highest order bit on 
line MAD15. The Address Decoding Circuits use this sixteen- 
bit address as follows: 

1 ) Since the high-order four bits of the Memory Address 
effectively divide the possible memory locations into 
sixteen units of 4096 words each, they are used to en- 
able the particular card which is to be used for a given 
memory operation. This is accomplished by bringing 
lines MAD12-MAD15 onto the i mm 6 -28 card edge 
pins, inverting them to form MAD12-MAD15, and 
then sending these inverted Memory Address signals 
out on another set of card edge pins. External jumpers 
are then used to tie the proper combination of Mem- 
ory Address and inverted Memory Address signals to 
the four input lines to the Access Enable Gate, MOD 
SEL 12-MOD SEL 15. When the proper Memory Ad- 
dress is sent to the imm6~28 card by the Central Pro- 
cessor, the Access Enable Gate will produce a Module 
Enable signal which is used to enable all memory op- 
erations for that card. 

2) The next two bits of the Memory Address, MAD 10 
and MAD 1 1, select one of the four 1024 word blocks. 
These two signals are fed to Address Latches which 
are enabled by the Access Enable Gate's Module En- 
able signal. The two signals are then latched into the 
Address Latches by signal ADR STB, sent by the 
Central Processor, and are sent to a group of four 
NAND gates in both their original and their inverted 
form. The four NAND gates decode the two Memory 
Address bits into one of four Chip Enable signals. The 
Chip Enable signals are used to enable the proper 
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block of eight chips (1024 eight-bit words) out of the 
four blocks available on each imm6-28 card. 

3) The ten low-order bits of the Memory Address, MAD0- 
MAD9, are tied to Address Latches which are enabled 
by trie Access Enable Gates. They are then sent to all 
of the individual memory chips, which use them to 
enable the proper location out of the 1024 available. 

Memory Read Operations 

A Memory Read operation is initiated by the Central 
Processor. It sends a sixteen-bit Memory Address to the 
imm6--28 card, which decodes the address to select one 
particular memory location, as described in the last section. 



The Central Processor also sends signal Write/Read to 
the imm6-28 card. In its FALSE state, this signal indicates 
a Write operation, therefore, during a Read operation, it will 
be TRUE. Signal Write/Read is inverted and applied to a 
N AND gate along with the Module Enable signal. The NAND 
gate produces a signal which indicates a Read operation. The 
Read operation signal is used as the second input to the 
series of Output Buffer NAND gates, and causes the memory 
data to be gated through the Output Buffer NAND gates 
and onto the Data Out lines DATA OUT0-DATA OUT7. 
Timing is shown in Figure 5-2. 



Memory Write Operations 

A Memory Write operation is initiated by the Central 
Processor. It sends a sixteen bit Memory Address to the 
imm6-28 card, which decodes the address to select one 
particular memory location for access, as described earlier. 
When the memory chips receive the Memory Address, they 
immediately respond by sending the contents of the address- 
ed location to the Output Buffers, which are series of eight 
NAND gates. 

The Central Processor then sends the data which is to 
be written into memory to the imm6-28 card, where it is led 
to the Inpu t Latches. The Central Processor also sends out 
signal Write/Read, which indicates a Write operation. This 
signal is NANDed with the Module Enable signal to produce 
signal WDENBL, which indicates that a Write operation is 
taking place. This signal causes the data sent by the Central 
Processor to be latched into the Input Latches. 

Signal WDENBL is also used to trigger a pair of one- 
shot multivibrators. These multivibrators produce a delayed 
Write Enable signal. The delay is necessary to ensure that 
the data has been completely latched into the Input Latches 
before attempting to write it into memory. When the delay- 
ed Write Enable signal becomes TRUE, the data will be 
written into the selected memory location. 
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THE imm6-28 RANDOM ACCESS MEMORY 
CARD - UTILIZATION 

This section provides the information necessary to 
efficiently use the imm6-28 card in an application. In par- 
ticular, the requirements for interfacing with the Intel imm 
8-82 Central Processor Card are stressed. 



Memory Address Coding 

In order to enable Memory operations, the imm6-28 
card must have an encoded address designation. The proper 
positioning of the external jumpers for each block of mem- 
ory is as follows: 



Jumpers 

57- 58, 62-61, 63-64, 67-68 

58- 60, 62-61,63-64, 67-68 

57- 58, 59-61,63-64,67-68 

58- 60, 59-61,63-64, 67-68 

Installation Data and Requirements 

Connector: Dual 50-pin, .125 in. centers 

Input Voltage: +5v ± 5% @ 2.5A. Max 

Operating Temperature: 0°C - 55°C 



Module No. Memory Addresses 

RAM 0 0 - 4095 

RAMI 4096-8191 

RAM 2 8192-12287 

RAM 3 12288-16383 



Memory Address Code 

MAD12 MAP13 MAD14 MAD15 
MAD12 MAD13 MAD14 MAD 15 
MAD12 MAD 13 MAD14 MAD 15 
MAD12 MAD13 MAD14 MAD 15 
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The imm6-26 Programmable Read-Only Memory 
(PROM) Card has been designed to provide a user with 
4,096 (4K) words of read-only memory, which may be used 
as non-volatile program or data storage. 

The imm6-26 Card uses Intel 1702A Programmable 
Read-Only Memory chips as its storage medium. These 
chips represent a considerable advance in the field of read- 
only memory, as they can be erased and reprogrammed as 
the need arises. This capability makes the imm6-26 Card a 
valuable addition to a system in which the stored data is oc- 
casionally subject to change, for example, during the devel- 
opment of mask-programmed read-only memory. The imm6- 
26 PROM Card can be used to store programs in final stages 
of correction, before the program is well enough defined to 
justify the expense of creating masks. Also, the imm6-26 
PROM Card can be used instead of read-only memory in pre- 
production equipment that may have to be shipped before 
mask-programmed read-only memory is available. 

More than one imm6-26 Card may be used in a sys- 
tem. For example, the imm8-82 Central Processor Card can 
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address up to 16,384 words of memory on four separate 
i mm 6-26 cards. 

The imm6-26 Card may also be used in parallel with 
an imm6-28 Random Access Memory Card. 

THE imm6-26 PROGRAMMABLE READ-ONLY 
MEMORY CARD - GENERAL 
FUNCTIONAL DESCRIPTION 

This section describes the operation of the imm6-26 
Programmable Read-Only Memory Card in general function- 
al terms, and is divided into two subsections. The first de- 
scribes the four functional units which enable all of the 
operations performed by the card; the second describes a 
Memory Read operation. 

The Four Functional Units 

In order to describe its operation, the imm6-26 Card 
has been divided into four functional units: 

1) The Address Control Block, which determines 
which card is to be used for a memory opera- 
tion, and which memory location on that card 
is being addressed. 

2) The Operation Control Block, which cpntrols 
the execution of all operations performed by 
the card. 

3) The Memory Data Buffer, which buffers the 
data being read from memory. 

4) The Memory Block, which contains the actual 
memory components. 

A block diagram of the imm6-26 Card, showing the 
four functional units arid their interrelationship, is given in 
Figure 6-1, and should be referred to when reading the rest 
of this section. 
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Memory Read Operation 

In order to obtain data from a memory location, it is 
necessary to perform a Memory Read operation. This opera- 
tion can be divided into two phases: 

1) The Addressing Phase, in which the desired 
memory address is sent to the imm6-26 Card, 
where it is decoded and used to enable the speci- 
fic memory location which is to be accessed. 

2) The Data Phase, where the data is sent out from 
the imm6-26 Card. 

The Addressing Phase is executed in the following 

steps: 

a) The Central Processor sends a Memory Address 
to the imm6-26 Card Address Control Block. 

b) The Address Control Block translates the Mem- 
ory Address into three types of signals: Module 
Enabling signals, which enable the selected 4K 
segment of the memory; Block enabling signals, 
which enable one 256 word block within the 
larger 4K segment; and Address signals, which 
access one word within the 256 word block. 

c) The Control Block checks the selected memory 
address, and determines if it exists on the imm6- 
26 Card. If it finds that it does not exist, it sends 
out disabling signals which prevent further oper- 
ations with the imm'6-26 Card. At the same 
time, it sends out an enabling signal which can 
be used by an imm6-28 Random Access Mem- 
ory Card to enable its operation. 

The Operation Control Block generates the control 
signals necessary to cause the contents of the selected mem- 
ory location to be sent from the Memory Block to the Mem- 
ory Data Buffers, whence they are sent on to the Central 
Processor. 

THE imm6-26 PROGRAMMABLE 
READ-ONLY MEMORY CARD - 
THEORY OF OPERATION 

This section describes the theory of operation of the 
imm6-26 Card in detail, giving the circuit-level implementa- 
tion of the features described in the last section. It is divided 
into four subsections. The first describes the physical imple- 
mentation of the imm6-26 memory. The second describes 
the Address Decoding operation. The third describes the 
Memory Read operation, and the fourth describes the Ran- 
dom Access Enable operation. 

Physical Memory Implementation 

The actual memory of the imm6-26 Card is made up 
to sixteen Intel 1702A Erasable Programmable Read-Only 
Memory chips, each having a capacity of 256 eight-bit words. 
This results in a basic memory block of 256 words. Each 
256 word block is a separate unit, and can be changed by 
removing the existing PROM chip and installing a new 



PROM, or omitted by removing the existing PROM without 
replacement. 

Since there are sixteen 256 word PROMs on each 
imm6-26 card, each card has a total capacity of 4,096 
words. Memory size can be increased in increments of 256 
words. 

Memory Address Decoding 

Since more than 4,096 words of memory can be ad- 
dressed by a Central Processor, the imm6-26 card includes 
address decoding circuits which allow a Central Processor to 
select one imm6-26 memory card. 

The Memory Address which the Central Processor 
sends to the imm6-26 card consists of sixteen bits of infor- 
mation, organized as a binary number, with the low order 
bit on line MADO and the high order bit on line MAD15. 
The Address Decoding circuits use this sixteen-bit address as 
follows: 

1) Since the high order four bits of the Memory 
Address effectively divide the possible memory 
locations into sixteen units of 4,096 words each, 
they are used to enable the particular card which 
is to be used for a given memory operation. This 
is accomplished by bringing lines MAD12-MAD 
15 onto the imm6-26 card edge pins, inverting 
them to form MAD12-MAD15, and then send- 
ing these inverted memory Address signals out 
on another set of card edge pins. External jump- 
ers are then used to tie the proper combination 
of Memory Address and inverted Memory Ad- 
dress signals to the four inputs to the Access 
Enable Gate, MS12-MS15. When the proper 
Memory Address is sent to the imm6-26 card 
by the Central Processor, the Access Enable 
Gate will produce a Module Enable signal which 
is used to enable memory operations for that 
card. 

2) The next four bits of the Memory Address, 
MAD8-MAD1 1, select one of the sixteen 256 
word blocks. These two signals are led to two 
three-to-eight line decoders. Signal MAD11 is 
then used to enable one of the two decoders, 
while MAD8-MAD10 are used as inputs to the 
decoders. The decoders produce Chip Enable 
signals which are used to enable one of the six- 
teen 256 word PROM chips on the imm6-26 
card. 

3) The eight low-order bits of the Memory Ad- 
dress, M AD0-MAD7, are tied to Address Latches 
which are enabled by the Module Enable Access 
Enable Gate. They are then sent to all of the 
available memory chips, which use them to en- 
able the proper location out of the 256 available. 
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Memory Read Operations 

A Memory Read operation is initiated by the Central 
Processor, which sends a sixteen bit Memory Address to the 
imm6-26 card. The address decoding circuits decode the ad- 
dress to select one particular memory location, as described 
in the last section. 

The Central Processor also sends signal PROM MOD 
ENBL to the imm6-26 card, enabling operations from that 
card. This signal is used as an input to the Module Enable 
Gate along with the Access Enable Gate signal MOD DE- 
CODE, as shown in Figure 6-2. When all of the inputs to the 
Module Enable Gate are TRUE, it generates the PROM MOD 
SEL signal, which is sent to the two low-order Address De- 
coders. It enables the decoders, and the proper chip is en- 
abled. The chip reads the low-order eight bits of the Memory 
Address, and sends the data contained in the selected mem- 
ory location to the Memory Data Buffers on lines D0-D7. 
The Memory Data Buffers are also enabled by the PROM 
MOD SEL signal, and will gate the data onto the Memory 
Data Out lines MD10-MD17. Timing is shown in Figure 6-2. 

Random Access Enable 

Since it may be desired to mix Random Access and 
Read-Only memories in a system, the imm6-26 card has 
been designed to determine, for each memory operation, 
whether or not PROM memory exists for the selected Mem- 
ory Address. If PROM memory does not exist for that loca- 
tion, the imm6-26 card will generate an enabling signal for 
Random Access memory which uses the same address. If the 
two types of memories share common locations, however, 
the Random Access enabling signal will not be issued, giving 
the PROM memory priority. 



Each PROM location on the imm6-26 card has a cor- 
responding switch which is tied to one input of an eight input 
multiplexer. In its normal position, this switch, and thus its 
associated multiplexer input, is tied to +5v. When a PROM 
is installed on the card, its corresponding switch is depressed, 
causing the input to the multiplexer to be tied to GROUND. 
When a memory operation is executed, the four Memory 
Address lines MAD8-MAD1 1, which are used by the address 
decoding circuits to generate chip enable signals as described 
earlier, are used as addressing inputs to the multiplexer. If a 
PROM exists at the addressed location, the multiplexer out- 
put will be HIGH. This output is led to the PROM Resident 
Latch, which produces the PROM RESIDENT signal. This 
signal is used as an enabling signal to the Module Enable 
Gate, and thus enables PROM operations when there is a 
PROM present. Likewise, if there is no PROM present in the 
addressed location, the output of the multiplexer will be 
LOW, the PROM RESIDENTsignal will be FALSE, the Mod- 
ule Enable Gate output will be FALSE, and imm6-26 oper- 
ations will be disabled. 

When the Module Enable Gate output signal, PROM 
MOD SEL, is FALSE, signal RAM MOD ENBL is produced 
by the RAM Module Enable Latch. This signal may be used 
to enable a Random Access memory device which has the 
same address as the PROM module. 

THE imm6-26 PROGRAMMABLE READ-ONLY 
MEMORY CARD - UTILIZATION 

This section provides the information necessary to 
efficiently use the imm6-26 card in an application. It is 
divided into four subsections. The first describes the Mem- 
ory Address Coding for the imm6-26 card. The second de- 
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Figure 6-2. PROM Memory Module Timing 
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scribes PROM installation, removal, programming, and era- 
sure. The third given installtion data and requirements. 



Memory Address Coding 

In order to enable memory operations, the imm6-26 
card must have an encoded address designation. The proper 
positioning of external jumpers for each block of memory is 
as follows: 



Module No. 

PROMO 
PROM 1 
PROM 2 
PROM 3 



Memory Address 

0 - 4095 
4096 -8191 
8192- 12287 
12288-16383 



Card Select Coding 



MAD 1 2, MAD13 , MAD14, MAD15 
MAD12 , MAD13, MAD14 , MAD15 
MAD 12, MAD 13, MAD14 , MAD 15 
MAD 12, MAD13, MAD14, MAD15 



Jumper Pin Connections 

57- 58, 61-62, 63-64, 67-68 

58- 60,61-62, 63-64,67-68 

57- 58, 59-61,63-64, 67-68 

58- 60, 59-61,63-64, 67-68 



Prom Installation, Removal, 
Programming, and Erasure 

In order to provide flexibility in memory assignment, 
the imm6-26 card can be of any size desired, from 256 
words to 4,096 words, in 256 word increments. This flexi- 
bility is achieved by enabling installation and removal of the 
individual PROM chips which make up the imm6-26 card's 
memory. 

When installing PROM chips on the imm6-26 card, 
the corresponding PROM Resident switch m ust be depress- 
ed. If this is not done, the imm6-26 card will not be 
enabled when that group of memory addresses is accessed. 
To install a PROM, merely insert it into the socket provided 
on the imm6-26 card. Likewise, to remove a PROM, merely 
pull it from the socket. Again, if removing a PROM, ensure 
that the corresponding switch is disabled. If this is not done, 
faulty memory operations will ensue. If all of the sixteen 
PROMs are installed on an imm6-26 card, the PROM Resi- 



dent signal can be permanently enabled by installing the 
ALL PROMS RESIDENT patch between points 1 and 2, as 
shown in Figure 6-3. 

The Intel 1702 A PROMs used by the imm6-26 card 
may be programmed by using the imm8-76 PROM Program- 
mer card in conjunction with the Intellec 8 system, or by 
using an Intel PROM Programmer. They may be erased by 
exposing them to high intensity short-wave ultraviolet light 
at a wavelength of 2537 A. After ten minutes of such expo- 
sure, the PROM will be erased to all zeros. No more expo- 
sure than is necessary should be used, to avoid damaging the 
PROM. (See the Intel Memory Design Handbook for more 
information regarding 1702A PROM programming and era- 
sure). CAUTION: When using an ultraviolet source to erase 
the PROM, be careful not to expose your skin or eyes to the 
ultraviolet rays because of the damage which these rays can 
cause. In addition, short-wavelength ultraviolet light gener- 
ates considerable amounts of ozone, which is also poten- 
tially hazardous. 

Installation Data and Requirements 

Connector: Dual 50-pin, .125 in. 

centers 

Input Voltage: +5V ± 5% @ 1.6A (max) 

-9V ± 5% @ 0.96A (max) 

Operating Temperature: 0°C -55°C 
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The INTELLEC8/MOD 8 Control Console is designed 
to provide a user of the INTELLEC 8/MOD 8 microcom- 
puter development system with an easy to use means of 
monitoring and controlling machine operation, manually 
moving data to or from memory or input/output devices, 
and running or debugging programs. Since the INTELLEC 8 
/MOD 8 System is specifically designed for microcomputer 
systems development, the Control Console has several fea- 
tures which are not usually found on "traditional" com- 
puter control consoles, e.g., extensive status displays and 
special debugging aids. 

This section describes the operation of the INTELLEC 
8/MOD 8 Control Console on two levels: first, on a general 
functional level; second, on a more detailed theory of 
operation level. 

Since the INTELLEC 8/MOD 8 Control Console has 
been designed to support the imm8-82 Central Processor 
card, many of its operations cannot be described without 
referring to the operation of that card. It is an absolute 
necessity, therefore, that Chapter 2 of this manual be read 
and fully understood before attempting to read this section, 
as it is in Chapter 2 that many of the basic concepts neces- 
sary for a proper understanding of Control Console opera- 
tion are developed. If a more detailed description of 
operational procedures using the Control Console is desired, 
refer to the INTELLEC 8/MOD 8 Operator's Manual. 

THE INTELLEC 8/MOD 8 CONTROL 
CONSOLE - FUNCTIONAL DESCRIPTION 

This section provides a basic, functional overview of 
INTELLEC 8/MOD 8 Control Console operation. The oper- 
ations performed by the Control Console can be divided 
into seven groups, as follows: 

1) Data display operations, including: 

Memory Data display operations, in which the con- 
tents of a selected memory location are displayed; 

I/O Data display operations, in which data used for 
an input or output operation is displayed; 



Status display operations, which display indications 
of the operating mode of the Central Processor; 

Cycle display operations, which provide a contin- 
uous display of the 8008 machine cycle. 

2) Manual Memory Access operations, in which data 
is read from or written into a selected memory lo- 
cation from the Control Console rather than the 
Central Processor. 

3) Manual I/O Access operations, in which an input or 
output operation is performed from the Control 
Console rather than from the Central Processor. 

4) Interrupt operations, in which an interrupt cycle is 
initiated from the Control Console by the user. 

5) Processor Control operations, which allow the user 
to directly control the operation of the Central 
Processor. 

6) Sense operations, which allow the user to manually 
enter data during a programmed input operations. 

7) Search/Wait operations, which allow a selected in- 
struction to be executed a given number of times, 
after which the Central Processor enters a WAIT 
mode. 

Each of these operational groups is discussed in a sep- 
arate subsection of this section. 

Data Display Operations 

The INTELLEC 8/MOD 8 Control Console can per- 
form five distinct data display operations: 

• Status Display 

• Cycle Display 

• Address Display 

• Instruction/Data Display 

• Register/Flag Display 

The Status Display functions provide a visual indica- 
tion of the Processor's mode of operation. There exist eight 
status display functions: 
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• Run 

• Wait 

• Halt 

• Hold 

• Search Complete 

* 

• Access Request 

• Interrupt Request 

• Interrupt Disable 

The INTELLEC 8/MOD 8 at present has no Interrupt 
Disable capability, so this display is reserved for future ex- 
pansion. The other seven functions are performed in the 
following manner: 

1) The RUN status display is lit whenever the Central 
Processor is not waiting or stopped. 

2) The WAIT status display is lit whenever the Pro- 
cessor is in a WAIT state (i.e., waiting for data to 
be input). 

3) The HALT status display is lit whenever the Pro- 
cessor is in a STOPPED state. 

4) The HOLD status display is lit whenever the Pro- 
cessor has acknowledged a Hold Request (as for a 
direct memory or I/O access operation). 

5) The SEARCH COMPLETE status display is lit 
whenever a Search/Wait operation has been com- 
pleted, and the passcounter has been counted down 
to zero. 

6) The ACCESS REQUEST display is lit whenever a 
Direct Memory or I/O Access request has been 
made by depressing the Console Mem Access or 
I/O Access switches. 

7) The INTERRUPT REQUEST display is lit when- 
ever an Interrupt Request has been made via the 
Control Console Interrupt or Reset switches, and 
is extinguished when the Processor acknowledges 
the interrupt request. 

The cycle display functions provide a visual indication 
of the Processor machine state. There are eight cycle display 
functions: 

• Fetch 

• Memory 

• I/O 

• DA 

• Read/Input 

• Write/Output 

• Interrupt 

• Stack 

The Stack display is not used by the present INTEL- 
LEC 8/MOD 8, and is reserved for future expansion. The 
other seven cycle functions operate as follows: 

1) The FETCH cycle display is lit when the processor 
is executing an Instruction Fetch operation. 

2) The MEM cycle display is lit when the processor or 



the Control Console is executing a Memory Access 
operation. 

3) The I/O cycle display is lit when the processor or 
the Control Console is executing an I/O Access 
operation. 

4) The DA cycle display is lit when a Memory or I/O 
Access operation is being performed from the Con- 
trol Console rather than by the processor. 

5) The Read/Input cycle display is lit when either a 
Memory Read or I/O Input operation is executed. 

6) The Write/Output cycle display is lit when either a 
Memory Write or I/O Output operation is executed. 

7) The INT cycle display is lit when a processor In- 
terrupt cycle is in progress. 

The Address display function provides a visual display 
of the address data used for a Memory or I/O operation. 
There are sixteen address display lights, corresponding to 
the sixteen address lines. On the present INTELLEC 8/MOD 
8 System, however, only the first fourteen of these are used. 

The Address display function is performed by tying 
the processor memory address lines to the display lights 
through a series of buffers. 

The Instruction/Data display provides a visual indica- 
tion of the instruction or data fetched from memory or the 
data which is read from memory or an I/O device. There are 
eight Instruction/Data display lights, tied to the processor 
data bus. 

The Register/Flag display function provides a visual 
indication of the contents of the processor Register/Flag 
latch. 

Manual Memory Access Operations 

A Manual Memory Access operation is performed in 
order to read or write data to or from memory. It is accom- 
plished via the following steps: 

1) The processor enters a WAIT state when the 
console WAIT switch is depressed, giving control 
of the memory address and control busses to the 
Control Console. 

2) The Mem Access switch on the Control Console 
is depressed, sending a control signal to the 
processor. 

3) The memory addressed to be accessed is loaded 
into the Address/Instruction/Data switches on 
the Control Console. 

4) The LOAD switch on the Control Console is 
depressed, loading the Address/Instruction/Data 
data into the Address Register. 

5) The address held in the Address Register is sent 
to the memory module on the memory address 
bus. 

6) The memory module responds by sending the 



56 



data currently held in the selected memory loca- 
tion to the Control Console, where it is dis- 
played by the Instruction/Data display as dis- 
cussed in Section 8.1.1. 

7) If it is desired to write data into memory, the 
byte to be written is loaded into the lower 
eight Address/Instruction/Data switches. Switch 
DEP is then depressed, sending a control signal 
to the memory module which causes the switch 
data to be loaded into the memory address 
held by the Address Register. 

The address held in the Address Register can be 
incremented by one, by depressing the INC switch, or de- 
cremented by one by depressing the DEC switch. 

A special form of memory access is the Deposit at 
Halt function. When this function is performed, the Control 
Console waits until the processor enters a STOPPED state, 
and then causes the data held in the Address/Instruction/ 
Data switches to be written into the memory location 
addressed by the contents of the Control Console Address 
Register. 

Manual I/O Access 

A Manual I/O Access operation is performed to allow 
the user to send data to an output device, or read data from 
an input device, by using the Control Console, rather than 
the Central Processor. It is executed in the following steps: 

1) The processor enters a WAIT state when the 
console WAIT switch is depressed, giving control 
of the Memory Address and Control busses to 
the Control Console. 

2) The I/O Access switch on the Control Console 
is depressed, sending a control signal to the 
processor. 

3) The I/O Address signifying the I/O device to be 
used for the manual I/O access operation is 
loaded into Address/Instruction/Data switches 
8-14 on the Control Console. 

4) If an Output operation is to be performed, the 
data byte which is to be output is loaded into 
Address/Instruction/Data switches 0-7. 

5) The DEP switch is depressed. 

6) The I/O Address and data are sent to the Input/ 
Output and Output modules, which then per- 
form the designated input or output operation. 

7) In the case of an Input operation, the data from 
the selected input port is displayed in the data 
display light, as discussed earlier. 

Interrupt Operations 

An interrupt operation is performed in order to cause 
the Central Processor to interrupt its normal sequence of 
operations and to execute an interrupt instruction. This 



interrupt instruction can be such that processor operation is 
directed to a routine which will service the device originating 
the interrupt. 

In the case of the Control Console, an interrupt is 
generally executed in order to start INTELLEC 8/MOD 8 
operations, as the CPU requires an interrupt in order to exit 
from a STOPPED state. A Control Console interrupt is exe- 
cuted in the following steps: 

1) The Interrupt Instruction which is to be exe- 
cuted during the Interrupt operation is loaded 
into Address/Instruction/Data switches 0-7 on 
the Control Console. 

2) The Interrupt switch is depressed, generating an 
Interrupt signal which is sent to the Central 
Processor. 

3) The Central Processor enters an Interrupt cycle. 

4) The Interrupt Instruction loaded into Address/ 
Instruction/Data switches 0-7 is sent to the 
Central Processor, which executes it as a normal 
instruction. 

A RESET operation is a special case of Interrupt 
operation, in which a hardwired instruction is presented to 
the CPU instead of the contents of the Address/ Instruction/ 
Data switches. This instruction is a RESTART to zero 
instruction, causing program execution to begin at mem- 
ory location 0. A RESET operation also generates a RESET 
signal which may be used to initialize peripheral devices 
attached to the INTELLEC 8/MOD 8 System. 

Sense Operations 

A Sense operation is performed in order to manually 
input data to the Central Processor while it is running a user 
program. It is executed in the following steps: 

1) The data which is to be input is loaded into the 
Address/Instruction/Data 8-15 switches on the 
Control Console. 

2) The SENSE switch is depressed, generating a con- 
trol signal which is sent to the Central Processor. 

3) The control signal causes the CPU to input the 
data from the switches, rather than from an 
input device, each time an Input instruction is 
executed. 

Search-Wait Operations 

Search-Wait operations are a powerful debugging tool 
which allows the user to execute a statement in his program 
a certain specified number of times, from 1 to 256, and then 
cause the Central Processor to enter a WAIT state, wherein 
the contents of memory can be examined to ensure proper 
program operation. 

A Search-Wait operation is executed in the following 

steps: 

1 ) The PASS COUNT, or number of times that an 



57 



instruction is to be executed, is loaded into Ad- 
dress/Instruction/Data switches 0-7. 

2) The LOAD PASS switch is depressed, causing 
the PASS COUNT to be loaded into the PASS 
register. 

3) The address which is to be monitored is entered 
into the Address/Instruction/Data switches and 
the LOAD switch is depressed, loading the ad- 
dress into the Address Register. 

4) Each time the referenced instruction address is 
encountered by the CPU, a control signal is gen- 
erated. This control decrements the Pass Counter 
Register. 

5) When the Pass Counter Register counts down to 
zero, the processor will be forced into a WAIT 
state if the Search/Wait switch has been de- 
pressed, allowing the user access to the system 
memory. This also causes the SRCH/COMP light 
to light, as discussed earlier. 

Processor Control Operations 

The Processor Control operations allow the user to 
control the operation of the INTELLEC 8/MOD 8 from the 
Control functions: 

1) Sense 

2) Search/Wait 

3) Deposit 

4) Deposit at Halt 

5) Interrupt 

6) Reset 

7) Step/Continuous, which allows the user to cause 
program execution to be performed one machine 
cycle at a time. 

8) Wait, which causes the processor to enter a WAIT 
state. 

The WAIT function is executed by depressing the 
WAIT switch on the Control Console. A control signal is 
then produced which causes the Central Processor to enter 
a WAIT state. Normal operations are resumed when the 
switch is reset to its original position. 

The Step/Cont function is dependent on the WAIT 
function. Single-step operation cannot be performed unless 
the WAIT mode is entered. Depressing the STEP/CONT 
switch generates a control signal which causes the CPU to 
leave the WAIT state and execute one machine cycle. After 
the cycle has been executed, the WAIT mode is reentered. 

THE INTELLEC 8/MOD 8 FRONT PANEL 
CENTRAL CONSOLE-THEORY OF OPERATION 

This section describes the physical implementation of 
the features described in the last section. Again, it is neces- 
sary that Chapter 2 of this manual be understood in order 
to benefit from this section. 



The INTELLEC 8/MOD 8 Control Console is made up 
of three modules: 

• The Front Panel Logic board, which holds Address 
Registers, data multiplexers, data buffers, and the 
Address Comparator. 

• The Display board, which holds the circuitry which 
enables the Light-Emitting Diode displays. 

• The Front Panel Controller, which holds the logic 
necessary to enable the proper performance of Con- 
trol Console function. 

These three modules work together in order to per- 
form all of the Control Console operations, and so in this 
section they will be discussed as one unit. 

The seven operational groups discussed in this section 

are: 

1) Data Display operations 

2) Manual Memory Access operations 

3) Manual I/O Access operations 

4) Interrupt operations 

5) Processor Control Operations 

6) Sense Operations 

7) Search/Wait operations 

Data Display Operations 

As stated earlier in this chapter, there are five distinct 
data display operations: 

• Status display 

• Cycle display 

• Address display 

• Instruction/Data display 

• Register/Flag d isplay 

All of these display operations utilize Light-Emitting 
Diodes as their active display element. These diodes are 
triggered by their input signal going to a LOW level. 

The Status display function are as follows: 

• Run 

• Wait 

• Halt 

• Hold 

• Search Complete 

• Access Request 

• Interrupt Request 

• Interrupt Disable 

The Interrupt Disable display is not used in the pres- 
ent Intel I ec 8 system. 

The other seven display functions are executed as 
follows: 

1) The RUN status display is lit when the Central 
Processor is running: i.e., when it is not in the 
WAIT or STOPPED state. Th is is accomp lished 
by combining the two signals WAIT ACK, indi- 
cating the WAIT state, and HALT ACK, indi- 
cating a STOPPED state, through a NAND gate. 
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The resulting signal is inverted, producing the 
RUN STATUS DISP signal which will go LOW 
when the processor is running. 

2) The WAIT status display is lit when the Central 
Processor is in the WAIT state. This is accom- 
plished b y using the WAIT ACK signal to pro- 
duce the WAIT STATUS DISP signal, which 
will go LOW when the processor is in the WAIT 
state. 

3) The HALT status display is lit when the Central 
Processor is in the STOPPED state. This is ac- 
complished by using the HALT ACK signal to 
produce the HALT STATUS DISP signal, which 
goes LOW when the processor enters the 
STOPPED state. 

4) The HOLD status display is lit when the Central 
Processor has acknowledged a Hold Request. 
This is indicated by the presence of signal HOLD 
ACK. This sig nal is used to form the HOLD 
STATUS DISP signal, which goes LOW when a 
hold request is acknowledged. 

5) The Search Complete status display is let when- 
ever a Search/Wait operation has been com- 
pleted. This condition is indicated by the pres- 
ence of signal SRCH CMPL, which is inverted 
to form SRCH CMPL DISP. 

6) The Access Request status display is lit when- 
ever a manual memory or I/O access has been 
requested from the front panel. The two signals 
which are produced by such requests are I/O 
Access Mode and Mem Access Mode. These two 
signals are combined by a NOR gate and a 
NAN D gate to produce the ACCESS RE~QUEST 
DISP signal. 

7) The Interrupt Request status display is lit when 
an Interrupt Request is made from the Control 
Console, and extinguished when the request is 
processed. This is accomplished by using the 
INT CTL SW signal produced by the Interrupt 
Request switch, to set a D flip-flop, producing 
the INTR REQ signal, indicating an interrupt 
reque st. This signal is inverted to form INT REQ 
DISP. 

When the Central Processor acknowledges the inter- 
rup t request, it enters an interrupt cycle, indicated by sig- 
nal INT CYCLE. This signal is used to clear the flip-flop set 
by the request, thus extinguishing the Interrupt Request 
display. 

The cycle display functions are: 

• Fetch 

• Memory 

• I/O 

• DA 

• Read/Input 



• Write/Output 

• Interrupt 

• Stack 

The Stack display is not used on the present Intellec 
8 system. The other seven displays are produced as follows: 

1) The FETCH display is lit during a processor In- 
struction Fetch operation. This is indicated by 
the FETCH CYCLE signal, which is passed 
through a buffer to produce signal FETCH 
CYCLE DISP. 

2) The Memory Cycle display is lit when either 
the processor or the Control Console is execut- 
ing a Memory Access Operation. In the case of 
the processor, this is indicated by signal MEM 
RD CYCLE or MEM WR CYCLE. These two 
signals are separately buffered and tied to a 
common point as signal MEM CYCLE DISP. 
This is possible as both signals cannot occur 
simultaneously with a processor memory access, 
so it is combined with DA ENBL, which indi- 
cates a memory access in progress, and is then 
tied to the same point as the two processor 
memory access signals. 

3) The I/O Cycle display is lit when a processor or 
Control Console I/O Access operation is in pro- 
gress. The processor in dicates this operation 
with signal I/O CYCLE, which is buffered and 
tied to a common point with the Console I/O 
Access Cycle signal, which is produced by com- 
bination signals I/O Access Mode and DA ENBL 
in a fashion similar to that described above for 
memory access display operations. This pro- 
duces the I/O CYCLE DISP signal. 

4) The DA cycle display is lit during the Control 
Console memory or I/O access operations. A 
Control Console Access operation is always be- 
gun by requesting a HOLD operation. This fact 
is used to produce the proper signal by buffering 
the HOLD ACK signal, whic h indicates a HOLD 
operation, to produce the DA CYCLE DISP 
signal. 

5) The Read/Input cycle display is lit whenever a 
Memory Read or I/O Input operation is exe- 
cuted. This is indicated by three signals: I/O 
IN, produced during a Control Console I/O 
input operation, MEM RD CYCLE, produced 
during a Processor memory read operation, and 
also by the combination of the Memory Access 
Mode and DA ENBL signals as described in the 
discussion of the Memory Cycle display. The 
first two of these three signals are buffered and 
then tied to a common point along with the 
third, producing signal RD/IN CYCLE DISP. 

6) The Write/Output cycle display is lit when 
either a memory write or I/O output operation 
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is executed. This is indicated by two signals: 
MEM WR CYCLE, produced during a memory 
write operation, and then the combination of 
I/O IN and I/O CYCLE, which is true only 
during an I/O OUT cycle. These signals a re tied 
to a common point to produce signal WR/OUT 
DISP. 

7) The Int cycle display is lit when an interrupt 
cycle is in progress, which is accomplished by 
inverting the INT CYCLE signal and combining 
it through a NAND gate with the HOLD ACK 
signal which indicates a HOLD operation, thus 
producing signal INTCYCLE DISP. 

The Address display lights are lit either by the data 
held in the Control Console Address Register, during a 
Memory Access operation, or by the data appearing on the 
Address/Data/Instruction switches, during an I/O Access 
operation. The choice of which set of data to use is made at 
a two-input multiplexer. If neither operation is being per- 
formed, the Address display is activated by the data on the 
Processor Memory Address Lines MAD0-MAD13. 

The Instruction/Data display lights are lit by the data 
appearing on the Processor Data Out lines DB0-DB7 except 
during a Control Console data deposit operation, when they 
reflect the contents of the first eight Address/ Instruction/ 
Data switches. 

The Register/Flag display lights reflects the contents 
of the Processor Register/Flag flip-flops. 

Manual Memory Access Operations 

Manual Memory Access operations are executed in the 
following manner, after the WAIT switch is depressed: 

1) The Mem Access switch on the front panel is 
depressed. This causes the Request Multiplexer 
to generate a HOLD REQ signal, which is sent 
to the Processor. 

2) The Processor responds to the HOLD request 
by giving control of the memory address and 
control buses to the Control Console, and 
issuing signal HOLD ACK. 

3) The memory address to be accessed is loaded 
into the Address/Instruction/Data switches on 
the front panel. 

4) The LOAD switch on the front panel is de- 
pressed, causing the switch data to be gated 
into the Address Register, a sixteen-bit up/down 
counter. 

5) The data held by the address register are gated 
through a multiplexer and fed onto the Mem- 
ory Address bus, and thence to the memory 
modules. 

6) The memory module responds by sending the 
data currently held in the addressed memroy 



location back on the Memory Data Input bus. 
The data is then gated onto the Data Out bus, 
and is displayed by the Control Console as 
described in the last section. 

7) If it is desired to write data into memory the 
memory the data byte to be written is loaded 
into the lower eight Address/Instruction/Data 
switches, and the DEP switch is depressed. This 
causes_the DEPosit flip-flop to produce the 
DEP REQ signal, which is combined with the 
SYNCA and MEM ACCESS mode jngnalsjo 
produce the memory write signal R/W. R/W is 
then used to clear the Deposit flip-flop, pro- 
ducing a pulsed write signal. The data held in 
the switches is gated onto the Data Out bus at 
the same time, by signal DEP DAEN, produced 
by combining the DEP REQ and DA ENBL 
signals. The data will thus be written into the 
selected memory location. 

A special case of memory access, Deposit at Halt, is 
enabled by the DEP AT HLT switch, which produces the 
DEP @ HLT MODE signal. 

This signal is combined with the RUN signal which 
indicates that the processor is running. When the processor 
enters a WAIT or STOPPED state, a deposit cycle will 
automatically be initiated. 

Manual I/O Access Operations 

A Manual I/O access operation is performed as fol- 
lows, after the WAIT switch is depressed: 

1) The I/O Access switch on the Control Console 
is depressed, causing signal HOLD REQ to be 
generated by the Request Multiplexer and sent 
to the processor. 

2) The processor gives control of the memory ad- 
dress and control buses to the Control Console, 
and issues signal HOLD ACK. 

3) The I/O Address signifying the I/O device to be 
accessed is loaded into A/D/l switches 9-13. 
This data is immediately gated onto the Mem- 
ory Address bus, and sent to the I/O modules. 
Data which appears on the selected I/O device 
will be read onto the Data In lines, gated onto 
the Data Out lines by signal I/O IN, produced 
by the I/O ACCESS MODE signal, and will be 
displayed, <as discussed earlier in this chapter. 

4) If an I/O Output operation is to be performed 
the data to be output is loaded into the first 
eight A/l/D switches, and switch DEP is de- 
pressed. This causes a deposit operation to be 
performed as described in Section 8.2.2, except 
that I/O OUT is produced rather than R/W. 
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Interrupt Operations 

An Interrupt operation is executed as follows: 

1) The Interrupt Instruction which is to be exe- 
cuted during the Interrupt Cycle is loaded into 
the first eight Address/Instruction/Data switches 
on the Control Console. 

2) The Inte rrupt switc h is depressed, producing 
signal INT CTL SW, which sets the Inter rupt 
flip-flop. This flip-flop produces signal INT 
REQ. This signal causes the Request Multi- 
plexer to issue signal INT REQ, which is sent 
to the processor. It is also used to produce 
signal INT REQEN, which causes the data 
placed in the switches to be gated through a 
multiplexer and onto the Interrupt Instruction 
bus. 

3) The processor enters an Interrupt Cycle, pro- 
ducing signal INT CYCLE, which resets the In- 
terrupt flip-flop. 

A Reset operation is executed in the same 
fashion as an Interrupt operation, except that 
the Reset switch is depressed, producing signal 
RST CTL SW. This signal causes the Request 
Multiplexer to issue signal RESET, and also 
produces RST REQEN. RST REQEN causes 
a hard wired RESTART to the instruction at 
memory location zero to be gated onto the 
Interrupt Instruction bus. 

Sense Operations 

A Sense operation is executed in the following 
manner: 

1) The data which is to be input is loaded into the 
upper 8 Address/Instruction/Data switches. 

2) The Sense switch is depressed. This causes signal 
SENSE REQEN to be generated, which causes 
the switch data to be placed on the Input Data 
bus. It also produces signal IN JAM ENBL, 
which causes the switch data to be input during 
an input operation, rather than the normal input 
source data. 



Search/Wait Operations 

A Search/Wait operation is performed in the following 
manner: 

1) The pass count is loaded into the lower eight 
Address/I nstruction/Data switches. 

2) The LOAD PASS switch is depressed, loading 
the pass count into the Pass Counter, an eight- 
bit counter. 

3) The address which is to be monitored is loaded 
into the Address/ 1 nstruction/Data switches. The 
LOAD switch is depressed, loading the switch 
data into the Address Registers. 

4) The contents of the Address Register is com- 
pared with the Memory Address buss by the 
SRCH ADR comparator. Each time they coin- 
cide, signal ADR CMP is produced. This signal 
is used to produce PC STB, which is in turn 
used to count down the Pass Counter by one. 

5) When the Pass Counter reaches zero, it pro- 
duces signal SA CMP. This signal is used to set 
the Search Complete flip-flop. This flip-flop's 
output causes the Request Multiplexer to issue 
signal WAIT REQ, which causes the processor 
to enter a WAIT mode. 

Processor Control Operations 

Most of the processor control operations have been 
previously discussed. Those which remain are the WAIT and 
STEP/Continuous functions. 

The wait function is executed by depressing the 
WAIT switch on the Control Console. This produces the 
WAIT MODE signal, which causes the Request Multi- 
plexer to issue signal WAIT REQ, which causes the proces- 
sor to enter the WAIT mode. 

The WAIT mode is entered, the Step/Continuous 
function becomes valid. Depressing the STEP/CONT switch 
causes the WAIT REQ signal to go TRUE for approximately 
4/xs, which enables the processor to execute one cycle of 
operation, after which it again enters the WAIT mode. 
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The INTELLEC 8/MOD 8 Chassis, Mother Board, and 
Power Supplies are designed to provide the housing, inter- 
connection, and power services which bring separate circuit 
cards together as an INTELLEC 8/MOD 8 system. 

Since these three components of the INTELLEC 8/ 
MOD 8 are, essentially, very simple, they will not be de- 
scribed in detail. 

The INTELLEC 8/MOD 8 uses OEM power supplies. 
One supplies -9V at 1 .8 Amperes. A second furnishes +5V 



at 12 Amperes. And the third supplies ±12V at 60 milli- 
amperes. If greater expansion is planned, an external power 
supply must be installed to replace the internal supplies. 

The Mother Board is, simply, a printed circuit board 
which has mounted on it the connectors which hold the 
various cards which make up the INTELLEC 8/MOD 8 
System. The layout of these connectors is such that certain 
modules must occupy certain locations on the Mother Board. 
The suggested arrangement is shown in Figure 8-1. 
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Figure 8-1. INTELLEC 8/MOD 8 Module Assignments 
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The imm8-76 PROM Programmer Module is an op- 
tional addition to the INTELLEC 8/MOD 8 system. When 
used in conjunction with the INTELLEC 8/MOD 8 System 
Monitor, the Programmer Module permits rapid, automatic 
loading of Intel 1602A and 1702 A Programmable Read 
Only Memories. 

The program to be transferred to a PROM is first stored 
in the INTELLECT program RAM memory. The PROM to 
be programmed is erased, if necessary, and inserted in the 
programming socket on the Control and Display Panel. The 
PRGM PROM PWR switch is. turned on, and the console op- 
erator types a 'P' followed by parameters which indicate the 
first and the last RAM addresses to be transferred, as well as 
the starting address in the PROM. 

The software does the rest. It transfers the eight bits 
of the PROM address to output port 0A. It sets up the data 
to be written into the PROM, at output port 0B (in Hex). 
It pulses the power supply the required number of times, at 
the required duty cycle. And it checks the results of its 
programming by reading the PROM's output through input 
port 2. If improper programming is indicated, the System 
Monitor prints an exception notice at the teletype console. 
This programming cycle is repeated at each of the memory 
locations bracketed by the initial and the terminal param- 
eters. Complete programming involves the loading of 256 
individual locations, a process which requires approximately 
2 minutes. The procedure is described fully in the INTEL- 
LEC 8/MOD 8 Operator's Manual. 

The imm8-76 is designed for plug-in installation in 
the INTELLEC 8/MOD 8 mainframe. It makes use of exist- 
ing connectors and other provisions. No special installation 
is necessary. 

The chapter describes the imm8-76 PROM Program- 
mer. The first subsection contains a brief description of the 
1602A/1702A PROM. The second describes the sequence 
of operations performed by the module during program- 
ming. The third gives the detailed theory of operation. The 
fourth contains utilization information. 



THE 1602A AND 1702A PROGRAMMABLE 
READ ONLY MEMORY 

Both the 1602A and the 1702 A are programmed by 
the momentary application of high amplitude pulses on 
selected pins of the chip. But the 1702A is cleared by a 
controlled exposure to high intensity ultraviolet. The 1702 A 
may be reloaded as often as desired, making it suitable for 
use in program development. 

Programming of the 1602A or the 1702A requires a 
carefully controlled sequence of operations. The safety of 
the chip demands that both the interelement voltages and 
the duty cycle of the programming pulses be maintained 
within specific limits. This insures against breakdown and 
overheating. On the other hand, insufficient power levels will 
lead to programming failures. An accurate balance is neces- 
sary. The PROM Programmer Module is designed to provide 
pulses of the correct level and duration, automatically. 

Appendix B of this manual contains full electrical 
specifications for the Intel 1602A and 1702A. Do not 
confuse these devices with the 1602 and 1702 versions 
which preceded them. The 1602 and 1702 PROMs have 
quite different characteristics, and in particular will not 
tolerate the power levels used to program the 1602A and 
1702A. The imm8-76 is designed to program both the 
earlier and the later versions, but the utility program con- 
tained in the INTELLEC 8/MOD 8 System Monitor is not 
set up for the programming of 1602 and 1702 PROMs. As a 
result, any attempt to load 1602 or 1702 memories with the 
INTELLEC 8/MOD 8 System Monitor will damage the 
PROM. Such programming is possible, with the proper pre- 
cautions, but you will have to provide your own software 
functions. Refer to the INTEL MEMORY DESIGN HAND- 
BOOK for instructions, if you plan to use the imm8-76 for 
this purpose. 

Both the 1602 A and 1702 A are shipped to the cus- 
tomer in a "cleared" condition; that is, with zeros in all 
memory locations. An internal zero-state is indicated by a 
LOW on the output pins of an enabled chip. During pro- 
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gramming, ones are loaded selectively into each of the chip's 
memory locations. 

A 1702A which has been programmed previously 
must be erased prior to reloading. Erasure is accomplished 
by exposing the silicon die to ultraviolet light. The device 
is made with a transparent quartz lid, to permit such ex- 
posure. Conventional room light, flourescent light, and sun- 
light have no measureable effect on data stored in the 
1702A, even after years of exposure. But the device is 
quickly cleared by a brief exposure to high intensity ultra- 
violet at a wavelength of 2537 Angstroms. The Model 
UVS-11 (Ultraviolet Products, Incorporated: San Gabriel, 
California) is a cheap and effective source for this purpose. 
Its accompanying filter must first be removed. The recom- 
mended integrated dose (the produce of intensity and the 
exposure time) is 6 W-sec/cm 2 . Ten minutes exposure to 
the UVS-11, at a distance of 1 inch, will clear the PROM 
completely. Avoid unnecessary or prolonged exposures, 
which are potentially damaging to the PROM. 

— WARNING - 

High intensity ultraviolet can cause serious burns. 
Ultraviolet radiation can also generate potentially hazardous 
amounts of ozone. Observe the following precautions, when 
using the source to erase a PROM. 

1 ) Never expose skin or eyes to the source directly. 

2) Do not stare fixedly at an object which is under 
ultraviolet illumination. The light is invisible, but is 
nevertheless injurious to eye tissues. 

3) Use the source only in a well-ventilated area. 

FUNCTIONAL DESCRIPTION 
OF THE MODULE 

An eight-line input, applied to the PROM's addressing 
lines, specifies the location to be programmed. Data to be 
written in that location is applied to the chip's eight output 
lines. Then address lines, data lines, the PRGM pin, and all 
four power lines (V cc , V^, V g g, and Vqq) are pulsed, to 
fix the data in location. The procedure requires about 
3 milliseconds, and the cycle is repeated 32 times at each 
of the 256 memory locations. To prevent overheating of the 
1702A, the Programmer Module maintains a 20% duty 
cycle, and it therefore takes approximately 123 seconds to 
program the entire chip. 

To perform the required functions, the imm8-76 
contains an address driver bank, a data driver bank, four 
electronically controlled power supplies, and a control and 
timing section. 

The sequence of events is as follows: 

1) Data to be programmed into the PROM is placed 
on the input lines, in complement (negative-true) 
form. 

2) Address to be programmed is placed on the address 
lines, in complement (negative-true) form. 



3) When the programming cycle begins, the following 
changes in the static conditions occur: 

(a) V cc switches from 5 to 47 Volts. 

(b) switches from 5 to 59 Volts. 

(c) Vgg switches from -9 to 12 Volts. 

(d) V 

DD sw i tcnes f rom ~9 to 0.6 Volts. 

(e) The programming signal (PRGM) goes from 
Oto 47 Volts. 

(f) Address data changes from 0-5 Volts to 0-47 
Volts. 

4) 60 microseconds after the cycle begins, the address 
data is switched from its complement form to its 
positive-true form. 

5) 1 55 microseconds after the cycle begins, the PRGM 
signal dips from 47 Volts to approximately 9 Volts. 

6) 3 milliseconds later, the PRGM signal returns to 
47 Volts. 

7) 3.25 milliseconds after the beginning of the cycle, 
all voltages and signals are switched back to their 
normal quiescent levels. 

8) 15 milliseconds after the beginning of the first 
cycle, the second cycle begins. 

Interface to the INTELLEC 8/MOD 8 

Note that the timing relationships above are deter- 
mined by control circuitry on the PROM Programmer 
Module itself. The number of pulsed repetitions, however, 
is determined by the controlling program. The INTELLEC 
8/MOD 8 System Monitor contains a timing routine which 
holds the PROM Programmer enabled for approximately 
520 milliseconds, or 35 programming cycles, before stepping 
to the next memory location. 

The ADDRESS IN lines on the Programmer Module 
are connected to the INTELLECT output port #0A. The 
DATA IN lines are connected internally to output port #0B. 
The INTELLEC 8/MOD 8 System Monitor writes into these 
ports when a PROM is being programmed. 

When the Programmer Module is not actively pro- 
gramming a memory location, the contents of that loca- 
tion are available at the module's DATA OUT pins. These 
outputs are connected in turn to input port #2, so that the 
INTELLEC 8/MOD 8 System Monitor can check the results 
of its programming. 

The PROM programmer module also has two nega- 
tive-true enabling inputs, which initiate the programming 
cycle. A LOW applied to pin #32 of the module selects 
a 20% programming duty cycle. This input is used when 
programming 1602A or 1702A PROMs. A LOW applied to 
pin #30 selects a 2% duty cycle, used when programming 
1602 and 1702 devices. In the INTELLEC 8/MOD 8 system, 
pin #32 of the module is connected to the BIT #7 line of 
output port #9. Pin #20 is connected to the BIT #6 line 
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of the same output port. The INTELLEC System Monitor 
controls the Programmer Module by writing into that port. 

THEORY OF OPERATION 
OF THE MODULE 

Refer to Figure 9-1 , the PROM Programmer Schematic. 

Data Distribution 

The data to be programmed into the PROM enter 
originates at output port #0B. This eight-line signal enters 
the Programmer Module through a ribbon cable which runs 
from J2 on the INTELLEC I/O Module 0 to J1 at the top 
of the module. Each of the input lines is applied to one in- 
put of an XOR-gate. The alternate inputs of these eight 
gates are returned through a common line to the +5 Volt 
supply, so that each gate acts as an inverter to the incoming 
data. 

Each of the XOR-gate outputs is directed to one input 
of a 7403 NAND-gate. The alternate inputs to this bank of 
gates are driven in common by a signal originating in the 
control and timing section of the module. At the appropri- 
ate time in the cycle, these inputs are permitted to swing 
HIGH, causing data from the XOR-gate bank to pass through 
to the bases of eight driver transistors: Q19, Q15, Q11, Q7, 
Q17, A13, A9, and Q5. The signal at the collectors of these 
drivers is conducted out of the assembly through a ribbon 
cable which attaches to J2 at the top of the module. It goes 
from there to the programming socket on the front panel of 
INTELLEC. This data undergoes three successive inver- 
sions, between entering and leaving the imm8-76. 

Observe that the bases of the PROM data driver tran- 
sistors are returned through pull-up resistors to the +5 Volt 
supply. As a result, these transistors will be conducting when- 
ever the input NAND-gates are inhibited. Under these cir- 
cumstances, the signal at each of the PROM's data pins will 
be applied to the base of a transistor, through a divider con- 
sisting of a 100-ohm resistor, the DC collector resistance of 
a driver transistor, and a 1K resistor. Transistors Q20, Q16, 
Q12, Q8, Q18, Q14, Q10, and Q6 amplify this eight-line sig- 
nal and forward it to an XOR-gate bank which is used as an 
eight-line data inverter. The outputs of the XOR-gates are 
applied to eight NAND-gates which have their alternate in- 
puts tied in common to the +5 Volt supply. These gates are 
permanently enabled, and also act as data inverters. The 
output of these gates is in positive-true form. It is routed 
out of the assembly at J2, through a ribbon cable to J3on 
the INTELLECT I/O Module 0, and terminates at input 
port #2. The INTELLEC System Monitor reads this port, 
to determine the results of its programming. 

Address data enters the module at J1 , through a ribbon 
cable connecting it to J2 of the INTELLECT I/O Module 0 
board. Data originating at output port #0B is therefore ap- 
plied to the eight-line XOR-gate banks, shown on the right 
in Figure 9-1 . The outputs of these gates are directed to the 
bases of eight driver transistors, whose outputs command the 



PROM address lines. Note that the alternate inputs of the 
XOR-gates are tied in common to a signal line from the con- 
trol and timing section. This line swings LOW when the pro- 
gramming cycle begins. It returns to a HIGH condition 60 
microseconds later. As a result, the address forwarded to 
the PROM is in complementary form initially. Sixty micro- 
seconds after the programming cycle begins, the address 
data will switch to its positive-true form, in accordance with 
the PROM's programming requirements. 

Control and Timing 

As shown in Figure 9-1, the programming cycle may 
be initiated by a LOW applied to pin #32 or to pin #30 of 
the card. The INTELLEC System Monitor enables the pin 
#32 input, selecting a duty cycle of 20% (3 mS/1 5 mS). The 
pin #30 input is set up for the 2% duty cycle used to pro- 
gram 1602 and 1702 devices. 

When a LOW is applied to pin #32 of the module, the 
15 millisecond input multivibrator re-triggers itself repeti- 
tively, until the enabling signal is removed. This provides a 
series of positive-going excursions with a period of 15 milli- 
seconds, which are used to trigger the 3.25 millisecond pro- 
gram cycle one-shot. 

The output of the program cycle one-shot: 

1) Complements the address to the PROM. 

2) Enables the data drivers. 

3) Pulses all four power supplies. 

4) Triggers a 155 microsecond cascaded one-shot 
delay. 

Sixty microseconds after the program cycle one-shot 
fires, the negative-going pulse output at A1 1-7 subsides, and 
the address data returns to its positive-true form. 

One hundred fifty-five microseconds after the program 
cycle one-shot fires, A1 2-9-1 0-1 1-12-13-14 fires, causing 
the power supply to apply a 3 millisecond PRGM pulse to 
the PROM. 

Three and a quarter milliseconds after the beginning 
of the programming cycle, all signals return to their quies- 
cent levels. 

The Programmer Module's control timing is illustrated 
in Figure 9-2. 

Power Supply 

The power supply section of the PROM Programmer 
Module performs the level switching functions required to 
program PROMs, in response to signals which are generated 
in the timing and control section of the module. The power 
supply contains a rectifier section, a voltage regulator sec- 
tion, a regulator control section, and six output switches. 
The relationship among these is shown in a simplified form, 
in Figure 9-3. 
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RECTIFIER AND REGULATOR: 

The Programmer Module receives a 50 VAC/60 Hz in- 
put, from two 25 Volt transformers which are located on 
the INTELLECT chassis. The secondaries of these trans- 
formers are connected so that their outputs are series addi- 
tive, and the 50 Volt output thus obtained is routed to the 
Programmer Module through J3. A full-wave bridge consist- 
ing of diodes CR3-CR6 rectifies the 50 Volt input to pro- 
duce a +80 Volt DC output. 

The +80VDC output of the rectifier is applied to a 
series regulator, Q30, shown in the upper left hand corner 
of Figure 9-1 . The output voltage at the emitter of Q30 de- 
pends upon the signal at its base. This level is determined in 
turn by a regulator loop which consists of an integrated volt- 
age regulator (A17), Q33, and Q30 itself. 

Figure 9-1 shows a simplified equivalent of the regu- 
lator loop. Components within the broken lines are part of 
the Signetics 550 monolithic voltage regulator. 

The loop input is obtained from the regulator's out- 
put, through an adjustable resistive divider (R91 and R100). 
This level is applied to the non-inverting input of an opera- 
tional amplifier which is incorporated into A17. The output 
of the amplifier drives a common-emitter stage, also con- 
tained within A17, and the inverted output at A17-1 1 is ap- 
plied externally to the emitter of Q33. Q33's collector drives 



the base of the series regulator Q30, completing the nega- 
tive feedback loop. 

In a stabilized configuration such as this, the opera- 
tional amplifier tends to maintain an output which results in 
zero error, where the error is the potential difference between 
the amplifier's inverting and non-inverting inputs. Note that 
the inverting input is tied to the 550's internal reference 
(approximately 1.63 Volts). In order to obtain the desired 
output from the regulator, the resistive divider is adjusted 
for a zero error when the regulator's output is approximately 
+47.6 Volts. 

Refer to the schematic for the PROM Programmer 
Module, Figure 9-1. Observe that the series regulator Q30 is 
protected against short-circuit overloads, by a bias protec- 
tion circuit consisting of Q29 and the Zener diode VR2. 
Under ordinary operating conditions, Q29 will be off, and 
the reverse voltage applied to VR2 will be insufficient to 
cause this diode to conduct. In the event of a short-circuit, 
however, the voltage drop across Q30 will rise sharply. VR2 
will begin conducting when the voltage across Q30 ap- 
proaches 36 Volts, applying a forward bias to Q29. As a re- 
sult, the voltage at Q29's collector will crop, clamping the 
base of Q30 to a relatively low level, and limiting the current 
output from the supply. 

SCR1 is a crowbar switch, used to protect the PROM 
being programmed from an over-voltage condition in the 
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supply. The normal voltage level on the V ccs line (+47.6 
Volts) is insufficient to cause conduction in Zener diode 
VR3. Should V ccs rise above +56 Volts, however, the diode 
will conduct, forward biasing the gate of the SCR. SCR1 
short-circuits the output of the rectifier, and the over-current 
condition blows fuse F2, interrupting AC power to the Pro- 
grammer Module. Capacitor C16 provides an alternate gate 
current path, to prevent dv/dt triggering of the SCR when 
power is initially applied. 

REGULATOR CONTROL: 

Refer again to Figure 9-3, the power supply function- 
al block. Note that the bias on Q30 is subject to the condi- 
tion of a clamp. The clamp circuit consists of Q32, Q34, 
CR10, and associated components. These are used to switch 
the regulator output on and off, producing the pulses re- 
quired for the programming of the PROM. 

The base of Q34 is returned to the +80 Volt source, 
through pull-up resistor R92 (refer to Figure 9-1). Under 
static conditions, this transistor will conduct through CR10, 
clamping the base of Q30 to a low value. As a result of the 
low forward bias, Q30 displays a high impedance, and the 
output of the regulator will therefore drop to a very low 
value. 

The PRGM PROM PWR switch is located on the Con- 
sole and Display Panel of the INTELLEC. Contacts of the 



PRGM PROM PWR switch ground the base of Q34 when 
that switch is turned on. This turns Q34 off, enabling the 
regulator. 

The regulator's output remains clamped, however, by 
the conduction of Q32. This transistor is commanded by the 
control and timing section of the Programmer Module. The 
3.25 millisecond output of the program cycle one-shot turns 
Q32 off at the start of the programming cycle. With both 
Q32 and Q34 disabled, the bias on Q30 rises to the stable 
level established by the characteristics of the regulator loop. 
The output of the regulator rises in consequence. 

OUTPUT SWITCHES: 

When no program cycle pulse is present, the regula- 
tor's output is at a low level. Diode CR7 is reverse biased, 
and the output voltage on the V ccs line is determined by 
the clamp circuit consisting of Q26 and Q28. Under these 
conditions, Q26 operates in the reverse beta mode, holding 
V ccs to approximately +4.7 Volts. When the program cycle 
begins, the control and timing section applies a negative- 
going 3.25 millisecond pulse to the base of Q26, turning 
that transistor off. Q26 now operates in a conventional man- 
ner, turned off by the low bias developed across R88. With 
the clamp removed, the V ccs line is free to follow the rising 
output of the regulator section. CR7 conducts, and the V ccs 
line rises to approximately +47 Volts. 
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Observe that the collectors of both the address drivers 
and the data drivers are returned to the V ccs line, through 
their individual load resistors. Thus the normal 0 to 5 Volt 
logic excursion which prevails under static conditions chang- 
es to a 0 to 47 Volt excursion during programming. This is 
in accord with the electrical requirements of the PROMs. 

As V ccs rises, Q25 goes into conduction, causing the 
level at the CS output to go from 0 Volts to +47 Volts. 

Under static conditions, conduction through R89 
holds the V gg output to approximately -10 Volts. The 15 
Volt drop across VR1 is not sufficient to induce an avalanche 
in the Zener. During programming, however, V ccs rises to 
+47 Volts and the diode goes into conduction. As a result, 
Vgg rises to +1 1 Volts, approximately 36 Volts below the 
level on the V ccs line. 

The Vqq output is held to a static level of -10 Volts, 
by conduction through Q36. When programming begins, a 
negative-going program cycle signal is applied to the emitter 
of Q37. The negative-going transition at its collector is cou- 
pled to the base of Q36, and Q36 turns off. CR8 conducts, 
causing Vqq to rise to about 0.6 Volts. 

Under static conditions, the clamp transistor Q32 is 
conducting, and Q35 is turned off by the low voltage ap- 
plied to its base through diode CR12. The V^b output line 
is tied to V ccs through R87, and the quiescent voltage level 
at this point is approximately +4.7 Volts. When the program 
cycle pulse turns Q32 off, CR5 conducts, and the voltage at 
the base of Q35 rises to the vicinity of +60 Volts. The emit- 
ter of Q35 follows this excursion, and CR5 conducts, pull- 
ing V^b up to a level of +59 Volts. 

The PRGM line is connected to V ccs through R78, and 
the static level at this output is approximately +4.7 Volts. 
When V ccs rises to +47 Volts, at the beginning of the pro- 
gramming cycle, the PRGM output follows. One hundred 
fifty-five microseconds after the start of the cycle, the con- 



trol and timing section sends a 3 millisecond program pulse 
to the base of Q27. This positive-going pulse turns the tran- 
sistor on, and the voltage at its collector falls to approxi- 
mately +9 Volts. Three milliseconds later, the PRGM output 
returns to +47 Volts, where it remains until the end of the 
programming cycle. 

UTILIZATION 

This section describes the utilization of the imm8-76. 

Installation 

The PROM Programmer Module is designed for plug- 
in installation in the INTELLEC. No special installation is 
necessary. 

Plug the printed circuit board into J16 on the INTEL- 
LEC's mother board. A ribbon cable connects J1 at the top 
of the module to J1 on the mother board. A second ribbon 
cable connects J2 on the module to the programming socket 
on the front panel of the INTELLEC. 

An umbilical cable, permanently attached to the mod- 
ule, plugs into J34 on the INTELLECT mother board. This 
connection supplies AC power and enabling to the Pro- 
grammer Module. 

Refer to the INTELLEC 8/MOD 8 Operator's Manual 
for instructions on the programming of PROMs using the 
INTELLEC 8/MOD 8 System Monitor. 

POWER REQUIREMENTS 

This module requires power at the following levels: 

(a) 50 VAC 

(b) +5 ± 5% VDC @ 1.0 A (max) 

(c) -9 ± 5% VDC @ 0.2 A (max) 

The 50 VAC source shares a fuse with the -9 Volt 
supply in the INTELLEC. This 0.5 Ampere fuse, F2, is 
located on the INTELLECT rear panel. 




VR-6 



+47.6 V 
OUT 



R91 f~ 

| SG 550 



Figure 9-4. Voltage Regulator Loop: Simplified Schematic 
Equivalent 



Pin List 

Connector pin allocations on the PROM Programmer 
Module are given in Tables 9-1, 9-2, and 9-3 and 9-4. 



73 



P1 PIN LIST 



PIN 


SIGNAL FUNCTION 


PIN 


SIGNAL FUNCTION 


1 




51 




2 




52 




3 


GROUND 


53 




4 


GROUND 


54 




5 




55 




6 




56 




7 




57 




8 




58 




9 




59 




10 




60 




11 




61 




12 




62 




13 




63 




14 




64 




15 




65 




16 




66 




17 




67 




18 




68 




19 




69 




20 




70 




21 




71 




22 




72 




23 




73 




24 




74 




25 




75 




26 




76 




27 




77 




28 




78 




29 




79 




30 




80 




31 




81 




32 




82 




33 




83 




34 




84 




35 




85 




36 




86 




37 




87 




38 




88 




39 




89 




40 




90 




41 




91 




42 




92 




43 


-9 VDC 


93 




44 


-9 VDC 


94 




45 




95 




46 




96 




47 




97 




48 




98 




49 




99 


+5 VDC 


50 




100 


+5 VDC 



Table 9-1 
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J1 PIN LIST 



J2 PIIM LIST 



PIN 


SIGNAL FUNCTION 


1 




DATA 0 IN 


2 




ADDRESS 0 IN 


3 




DATA 1 IN 


4 




ADDRESS 1 IN 


5 




DATA 2 IN 


6 




ADDRESS 2 IN 


7 




DATA 3 IN 


8 




ADDRESS 3 IN 


g 




DATA 4 IN 


10 




ADDRESS 4 IN 


11 




DATA 5 IN 


12 




ADDRESS 5 IN 


13 




DATA 6 IN 


14 




ADDRESS 6 IN 


15 




DATA 7 IN 


16 




ADDRESS 7 IN 


17 




TEST DATA OUT 0 


18 






19 




TEST DATA OUT 1 


20 






21 




TEST DATA OUT 2 


22 






23 




TEST DATA OUT 3 


24 






25 




TEST DATA OUT 4 


26 






27 




TEST DATA OUT 5 


28 






29 




TEST DATA OUT 6 


30 






31 




TEST DATA OUT 7 


32 




R/WA0702A) 


33 


< 




34 






35 






36 
37 




GROUND 


38 






39 






40 







Table 9-2. 



PIN 


SIGNAL FUNCTION 


1 


PROM DATA OUT 0 


2 


PROM ADDRESS OUT 0 


3 


PROM DATA OUT 1 


4 


PROM ADDRESS OUT 1 


5 


PROM DATA OUT 2 


6 


PROM ADDRESS OUT 2 


7 


PROM DATA OUT 3 


8 


PROM ADDRESS OUT 3 


9 


PROM DATA OUT 4 


10 


PROM ADDRESS OUT 4 


11 


PROM DATA OUT 5 


12 


PROM ADDRESS OUT 5 


13 


PROM DATA OUT 6 


14 


PROM ADDRESS OUT 6 


15 


PROM DATA OUT 7 


16 


PROM ADDRESS OUT 7 


17 
18 


J GROUND 


19 




20 




21 




22 




23 




24 




25 




26 




27 




28 




29 




30 




31 




32 




33 


| GROUND 


34 




35 




36 




37 




38 




39 




40 




Table 9-3 
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J3 PIN LIST (6-pin Molex Connector) 



PIN 



SIGNAL FUNCTION 



1 

2 
3 
4 
5 
6 



50 VAC (01) 

50 VAC (02) 
+80 V DC OUT 



PROGRAM PROM POWER 
GROUND 



Table 9-4 
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This section gives the information necessary to install 
and operate the INTELLEC 8/MOD 8 system in an applica- 
tion. It is divided into four subsections as follows: the first 
covers INTELLEC 8/MOD 8 installation; the second de- 
scribes the requirements for system input/output; the third 
describes system operation requirements; and the fourth de- 
scribes the implementation of external device controllers. 

INTELLEC 8/MOD 8 INSTALLATION 

Installation of the INTELLEC 8/MOD 8 is a very sim- 
ple matter, as it is delivered in a ready-to-use condition. 
Simply set it on a convenient surface, plug the 1 10v supply 
cord into the nearest 110v AC socket, and connect any de- 
sired peripherals, and it is ready to use. 

The Bare Bones 8 is almost as simple to install, as it 
has been designed to mount in any standard 19 1 /2-inch 
RETMA panel. 

SYSTEM I/O INTERFACING 

This section provides the information necessary to 
properly interface external input and output equipment to 
the INTELLEC 8/MOD 8. Since most of the interfacing re- 
quirements are supplied by the internal Input/Output and 
Output cards, interfacing is not a complex task; however, 
there are certain procedures which must be followed in order 
to assure the proper operation of any external devices used. 



The INTELLEC 8/MOD 8 can handle up to eight input 
ports and twenty-four output ports. These ports are assigned 
to specific modules as follows: 



Module 


Ports 


l/OO 


INPUT Ports 0-3 




OUTPUT Ports 08-OBH 


I/O 1 


INPUT Ports 4-7 




OUTPUT Ports 0C-0FH 


OUT 2 


Output ports 10-17 H 


OUT 3 


Output ports 18-1 FH 



All of the data ports complement data to and from 
the CPU, and are TTL compatible. Note that the two input 
ports (0 and 2) and two output ports (08 & OAH) are not 
available to the user. The data from the other ports is 
brought, via flat cables, to the back panel of the INTELLEC, 
where it is made available on 37 pin jacks (see Figure 10-1). 
External devices may connect to these jacks using AMP 
205210-1 plugs. 

The standard INTELLEC 8/MOD 8 comes equipped 
with only one Input/Output card, providing four input ports 
and four output ports. A table of the data signals associated 
with these ports is given in Table 10-1 . 

A table of the back panel jack pins and their associated 
signals is provided in Table 10-2. 

In order to ensure the proper transmission of data 
through a twisted cable of 12 feet (maximum), the user 
should provide circuitry which will assist in reducing signal 
noise. It is suggested that each output line be provided with 
a filter network and pullup resistors. The filter is made up of 
a 200 ohm resistor and a .001 uf capacitor, and the pullup 
resistor should be 1 Kohm. 

, Also, 7404-type drivers are suggested for each input 
data line. These drivers should, preferably, be open-collector 
type devices. If input ports 2 or 3 are used, open-collector de- 
vices must be used, as these ports are shared with the PROM 
Programmer during programming, transfer, and compare 
PROM operations. The user must disable his input drivers 
when PROM programming operations are being performed. 

INTELLEC 8/MOD 8 SYSTEM 
OPERATING REQUIREMENTS 

In order to ensure proper performance, certain require- 
ments must be met in operating the INTELLEC 8/MOD 8. 

First, never operate the INTELLEC 8/MOD 8 with the 
cover off. If this is done, the proper flow of air will be dis- 
rupted, resulting in the burning-out of the internal power 
supplies. 

Second, use extreme care when removing or installing 



77 



I/O Port Assignments — Module I/O 0 

















BACK PANEL 


MODULE 


SIGNAL 


SYMBOL 




COMMENTS 




CONN. PIN # 


PIN # 
















(3) 


J5 


OUTPUT PORT 08, BITO 


OP08, 0 


UART XMIT DATA 0 




(1) 


2 








1 












3 








2 












A 
*\ 








3 












5 








4 












6 








5 












7 








6 












8 


OUTPUT PORT 08 r BIT 7 


OP08, 7 


UART XMIT DATA 7 




(1) 


9 


OUTPUT PORT 09, BITO 


OP09, 0 


RDR ADV-1 




10 


11 ; 




1 




1 


PUNCH COMMAND 




11 


12 




2 




2 


READER COMMAND 




29 


13 




3 




3 


DATA OUT ENBL 




30 


14 




4 




4 


DATA IN 




12 


15 




5 




5 


DATA OUT 




13 


16 




6 




6 


R/W 






31 


17 


OUTPUT P( 


DRT 09, BIT 7 


OP09, 7 


R/WA 






32 


18 


OUTPUT PORT OA, BITO 


OP0A, 0 


PROM ADR IN 0 




(2) 


20 




1 




1 




1 








21 




2 




2 




2 








22 




3 




3 




3 








23 




4 




4 




4 








24 




5 




5 




5 








25 




6 




6 




6 








26 


OUTPUT PORT OA, BIT 7 


OP0A, 7 


PROM ADR IN 7 




(2 


:) 


27 


OUTPUT PORT OB, BITO 


OP0B, 0 


PROM DATA IN 0, PUNCH DATA 0 


14 


29 




1 




1 




1, 


1 


15 


30 




2 




2 




2, 


2 


33 


O I 




3 




3 




3, 


3 


34 


32 




4 




4 




4, 


4 


16 


33 




5 




5 




5, 


5 


17 


34 




6 




6 




6, 


6 


35 


35 


OUTPUT PORT OB, BIT 7 


OP0B, 7 


PROM DATA IN 7, PUNCH DATA 7 


36 


36 


GROUND 














1, 18, 19, 20, 37 


37-40 


NOTES: 




















(1) Dedicated to UART/TTY operations and unavailable to user. 










(2) Dedicated to PROM Programming Operation and unavailable to user. 








(3) Back Panel Connector Signals appear at both LOC 3 and LOC 4. 











Table 10-1. 
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I/O Port Assignments — Module I/O 0 

















BACK PANEL 


MODULE 


SIGNAL 


SYMBOL 


COMMENTS 




CONN. PIN # 


PIN # 




















J4 


INPUT PORT 0, BITO 


IP0,0 


TTY RCV DATA 0 




(1) 


2 




1 




1 




1 








3 




2 




2 




2 








4 




3 




3 




3 








5 




4 




4 




4 








6 




5 




5 




5 








7 




6 




6 




6 








8 


INPUT PORTO, BIT 7 


IPO, 7 


TTY RCV DATA 7 




(1) 


9 


INPUT PORT 1, BITO 


iPi,o 


DATA AVAILABLE 




2 


11 




1 




1 


OVERRUN ERROR 




3 


12 




2 




2 


TRANSMIT BUFFER EMPTY 


21 


13 




3 




3 


FRAMMING ERROR 




22 


14 




4 




4 


PARITY ERROR (INHIBITED) 


4 


15 




5 




5 


DATA AVAILABLE (TAPE READER) 5 


16 




6 




6 


PUNCH READY 




23 


17 


INPUT PORT 1, BIT 7 


IP1,7 








24 


18 


INPUT PORT 2, BITO 


IP2,0 


PROM DATA OUT (J3-16) 


(2) 


20 




1 




1 




( 


15) 






21 




2 




2 




( 


14) 






22 




3 




3 




( 


13) 






23 




4 




4 




( 


12) 






24 




5 




5 




( 


11) 






25 




6 




6 




( 


10) 






26 


INPUT PORT 2, BIT 7 


IP2, 7 


PROM DATA OUT (J3- 9) 


(2) 


27 


INPUT PORT 3, BITO 


IP3,0 


READER D ATA 0 




6 


29 




1 




1 




1 




7 


30 




2 




2 




2 




25 


31 




3 




3 




3 




26 


32 




4 




4 




4 




8 


33 




5 




5 




5 




< 


? 


34 




6 




6 




6 




27 


35 


INPUT PORT 3, BIT 7 


IP3,7 


READER DATA 7 




28 


36 


GROUND 














1, 18, 19, 20, 37 


37-40 


NOTES: 




















(1 ) Dedicated to UART/TTY operations and unavailable to user. 










(2) Dedicated to PROM PGMR and unavailable to user. 










(3) Back Panel CONNECTOR Signals appear at both LOG 3 and LOC 4. 









Table 10-1. (Continued) 
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I/O Module To Back Panel Interface Chart 



SIGNAL/MODULE 


CONNECTOR 






I/O 1 


OUT 2 


OUT 3 












IN 


OUT 


OUT L 


OUT H 


OUT L 


OUT H 


BIT 


BACK PANEL 


MODULE 








(J4) 


(J5) 


(J2) 


(J3) 


(J2) 


(J3) 


No. 


CONN PIN# 


CONN PIN # 




































(Flat Cable) 








LOC3 


LOC1 


LOC8 


LOC6 


LOC9 


LOC7 














IP4 


OPOC 


OP10 


OP14 


OP18 


OP1C 


0 


2 


2 
































1 


3 


3 
































o 
Z 


21 


4 
































Q 

o 


22 


5 
































A 
H 


4 


6 
































D 


5 


7 
































D 


23 


8 








IP4 


OPOC 


OP10 


OP14 


OP18 


OP1C 


"7 


24 


9 








IP5 


OPOD 


OP11 


OP15 


OP19 


OP1D 


0 


6 


11 
































1 

1 


7 


12 
































Z 


25 


13 
































o 
O 


26 


14 
































A 

4 


8 


15 
































5 


9 


16 
































D 


27 


17 








IP5 


OPOD 


OP11 


OP15 


OP19 


OP1D 


1 


28 


18 








IP6 


OPOE 


OP12 


OP16 


OP1A 


OP1E 


0 


10 


20 
































1 

1 


11 


21 
































o 
Z 


29 


22 
































Q 

o 


30 


23 
































A 
H 


12 


24 
































C 
0 


13 


25 
































a 

D 


31 


26 








IP6 


OPOE 


OP12 


OP16 


OP1A 


OP1E 


7 


32 


27 








IP7 


OPOF 


OP13 


OP17 


OP1B 


OP1F 


0 


14 


29 
































1 


15 


30 
































2 


33 


31 
































3 


34 


32 
































4 


16 


33 
































5 


17 


34 








IP7 


OPOF 


OP13 


OP17 


OP1B 


OP1F 


6 


35 


35 
































7 


36 


36 
































GND 


1,18,19,20,37 


37-40 



Table 10-2 
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individual circuit cards in the INTELLEC 8/MOD 8, espe- 
cially Input/Output board #1. The PROM Programmer and 
Teletype connectors to I/O board 0 are very easily damaged, 
and are located very close to I/O board #1 . 



EXTERNAL DEVICE 
CONTROLLER INTERFACING 

The INTELLEC 8/MOD 8 may be used with external 
devices such as disks, etc., which require a Direct Memory 
Access capability. This is accomplished by the TRI-State 
capability of the processor memory address and control 
busses, which can relinquish their control of INTELLEC 8/ 
MOD 8 operations to an external device. 



In order to make use of this capability, two require- 
ments must be met: a HOLD request must be issued, and 
the BUS BUSY line must be monitored and controlled. 

An external device controller performs a Direct Ac- 
cess operation by requesting a HOLD state of the processor. 
When the processor acknowledges this request, it goes into a 
WAIT state, and gives control of the Memory Address and 
control buses to the device controller. The controller then 
issues a BUS BUSY signal, which prevents other devices 
from assuming control of the buses until its operation is 
complete. A user device controller, therefore, must have the 
circuitry necessary to generate a HOLD REQ signal and also 
to check BUS BUSY and, if the bus is not busy, to issue BUS 
BUSY. See Section 8, the Control Console, for a representa- 
tive peripheral device controller with these facilities. 
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This appendix provides a summary of INTELLEC 8/MOD 8 assembly language instructions. Abbreviations used are as follows: 



A 


The accumulator (register A) 


A n 


Bit n of the accumulator contents, where n may have any value from 0 to 7. 


ADDR 


Any memory address 


Carry 


The carry bit 


CODE 


An operation code 


DATA 


Any byte of data 


DST 


Destination register or memory byte 


EXP 


A constant or mathematical expression 


LABEL: 


Any instruction label 


M 


A memory byte 


Parity 


The parity bit 


PC 


Program Counter 


REGM 


Any register or memory byte 


sign 


The sign bit 


SRC 


Source register or memory byte 


STK 


Top stack register 


zero 


The zero bit 


[ ] 


An optional field enclosed by brackets 


( ) 


Contents of register or memory byte enclosed by brackets 




Replace left hand side with right hand side of arrow 
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A.1 SINGLE REGISTER INSTRUCTIONS 



Format: 

[ LABEL: ] CODE REGM 

Note: REGM /=AorM 



CODE 


DESCRIPTION 


INR 
DCR 


( REGM ) <-( REGM ) +1 Increment register REGM 
( REGM ) «-( REGM ) -1 Decrement register REGM 



Condition bits affected: Zero, sign, parity 



A.2 MOV INSTRUCTIONS 

Format: 

[ LABEL: ] MOV DST,SRC 

Note: SRC and DST not both = M 



CODE 


DESCRIPTION 


MOV 


( DST ) «- ( SRC ) Load register DST from register SRC 



Condition bits affected: None 



A.3 REGISTER OR MEMORY TO ACCUMULATOR INSTRUCTIONS 

Format: 

[ LABEL: ] CODE REGM 



CODE 


DESCRIPTION 


ADD 


(A)«-(A) + (REGM) 


Add REGM to accumulator 


ADC 


(A)<-(A) + (REGM) + (carry) 


Add REGM plus carry bit to accumulator 


SUB 


(A)<--(A)-(REGM) 


Subtract REGM from accumulator 


SBB 


( A ) «~ ( A ) - ( REGM ) - ( carry ) 


Subtract REGM minus carry 


ANA 


( A ) ( A ) AND ( REGM ) 


AND accumulator with REGM 


XRA 


( a )«- ( A ) XOR ( REGM ) 


Exclusive-OR accumulator with REGM 


ORA 


(A)<-(A)OR (REGM) 


OR accumulator with REGM 


CMP 


Condition bits set by ( A ) - ( REGM ) 


Compare REGM with accumulator 



Condition bits affected: 

ADD, ADC, SUB, SBB: Carry, sign, zero, parity 

ANA, XRA, DRA: Sign, zero, parity. Carry is reset to zero. 

CMP; Carry, sign, zero, parity. Zero set if ( A ) = ( REGM ) 

Carry reset if ( A ) < ( REGM ) 
Carry set if ( A ) > ( REGM ) 



A.4 ROTATE ACCUMULATOR INSTRUCTIONS 

Format: 

[ LABEL: ] CODE 



CODE 


DESCRIPTION 


RLC 
RRC 
RAL 
RAR 


( carry ) «-A 7 , A n + 1, *~ A n , A 0 «~A 7 Set carry = A 7/ rotate accumulator left 
( carry ) *-A 0 , A n *~A n + 1, A 7 *"A 0 Set carry = A 0 , rotate accumulator right 
A n + 1 ^Ap, ( carry ) ^~A 7 , A 0 <-( carry) Rotate accumulator right through the carry 
An *~A n + 1, ( carry ) «-A 0 , A 7 «-( carry) Rotate accumulator left through the carry 



Condition bits affected: Carry 



A.5 IMMEDIATE INSTRUCTIONS 

Format: 

[ LABEL: ] MVI REGM, DATA 

or 

[ LABEL: ] CODE REGM 



CODE 


DESCRIPTION 


MVI 


( REGM )«- DATA 


Move immediate DATA into REGM 


ADI 


( A ) «- ( A ) + DATA 


Add immediate data to accumulator 


AC I 


(A)«-( A ) + DATA + (carry ) 


Add immediate data + carry to accumulator 


SUI 


( A ) «- ( A ) - DATA 


Subtract immediate data from accumulator 


SBI 


( A ) ( A ) — DATA — ( carry ) 


Subtract immediate data and carry from accumulator 


ANI 


(A)<-( A) AND DATA 


AND accumulator with immediate data 


XRI 


( A)<-( A) XOR DATA 


Exclusive-OR accumulator with immediate data 


ORI 


( A)<-( A) OR DATA 


OR accumulator with immediate data 


CP I 


Condition bits set by ( A (-DATA 


Compare immediate data with accumulator 



Condition bits affected: 
MVI: None 

ADI, AC I , SUI, SB I: Carry, sign, zero, parity 
ANI, XRI, ORI: Zero, sign, parity. Carry is reset to zero. 
CPI: Carry, sign, zero, parity. Zero set if ( A ) = DATA 

Carry reset if ( A ) <DATA 
Carry set if ( A ) >DATA 



A.6 JUMP INSTRUCTIONS 



Format: 

[LABEL]: CODE ADDR 



CODE 


DESCRIPTION 


JMr 


( PC ) <-ADDR 


Jump to location ADDR 


JC 


If (carry )=1,( PC) «- ADDR 






If (carry )=0, (PC)<-(PC )+3 


Jump to ADDR if carry set 


JNC 


If ( carry ) =0, ( PC ")'<- ADDR 






If ( carry ) =1, ( PC ) <-( PC )+3 


Jump to ADDR if carry reset 


JZ 


If (zero)=1,(PC)«-ADDR 






If ( zero ) =0, ( PC ) *-'( PC )+3 


Jump to ADDR of zero set 


■ IV 1 "7 

JNZ 


IT \ zero ) — U, \ rl* / ^AUUn 






If (zero)=1,(PC)<-(PC )+3 


Jump to ADDR if zero reset 


JP 


If (sign)=0, ( PC ) «~ADDR 






If (sign )=1,(PC)«-(PC)+3 


Jump to ADDR if plus 


JM 


If (sign)=1,(PC)<-ADDR 






If (sign)=0, (PC)+-(PC)+3 


Jump to ADDR if minus 


JPE 


If (parity )=1,( PC) «- ADDR 






If (parity ) =0, ( PC ) <-( PC )+3 


Jump to ADDR if parity even 


JPO 


If ( parity ) =0, ( PC ) <~ADDR 






If (parity ) =1, ( PC ) «-( PC )+3 


Jump to ADDR if parity odd 



Condition bits affected: None 



A.7 CALL INSTRUCTIONS 



Format: 

[ LABEL: ] CODE ADDR 



CODE 


DESCRIPTION 


CALL 


( STK ) «-( PC ), ( PC ) «-ADDR Call subroutine and push return address onto stack 


CC 


If ( carry ) =1, ( STK ) <~( PC ), ( PC ) <~( ADDR ) 

If ( carry ) =0, ( PC ) «-( PC )+3 Call subroutine if carry set 


CMC 


If ( carry ) =0, ( STK ) <-( PC ), ( PC ) <-( ADDR ) 

If ( carry ) =1, ( PC ) «-( PC )+3 Call subroutine if carry set 


CZ 


If ( zero ) =1, ( STK ) <-.( PC ), ( PC ) <-( ADDR ) 

If ( zero ) =0, ( PC ) <-( PC )+3 Call subroutine if zero set 


CNZ 


If ( zero ) =0, ( STK ) <-( PC ), ( PC ) *-{ ADDR ) 

If ( zero ) =1, ( PC ) «-( PC )+3 Call subroutine if zero reset 


CP 


If ( sign ) =0, ( STK ) <-( PC ) f ( PC ) ^-( ADDR ) 

If ( sign ) =1, ( PC ) «-( PC )+3 Call subroutine if sign plus 


CM 


If ( sign ) =1, ( STK ) <-( PC ), ( PC ) ADDR ) 

If ( sign ) =0, ( PC ) «-( PC )+3 Call subroutine if sign minus 


CPE 


If ( parity ) =1, ( STK ) <-( PC ), ( PC ) «-( ADDR ) 

If ( parity ) =0, ( PC ) <-( PC )+3 Call subroutine if parity even 


CPO 


If ( parity ) =0, ( STK ) <~( PC ), ( PC ) <-( ADDR ) 

If ( parity ) =1 , ( PC ) <- ( PC )+3 Call subroutine if parity odd 



Condition bits affected: None 



x 



A.8 RETURN INSTRUCTIONS 



Format: 

[ LABEL: ] CODE 



CODE 


DESCRIPTION 


D CT 

Kb 1 


( PC ) <-STK 


Return from subroutine 


RC 


If (carry )=1,( PC ) <- STK 






If (carry ) =0, (PC) <-( PC )+3 


Return if carry set 


RNC 


If ( carry ) =0, ( PC ) «~STK 






If (carry ) =1 , ( PC ) «-( PC )+3 


Return if carry reset 


RZ 


If (zero)=1,(PC)+-STK 






If (zero)=0, (PC)^-(PC)+3 


Return if zero set 


n m ~7 

RNZ 


it \ zero ; — u, [ rL/ / i is. 






If (zero)=1,(PC ) ^(PC )+3 


Return if zero reset 


RM 


If (sign)=1,(PC)«-STK 






If (sign)=0, (PC)«-(PC )+3 


Return if minus 


RP 


If ( sign ) =0, ( PC ) <-STK 






If (sign)=1,(PC)<-(PC )+3 


Return if plus 


RPE 


If (parity )=1,( PC) «-STK 






If ( parity ) =0,( PC )^( PC )+3 


Return if parity even 


RPO 


If ( parity ) =0, ( PC ) <-STK 






If ( parity ) =1, ( PC ) <-( PC )+3 


Return if parity odd 



Condition bits affected: None 



A.9 RST INSTRUCTION 



Format: 

[ LABEL: ] RST EXP 

Note: 0<EXP<7 



CODE 


DESCRIPTION 


RST 


(STK)«-(PC) 

( PC ) <-00000000EXP000B Call subroutine at address specified by EXP 



Condition bits affected: None 



A/10 INPUT/OUTPUT INSTRUCTIONS 

Format: 

[ LABEL: ] CODE EXP 

Note: For IN, 0<EXP<7 

For OUT, 8 < EXP < 31 



CODE 


DESCRIPTION 


IN 

OUT 


( A ) <- input device Read a byte from device EXP into the accumulator 
output device «-( A ) Send the accumulator contents to device EXP 



Condition bits affected: None 



xi 



PSEUDO-INSTRUCTIONS 



A.11 ORG PSEUDO-INSTRUCTION 

Format: 

ORG EXP 



CODE 


DESCRIPTION 


ORG 


LOCATION COUNTER «-EXP Set Assembler location counter to EXP 



A.12 EQU PSEUDO-INSTRUCTION 

Format: 

LABEL EQU EXP 



CODE 


DESCRIPTION 


EQU 


LABEL «- EXP Assign the value EXP to the symbol LABEL 



A.13 SET PSEUDO-INSTRUCTION 

Format: 

LABEL SET EXP 



CODE 


DESCRIPTION 


SET 


LABEL «- EXP Assign the value EXP to the symbol LABEL, which may have been 
previously SET. 



A.14 END PSEUDO-INSTRUCTION 

Format: 

END 



CODE 


DESCRIPTION 


END 


End the assembly. 



A.15 CONDITIONAL ASSEMBLY PSEUDO-INSTRUCTIONS 

Format: 

IF EXP 
and 
ENDIF 



CODE 


DESCRIPTION 


IF 

ENDIF 


If EXP =0, ignore assembler statements until ENDIF is reached. Otherwise continue 
assembling statements. 

End range of preceding IF. 



A.16 MACRO DEFINITION PSEUDO-INSTRUCTIONS 

Format: 

NAME MACRO LIST 

and 
ENDM 



CODE 


DESCRIPTION 


MACRO 
ENDM 


Define a macro named NAME with parameters LIST. 
End macro definition. 
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SINGLE CHIP EIGHT-BIT PARALLEL 
CENTRAL PROCESSOR UNIT 

■ Heart of MCS-8™ Microcomputer Set 



8-Bit Parallel CPU on a 
Single Chip 

48 Instructions, Data 
Oriented 

Complete Instruction 
Decoding and Control 
Included 

Instruction Cycle Time — 
12.5 /xs with 8008-1 or 20 /xs 
with 8008 

TTL Compatible (Inputs, 
Outputs and Clocks) 

Can be used with any type 
or speed semiconductor 
memory in any combination 



Directly addresses 16K x 8 
bits of memory (RAM, ROM, 
or S.R.) 

Memory capacity can be 
indefinitely expanded 
through bank switching 
using I/O instructions 

Address stack contains 
eight 14-bit registers 
(including program counter) 
which permit nesting of 
subroutines up to seven 
levels 

Contains seven 8-bit 
registers 

Interrupt Capability 
Packaged in 18-Pin DIP 



The 8008 is an 8-bit central processor designed 
especially to handle large volumes of data. When 
used with any combination of Intel RAMs, ROMs and 
shift registers, the 8008 CPU forms the MCS-8 ™ 
micro computer system, a system which can directly 
address and retrieve as many as 16,000 8-bit bytes 
stored in the memory devices. 

This single chip 8008 CPU fabricated with Intel's stan- 
dard P-channel silicon-gate MOS process contains an 
8-bit accumulator, two 8-bit temporary registers, four 
flag bits and eight 14-bit address registers. It operates 
under a powerful set of 48 instructions, has interrupt 
capability, operates asynchronously or synchronously 
with external memory, and can execute subroutines 
nested up to seven levels. 

All inputs, including clocks, are TTL compatible. All 
outputs are low-power TTL signals. Using standard 
TTL packages, the CPU may be interfaced with ROMs, 
RAMs, and SRs. A complete functioning computer 
system may be built with one CPU, one ROM and 20 
standard TTL devices. 

The 8008 CPU combines with Intel memory devices 
to provide complete computing and control functions 
for test systems, data terminals, billing machines, 
scientific calculators, measuring systems, numeric con- 
trol systems and process control systems. 




8008 Photomicrograph With Pin Designations 
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(Note: The detailed functional specifications describing the operation of the CPU, the instruction set, and programming and hard- 
ware examples are published separately and are available upon request.) 

The 8008 is a single chip MOS 8-bit parallel central processor unit for the MCS-8 micro computer system. A 
micro computer system is formed when the 8008 is interfaced with any type or speed standard semiconductor 
memory up to 16K x 8-bit words. Examples are Intel's 1101, 1103, and 2102 (RAMs); 1302, 1602A, 1702A, 
8316 (ROMs). 

The processor communicates over an 8-bit data and address bus (Dq through D7) and uses two input leads 
(READY and INTERRUPT) and four output leads (So, S-|, S2, and Sync) for control. Time multiplexing of the 
data bus allows control information, 14 bit addresses, and data to be transmitted between the CPU and external 
memory. 

This CPU contains six 8-bit data registers, an 8-bit accumulator, two 8-bit temporary registers, four flag bits 
(carry, zero, sign, parity), and an 8-bit parallel binary arithmetic unit which implements addition, subtraction, 
and logical operations. A memory stack containing a 14-bit program counter and seven 14-bit words is used in- 
ternally to store program and subroutine addresses. The 14-bit address permits the direct addressing of 16K 
words of memory (any mix of RAM, ROM or S.R.). 

The control portion of the chip contains logic to implement a variety of register transfer, arithmetic control, 
and logical instructions. Most instructions are coded in one byte (8 bits); data immediate instructions use two 
bytes; jump instructions utilize three bytes. The 8008 operates with a 500 kHz clock, and executes non-memory 
referencing instructions in 20 microseconds: the 8008-1 operates with an 800 kHz clock and executes non- 
memory referencing instructions in 12.5 microseconds. 

All inputs (including clocks) are TTL compatible and all outputs are low-power TTL compatible. 

The instruction set of the 8008 consists of 48 instructions including data manipulation, binary arithmetic, and 
jump to subroutine. 

The normal program flow of the 8008 may be interrupted through the use of the INTERRUPT control line. 
This allows the servicing of slow I/O peripheral devices while also executing the main program. 

The READY command line synchronizes the 8008 to the memory cycle allowing any type or speed of semi- 
conductor memory to be used. 



0 2 O 
0 Q O 



3 INTERRUPT 
3 READY 



Pin Configuration 



°0 D 1 D 2 °3 D 4 D 5 D 6 °7 



8 BIT DATA BUS 



INTERNAL DATA 



CARRY 
LOOK AHEAD 
(8 BITS) 



I MEMORY CYCLE 
IcONTROL CODINGl 



CONDITION 
FLIP-FLOPS (Z,C,S,F 
AND CONDITION 
LOGIC 



tttttttt 



INSTRUCTION 
DECODER 



MACHINE 

CYCLE 
CONTROL 



I/O CONTROL 



— +-\ STATE TIMING 
GENERATOR 



ACCUMULATOR 
AND 
SCRATCH PAD 

2 » 

g + 7 WORDS X 8 BITS 



MEMORY 
MULTIPLEXER i 



T""i 

ADDRESS STACK AND 
PROGRAM COUNTER 
8 WORDS x 14 BITS 




"31 



READY INTERRUPT 



8008 Block Diagram 
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System Timing 



Typically, a processor instruction cycle consists of five states, two states in which an address is sent to memory 
(T1 and T2), one for the instruction or data fetch (T3), and two states for the execution of the instruction (T4 
and T5). If the processor is used with slow memories, the READY line synchronizes the processor with the 
memories. When the memories are not avialable for either sending or receiving data, the processor goes into the 
WAIT state. The accompanying diagram illustrates the processor activity during a single cycle. 




S o "V. 



CPU 
INTERRUPTED 



LOWER 
8 -BITS 
ADDRESS 
OUT 



HIGHER 
6 -BITS 
ADDRESS. 
TWO BITS 
CONTROL 
OUT 



EXTERNAL 
MEMORY 
NOT READY 
(OPTIONAL) 



INSTRUCTION 
OR DATA 
FETCH, OR 
DATA OUT 
(8-BKTS) 



HALT 
INSTRUCTION 
RECEIVED BY 
CPU 



EXECUTION OF 
INSTRUCTION 



TYPICAL PROCESSOR CYCLE 

INCLUDES T1, T2. T3, T4, T5 

Basic 8008 Instruction Cycle 



Instructions for the 8008 require one, two, or three machine cycles for complete execution. The first cycle is 
always an instruction fetch cycle (PCI). The second and third cycles are data reading (PCR), data writing (PCW) 
or I/O operations (PCC). The processor controls the use of the data bus and determines whether it will be send- 
ing or receiving data. State signals S 0 , S<\ , and S 2 , along with SYNC inform the peripheral circuitry of the state 
of the processor. Many of the multi-cycle instructions for the 8008 do not require the two execution states, 
T4and T5. Asa result, these states are omitted when they are not needed, and the 8008 operates asynchronously 
with respect to the cycle length. The state transition diagram for the processor is shown below. Refer to the 
8008 manual for the detailed operation of the CPU during each state of each instruction. 
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Basic Instruction Set 






Data and Instruction Formats 








Data in the 8008 is stored in the form of 8-bit binary integers. All data transfers to the system data bus will be 




n the same format. 




















D 7 


D 6 D 5 D 4 D 3 D 2 D 1 D 0 
















DATA WORD 






The program 


instructions may be one, two, or three bytes in length. Multiple byte instructions must be stored 


in successive words in program memory. The instruction formats then depend on the particular operation 


executed. 




























TYPICAL INSTRUCTIONS 






Une byte instructions 














I D 7 D 6 D 5 D 4 D 3 D 2 


D 1 


□q 


OP CODE 




Hegister to register, memory reference, 
I/O arithmetic or logical, rotate or 




Two Byte Instructions 










return instructions 




I D 7 C 


6 D 5 D 4 D 3 D 2 


D 1 


°o 


OP CODE 








1 D 7 D 6 D 5 D 4 D 3 D 2 


Dl 


D o 


OPERAND 




Immediate mode instructions 




Three Byte Instructions 














| D 7 D 6 D 5 D 4 D 3 D 2 


Di 


D 0 


OP CODE 




JUMP or CALL instructions 






! D 7 D 6 D 5 D 4 D 3 D 2 


D 1 


D 0 


LOW ADDRESS 








j X X 

i 


D 5 D 4 D 3 D 2 


°1 


D 0 


HIGH ADDRESS' 




*For the third byte of this instruction, Dg and D 7 are "don't care" bits. 


For the MCS-8 a logic "1" 


is defined as a high level and a logic "0" is defined as a low level. 


Index Register Instructions 












The load instructions do not affect the flag flip-flops. The increment and decrement instructions affect all flip- 


flops except the carry. 
















MINIMUM 






INSTRUCTION CODE 










MNEMONIC 


STATES 




°7 D 6 D 5 D 4 D 3 D 2 D 1 D 0 




DESCRIPTION OF OPERATION 








REQUIRED 
















(1) MOV rj, r 2 


(5) 




1 1 


D D D S S S 


Load index register r-j with the content of index register r2. 






< 2 > MOV r, M 


(8) 




1 1 


D D D 111 


Load index register r with the content of memory register M. 






MOV M, r 


(7) 




1 1 


111 S S S 


Load memory register M with the content of index register r. 






(3) MVI r 


(8) 




0 0 


D D D 110 




_oad index register r with data B . . . B. 










B B 


BBB BBB 










MVI M 


(9) 




0 0 


111 110 


Load memory register M with data B . . . B. 










B B 


BBB BBB 










INR r 


(5) 




0 0 


D D D 0 0 0 


Increment the content of index register r (r ^ A). 






DC R r 


(5) 




0 0 


D D D 0 0 1 


Decrement the content of index register r (r i A). 




Accumulator Group Instructions 








The result of the ALU instructions affect all of the flag flip-flops. The rotate instructions affect only the carry flip-flop. 




ADD r 


(5) 




1 0 


0 0 0 S S S 




Add the content of index register r, memory register M, or data 






ADD M 


(8) 




1 0 


0 0 0 1 1 1 




B . . . B to the accumulator. An overflow (carry) sets the carry 






ADI 


(8) 




0 0 


0 0 0 1 0 0 




flip-flop. 












BB BBB BBB 










ADC r 


(5) 




1 0 


0 0 1 S S S 


Add the content of index register r, memory register M, or data 






ADC M 


(8) 




1 0 


0 0 1 111 


B . . . B from the accumulator with carry. An overflow (carry) 






AC I 


(8) 




0 0 


0 0 1 10 0 


sets the carry flip-flop. 










B B 


BBB BBB 










SUB r 


(5) 




1 0 


0 10 S S S 


Subtract the content of index register r, memory register M, or 






SUB M 


(8) 




1 0 


0 10 111 


data B . . . B from the accumulator. An underflow (borrow) 






SUI 


(8) 




0 0 


0 10 10 0 




sets the carry flip-flop. 












B B 


BBB BBB 










SBB r 


(5) 




1 0 


0 11 S S S 


Subtract the content of index register r, memory register M # or data 






SBB M 


(8) 




1 0 


0 11 111 


data B . . . B from the accumulator with borrow. An underflow 






SBI 


(8) 




0 0 


0 11 10 0 


(borrow) sets the carry flip-flop. 












B B BBB BBB 
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Basic Instruction Set 
















MINIMUM 




INSTRUCTION CODE 










MNEMONIC 


STATES 


D 7 


D 6 


De>D 4 D 3 


D 2 D 1 




DESCRIPTION OF OPERATION 








REQUIRED 






















ANA r 


(5) 


1 


0 


1 


0 0 


S 


s 


S 


Compute the logical AND of the content of index register r, 






ANA M 


(8) 


1 


0 


1 


0 0 


1 


1 


1 


memory register M, or data B . . . B with the accumulator. 






ANI 


(8) 


0 


0 


1 


0 0 


1 


0 


0 












B 


B 


B 


B B 


B 


B 


B 








XRA r 


(5) 


1 


0 


1 


0 1 


s 


S 


S 


Compute the EXCLUSIVE OR of the content of index register 






XRA M 


(8) 


1 


0 


1 


0 1 


1 


1 


1 


r, memory register M, or data B . . . B with the accumulator. 






XRI 


(8) 


0 


0 


1 


0 1 


1 


0 


0 










B 


B 


B 


B 6 


B 


B 


B 








ORAr 


(5) 


1 


0 


1 


1 0 


S 


S 


S 


Compute the INCLUSIVE OR of the content of index register 






ORA M 


(8) 


1 


0 


1 


1 0 


1 


1 


1 


r, memory register m, or data B . . . B with the accumulator . 






ORI 


(8) 


0 


0 


1 


1 0 


1 


0 


0 












B 


B 


B 


B B 


B 


B 


B 








CMP r 


(5) 


1 


0 


1 


1 1 


S 


S 


S 


Compare the content of index register r, memory register M, 






CMP M 


(8) 


1 


0 


1 


1 1 


1 


1 


1 


or data B . . . B with the accumulator. The content of the 






CPI 


(8) 


0 


0 


1 


1 1 


1 


0 


0 


accumulator is unchanged. 










B 


B 


B 


B B 


B 


B 


B 








RLC 


(5) 


0 


0 


0 


0 0 


0 


1 


0 


Rotate the content of the accumulator left. 






RRC 


(5) 


0 


0 


0 


0 1 


0 


1 


0 


Rotate the content of the accumulator right. 






RAL 


(5) 


0 


0 


0 


1 0 


0 


1 


0 


Rotate the content of the accumulator left through the carry. 






RAR 


(5) 


0 


0 


0 


1 1 


0 


1 


0 


Rotate the content of the accumulator right through the carry. 




Program Counter and Stack Control Instructions 












(4) JMP 


(11) 


0 


1 


X 


X X 


1 


0 


0 


Unconditionally jump to memory address B3 . . . B3B 2 . . . B 2 . 










B 2 B 2 
X X 


B 2 B 2 B 2 
B3B3B3 


B 2 B 2 B 2 
B 3 B 3 B 3 








(5) JNC, JNZ, 
JP, JPO 


(9 or 11) 


0 1 
B 2 B 2 


0 C4C3 
B 2 B 2 B 2 


0 0 0 
B 2 B 2 B 2 


Jump to memory address B3 . . . B3B 2 . . . B 2 if the condition 

flip-flop c is false. Otherwise, execute the next in-t»uction in sequence. 










X 


X 


83 B 3 B 3 


83 B 3 B 3 








JC, JZ 


(9 or 11) 


0 


1 


1 


C4C3 


0 


0 


0 


Jump to memory address B3 . . . B3B 2 . . . B 2 ir the condition 






JM, JPE 




B 2 B 2 


B 2 B 2 B 2 


B 2 B 2 B 2 


flip-flop c is true. Otherwise, execute the next instruction in sequence. 










X 


X 


B 3 B 3 B 3 


83 B 3 B 3 








CALL 


(11) 


0 


1 


X 


X X 


1 


1 


0 


Unconditionally call the subroutine at memory address B3 . . . 










B 2 B 2 


B 2 B 2 B 2 


B 2 B 2 B 2 


B3B2! . . . B 2 . Save the current address (up one level in the stack). 










X 


X 


83 B 3 B 3 


83 B 3 B 3 








CNC, CNZ, 


(9 or 11) 


0 


1 


0 


c 4 c 3 


0 


1 


0 


Call the subroutine at memory address B3 . . . B3B 2 . . . B 2 if the 






CP, CPO 




B 2 B 2 


B 2 B 2 B 2 


B 2 B 2 B 2 


condition flip-flop c is false, and save the current address (up one 










X 


X 


83 B 3 B 3 


83 B 3 B 3 


level in the stack.) Otherwise, execute the next instruction in sequence. 






CC, CZ, 


(9 or 11) 


0 


1 


1 


C4C3 


0 


1 


0 


Call the subroutine at memory address B3 . . . B3B 2 . . . B 2 if the 






CM, CPE 




B 2 B 2 


B 2 B 2 B 2 


B 2 B 2 B 2 


condition flip-flop c is true, and save the current address (up one 










X 


X 


B 3 B 3 B 3 


83 B 3 83 


level in the stack). Otherwise, execute the next instruction in sequence. 






RET 


(5) 


0 


0 


X 


X X 


1 


1 


1 


Unconditionally return (down one level in the stack). 






RNC, RNZ, 
RP, RPO 


(3 or 5) 


0 


0 


0 


c 4 c 3 


0 


1 


1 


Return (down one level in the stack) if the condition flip-flop c is 
false. Otherwise, execute the next instruction in sequence. 






RC, RZ 
RM, RPE 


(3 or 5) 


0 


0 


1 


c 4 c 3 


0 


1 


1 


Return (down one level in the stack) if the condition flip-flop c is 






















true. Otherwise, execute the next instruction in sequence. 






RST 


(5) 


0 


0 


A 


A A 


1 


0 


1 


Call the subroutine at memory address AAA000 (up one level in the stack). 




Input/Output Instructions 




















IN 


(8) 


0 


1 


0 


0 M 


M 


M 


1 


Read the content of the selected input port (MMM) into the 
accumulator. 






OUT 


(6) 


0 


1 


R 


R M 


M 


M 


1 


Write the content of the accumulator into the selected output 
port (RRMMM, RR ^00). 




Machine Instruction 




















HLT 


(4) 


0 


0 


0 


0 0 


0 


0 


X 


Enter the STOPPED state and remain there until interrupted. 








(4) 


1 


1 


1 


1 1 


1 


1 


1 






NOTES: 

(1) SSS = Source Index Register 

DDD = Destination Index Register 


V These registers, r\, are designated A(accumulator— 000), 
]B(001), C(010), D(011), E(100), H(101), L(110). 


(2) Memory registers are addressed by the contents of registers H & L. 

(3) Additional bytes of instruction are designated by BBBBBBBB. 


(4) X = "Don't Care". 


















(5) Flag flip-flops are defined by C4C3: carry (00-overflow or 


underflow), zero (01 -result is zero), sign (10-MSB of result is "1"), 


parity (1 1 -parity is even). 
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ELECTRICAL SPECIFICATION 

The following pages provide the electrical characteristics for the 8008. All of the inputs are TTL 
compatible, but input pull-up resistors are recommended to insure proper V m levels. All outputs are 
low-power TTL compatible. The transfer of data to and from the data bus is controlled by the CPU. 
During both the WAIT and STOPPED states the data bus output buffers are disabled and the data bus 
is floating. 



TO INTERNAL 
DATA BUS 



? 



8008 v cc 



DD 



FROM - 
INTERNAL 
DATA BUS - 



OUTPUT. 
DISABLE 




CC V CC 



V CC 



a- 



DATA BUS 
I/O 



v cc j 



Data Bus I/O Buffer 



'DD 



DD 



I 



i 



v C c 

Input Buffer 
(0 lf 0 2 , RDY r INT) 



Output Buffer 
(SYNC, S 0 , S 1f S 2 ) 



• OUT 



I/O Circuitry 
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ABSOLUTE MAXIMUM RATINGS* 



Ambient Temperature 
Under Bias 

Storage Temperature 

Input Voltages and Supply 
Voltage With Respect 
to V cc 

Power Dissipation 



0°C to+70°C 
-55°C to +150°C 



+0.5 to -20V 
1.0 W @ 25°C 



'COMMENT 

Stresses above those listed under "Absolute Max- 
imum Ratings" may cause permanent damage to 
the device. This is a stress rating only and func- 
tional operation of the device at these or any other 
condition above those indicated in the operational 
sections of this specification is not implied. 



D.C. AND OPERATING CHARACTERISTICS 

T A = 0°C to 70°C, V cc = +5V ±5%, V DD = -9V ±5% unless otherwise specified. Logic "1" is defined 
as the more positive level (V IH , V 0H ). Logic "0" is defined as the more negative level (V IL , V 0L ). 



SYMBOL 


PARAMETER 


LIMITS 


UNIT 


TEST 
CONDITIONS 


MIN. 


TYP. 


MAX. 


'do 


AVERAGE SUPPLY CURRENT- 
OUTPUTS LOADED* 




30 


60 


mA 


T A =25°C 


•l. 


INPUT LEAKAGE CURRENT 






10 


M A 




V .L 


INPUT LOW VOLTAGE 
(INCLUDING CLOCKS) 


V DD 




V cc-4-2 


V 




V,H 


INPUT HIGH VOLTAGE 
(INCLUDING CLOCKS) 


v cc" 1 -5 




V cc + 0-3 


V 




V OL 


OUTPUT LOW VOLTAGE 






0.4 


V 


l 0L = 0.44mA 
C L = 200 pF 


^OH 


OUTPUT HIGH VOLTAGE 








V 


l OH = 0.2mA 



'Measurements are made while 
the 8008 is executing a typical 
sequence of instructions. The 
test load is selected such that 
at V Q L = 0.4 V , 1 0 L = 0.44 m A 
on each output. 



A.C. CHARACTERISTICS 

T A = 0°C to 70°C; V cc = +5V ±5%, V DD = -9V ±5%. All measurements are referenced to 1.5V levels. 



SYMBOL 


PARAMETER 


8008 


8008-1 


UNIT 


TEST CONDITIONS 


LIMITS 


LIMITS 


MIN. 


MAX. 


MIN. 


MAX. 


*CY 


CLOCK PERIOD 


2 


3 


1.25 


3 


Ms 


t Rf t F = 50ns 


t R ,t F 


CLOCK RISE AND FALL TIMES 




50 




50 


ns 




*01 


PULSE WIDTH OF 0 1 


.70 




.35 




jUS 




*02 


PULSE WIDTH OF 02 


.55 




.35 




jUS 




t D 1 


CLOCK DELAY FROM FALLING 
EDGE OF 0! TO FALLING EDGE 
OF 0 2 


.90 


1.1 




1.1 


/us 




*D2 


CLOCK DELAY FROM 0 2 TO 0 1 


.40 




.35 




JUS 




t D3 


CLOCK DELAY FROM 0., TO 0 2 


.20 




.20 




jUS 




t DD 


DATA OUT DELAY 




1.0 




1.0 


JUS 


C L = 100pF 


t OH 


HOLD TIME FOR DATA BUS OUT 


.10 




.10 




JUS 




t|H 


HOLD TIME FOR DATA IN 


[1] 




[1] 




JUS 




t SD 


SYNC OUT DELAY 




.70 




.70 


jus 


C L = 100pF 


tsi 


STATE OUT DELAY (ALL STATES 
EXCEPT T1 AND T1 1) 121 




1.1 




1.1 


jus 


C L = 100pF 


X S2 


STATE OUT DELAY (STATES 
T1 AND T 1 1 ) 




1.0 




1.0 


MS 


C L = 100pF 


*RW 


PULSE WIDTH OF READY DURING 
0 22 TO ENTER T3 STATE 


.35 




.35 




Ms 




*RD 


READY DELAY TO ENTER WAIT 
STATE 


.20 




.20 




Ms 





[1] 



t IH -MIN>'t SD 



[2] 



If the INTERRUPT is not used, all states have the same output delay, t g1 . 



xxii 



infeC 



Silicon Gate MOS 8008, 8008-1 



MICRO 
COMPUTERS 



TIMING DIAGRAM 



DATA BUS 
LINES 

(D, ...Do) 



STATE 
LINES 



t D2 k- 



ADDRESS OUT 



r 



J 



JO 

«0M |-*~ 



o |-»-tiH-- __________________ 

"V DATA IN ( ~" 



D — H 



jT 



Notes: 1. READY line must be at "0" prior to 022 of T 2 to guarantee entry into the WAIT state. 
2. INTERRUPT line must not change levels within 200ns (max.) of falling edge of <$>\ . 



f 



r 



TYPICAL D.C. CHARACTERISTICS 



POWER SUPPLY CURRENT 
VS. TEMPERATURE 




20 30 40 50 60 70 
AMBIENT TEMPERATURE ( C) 



OUTPUT SINKING CURRENT 
VS. TEMPERATURE 




20 30 40 50 60 70 80 
AMBIENT TEMPERATURE ( CI 



OUTPUT SOURCE CURRENT 
VS. OUTPUT VOLTAGE 




OUTPUT VOLTAGE IV). V 0H 



TYPICAL A.C. CHARACTERISTICS 

DATA OUT DELAY VS. 
OUTPUT LOAD CAPACITANCE 




CAPACITANCE f = 1MHz; T A = 25°C; Unmeasured Pins Grounded 



SYMBOL 


TEST 


LIMIT (pF) 


TYP. 


MAX. 




INPUT CAPACITANCE 


5 


10 


C DB 


DATA BUS I/O CAPACITANCE 


5 


10 


C OUT 


OUTPUT CAPACITANCE 


5 


10 



BUS CAPACITANCE IpF). 
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Silicon Gate MOS 1602A/1702A--S714 

INTEL CORP. 3065 Bowers Ave., Santa Clara, California 95051 • (408) 246-7501 



ROMs 



APRIL 1973 



2048 BIT FULLY DECODED 
READ ONLY MEMORY 



Erasable and Field Programmable 
(1702A--S714) 

Field Programmable (1602A--S714) 



2 |js Access Time 

Compatible with 
Intel's MCS-8™ 



The 1602A/1702A--S714 is ideally suited for use with Intel's MCS-8 Micro Computer Set. It may also be used with 
systems requiring 2/xsec access time. 



Absolute Maximum Ratings" 

Ambient Temperature Under Bias -0°C to +85°C 

Storage Temperature -65°C to +125°C 

Soldering Temperature of Leads (10 sec) +300°C 

Power Dissipation 2 Watts 

Normal Operation: Input Voltages and Supply 

Voltages with respect to V cc +0.5 V to -20V 

Program Operation: Input Voltages and Supply 

Voltages with respect to V cc -48V 



COMMENT 

Stresses above those listed under "Absolute Maximum Rat- 
ings" may cause permanent damage to the device. This is a 
stress rating only and functional operation of the device at 
these or at any other condition above those indicated in 
the operational sections of this specification is not implied. 
Exposure to Absolute Maximum Rating conditions for ex- 
tended periods may affect device reliability. 



READ OPERATION 

D.C. and Operating Characteristics 

T A = 0°C to +70°C, V cc = +5V ± 5%, V DD = -9V ± 5%, V GG < 2 > = -9V ± 5%, unless otherwise noted. 



SYMBOL 


TEST 


MIN. TYP.<3> MAX. 


UNIT 


CONDITIONS 


'l. 


Address and Chip Select 
Input Load Current 


10 


uA 


V IN =0.0V 


'lo 


Output Leakage Current 


10 


uA 


V OUT = 0.0V,CS = V cc -2 


•ddo 


Power Supply Current 


5 16 


mA 


V G g = V C c<CS =v CC-2 
l OL = 0.0mA, T A = 25°C 


'ddi 


Power Supply Current 


35 60 


mA 


CS=V CC -2 

l 0L =0.0mA,T A = 25°C 


k Continuous 
Operation 


! DD2 


Power Supply Current 


32 55 


mA 


CS=0.0 

l OL =0.0mA,T A =25°C 


'003 


Power Supply Current 


38.5 70 


mA 


CS=V cr -2 

l 0L =0.0mA , T A = 0°C 


'cm 


Output Clamp Current 


8 19 


mA 


V OUT=- 1 - OV ' T A = 0°C 


'CF2 


Output Clamp Current 


18 


mA 


V OUT = - 1 - 0V ' T A = 25 ° C J 


1 

■gg 


Gate Supply Current 


10 


uA 




V,L1 


Input Low Voltage 
for TTL Interface 


-1 0.55 


V 




V,L2 


Input Low Voltage 
for MOS Interface 


V DD V cc -6 


V 




V ,H 


Address and Chip Select 
Input High Voltage 


v cc" 2 v cc + <>-3 


V 




'OL 


Output Sink Current 


1.6 


mA 


Vqut = 0- 45V 


'oh 


Output Source Current 


-350 


MA 


v 0UT = 0.0V 


V OL 


Output Low Voltage 


-.7 0.45 


V 


l 0L = 1.6mA 


V OH 


Output High Voltage 


3.5 4.5 


V 


l 0H = -100 M A 



Note 1 : In the programming mode, the data inputs 1 -8 are pins 4-1 1 respectively. 

Note 2: Vqq may be clocked to reduce power dissipation. In this mode average \qq increases in proportion to Vqq duty cycle. 
Note 3: Typical values are at nominal voltages and T/\ = 25°C. 

CA UTION: The 1702A is a quartz-lid device. The device environment should not exceed that to which a plastic 
would be subjected. 



© Intel Corporation, 1973 
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Silicon Gate MOS 1602A/1702A-S714 



ROMs 



A.C. Characteristics 

T A = 0°C to +70°C, V cc = +5V ± 5%, V DD = -9V ± 5%, V GG = -9V ± 5%, unless otherwise noted. 



SYMBOL 


TEST 


MINIMUM 


TYPICAL 


MAXIMUM 


UNIT 


Freq. 


Repetition Rate 






0.5 


MHz 


t OH 


Previous read data valid 






0 


ns 


l ACC . 


Address to output delay 




.700 


2 


/is 


t DVGG 


Clocked V GG set up 


0.5 






/is 


tcs 


Chip select delay 






1.1 


Ms 


t CO 


Output delay from CS 






0.9 


MS 


t OD 


Output deselect 






0.6 


/is 


t OHC 


Data out hold in clocked V GG mode (Note 1) 






5 


Ms 



Note 1. The output will remain valid for tQHC as ,on S as clocked Vqq is at Vcc An address change may occur as soon as the output is 
(clocked Vqq may still be at Vqq). Data becomes invalid for the old address when clocked Vqq is returned to Vqq. 



Capacitance* t a = 25 °c 



SYMBOL 


TEST 


MINIMUM 


TYPICAL 


MAXIMUM 


UNIT 


CONDITIONS 


C IN 


Input Capacitance 




8 


15 


pF 


Mn= v cc n 
CS = v cc 

V OUT =V CC 

v GG =v cc _ 


All 

unused pins 
are at A.C. 
ground 


C OUT 


Output Capacitance 




10 


15 


pF 


C v GG 


Vq G Capacitance 
(Clocked Vq G Mode) 






30 


pF 



•This parameter is periodically sampled and is not 100% tested. 

Switching Characteristics 

Conditions of Test: 

Input pulse amplitudes: 0 to 4V; t R , t F <50 ns 
Output load is 1 TTL gate; measurements made 
at output of TTL gate (t PD <15 ns) 

A) Constant V GG Operation 

CYCLE TIME = 1/FREO - 




B) Clocked V GG Operation 

j * CYCLE TIME = 1/FREQ - 



'"V 

ADDRESS Yl 

cF V 

nil 

CLOCKED \l I 



10% 

90% 



W " ■'! " ' A ; 

DATA da r A OUT \| 



| (SEE NOTE 
|-"-'OHC 



A 



"•••.DATA OUT:? 
y INVALID S 



I DESELECTION OF DATA OUTPUT IN OR TIE OPERATION 



-X 

:c \'i 



NOTE 2 -♦j 



7 



'DVc, 



V GC H 



F 



NOTE 1 : The output will remain valid for tQ H c « long as clocked Vqq 
is at V*cc- An address change may occur as soon as the output is sensed 
(clocked Vqq may still be at V c q). Data becomes invalid for the old 
address when clocked Vqq is returned to Vqq. 

NOTE 2: If CS makes a transition from V| L to V )H while clocked Vqq 
is at Vqq, then deselection of output occurs at tQQ a * » hown in »t«tie 
operation with constant Vqq. 
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Silicon Gate MOS 1602A/1702A--S714 



PROGRAMMING OPERATION 

D.C. and Operating Characteristics for Programming Operation 

T. = 25°C, V cc = OV, V BB = +12V ± 10%, 25 = 0V unless otherwise noted 



SYMBOL 


TEST 


MIN. 


TYP. 


MAX. 


UNIT 


CONDITIONS 


i 


Muuress ana Uaia inpui 
Load Current 






I u 


m A 


V IN * V 


'LI2P 


Program and V GG 
Load Current 






10 


mA 


V IN = -48V 


'bb 


V BB Supply Load Current 




.05 




mA 




'ddp 11 ' 


Peak l DD Supply 
Load Current 




200 




mA 


V DD = V pro „=-48V 
V GG =-35V 


^IHP 


Input High Voltage 






0.3 


V 




V|L1P 


Pulsed Data Input 
Low Voltage 


-46 




-48 


V 




V IL2P 


Address Input Low 
Voltage 


-40 




-48 


V 




V IL3P 


Pulsed Input Low V DD 
and Program Voltage 


-46 




-48 


V 




^IL4P 


Pulsed Input Low 
V GG Voltage 


-35 




-40 


V 





Note 1 : IpDP ^ows only during Vqq, Vqq on time. loDP should not be allowed to exceed 300mA for greater than 100Msec. Average power 
supply current IqdP is typically 40mA at 20% duty cycle. 



A.C. Characteristics for Programming Operation 

t ambient = 25 ° c < v cc = ov < v bb = + 1 2V ± 10% < CS = 0V unless otherwise noted 



SYMBOL 


TEST 


MIN. 


TYP. 


MAX. 


UNIT 


CONDITIONS 




Duty Cycle (V DD , V GG ) 






20 


% 




t^PW 


Program Pulse Width 






3 


ms 


V GG = -35V, V DD = 
Vprog 48^ 


*DW 


Data Set Up Time 


25 






MS 




t DH 


Data Hold Time 


10 






jUS 




t V w 


V DD . V GG Se t Up 


100 






MS 




t VD 


V DD ^V GG Hold 


10 




100 


jUS 




t ACW i2) 


Address Complement 
Set Up 


25 






MS 




tACH (2> 


Address Complement 
Hold 


25 






MS 




* ATW 


Address True Set Up 


10 






MS 




t ATH 


Address True Hold 


10 






MS 





Note 2. All 8 address bits must be in the complement state when pulsed V DD and V GG move to their negative levels. The addresses (0 through 
255) must be programmed as shown in the timing diagram for a minimum of 32 times. 
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Silicon Gate MOS 1602 A/1 702A-S714 



Switching Characteristics for Programming Operation 

PROGRAM OPERATION 

Conditions of Test: 

Input pulse rise and fall times <1ftsec 
CS = OV 

PROGRAM WAVEFORMS 




PULSED V DD 
POWER SUPPLY 

-46 to -48 



PULSED V GG 
POWER SUPPLY 

-35 to -40 



PROGRAMMING 
PULSE 



-46 to -48 



-tACW- 



BINARY COMPLEMENT 
ADDRESS OF WORD 
TO BE PROGRAMMED 




Programming Operation 



Whan tha Data Input for 
tha Program Mod* is: 


Than tha Data Output 
during tha Raad Mode is: 


V ILIP = ~-48V pulsed 
V, H P = ~0V 


Logic 1 - Vqh = ' p ' on 
Logic 0 = Vol = ' n ' on taDe 











ADDRESS 








WORD 


A 7 


A 6 


A 5 


A 4 


A 3 


A 2 


A1 


AO 


0 


0 


0 


0 


0 


0 


0 


0 


0 


1 
1 


0 

1 


0 

I 


0 

I 


0 
I 


0 
I 


0 

I 


0 

I 


1 

I 


1 

255 


1 
1 


I 

1 


I 

1 


I 
1 


I 

1 


I 

1 


I 

1 


I 

1 



Addrass Logic Laval During Raad Mod*: 
Addrass Logic Laval During Program Mod* : 



Logic 0 = V, L (~.3V) Logic 1 = V| H ( ~ 3V) 

Logic 0 = V|L2P < ~-40V) Logic 1 = V, H p (~0V) 



Ordering Information 

1. The erasable and field programmable ROM should be ordered as the 1702A/S714. 

2. The field programmable ROM should be ordered as the 1602A/S714. 



Note: Intel's liability shall be limited to replacing any unit which fails to program as desired, 
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Silicon Gate MOS 2102 



RAMs 



1024 BIT FULLY DECODED STATIC MOS 
RANDOM ACCESS MEMORY 



■ Single +5 Volts Supply Voltage 

■ Directly TTL Compatible — All 
Inputs and Output 

■ Static MOS — No Clocks or 
Refreshing Required 

■ Low Power — Typically 150 mW 

■ Access Time — Typically 500 nsec 

■ Three- State Output — OR-Tie 
Capability 



■ Simple Memory Expansion — Chip 
Enable Input 

■ Fully Decoded — On Chip Address 
Decode 

■ Inputs Protected — All Inputs Have 
Protection Against Static Charge 

■ Low Cost Packaging — 16 Pin Plastic 
Dual-ln-Line Configuration 



The Intel 2102 is a 1024 word by one bit static random access memory element using normally off 
N-channel MOS devices integrated on a monolithic array. It uses fully DC stable (static) circuitry and therefore 
requires no clocks or refreshing to operate. The data is read out nondestructively and has the same polarity 
as the input data. 

The 2102 is designed for memory applications where high performance, low cost, large bit storage, and simple 
interfacing are important design objectives. 

I t is directly TTL compatible in all respects: inputs, output, and a single +5 volt supply. A separate chip enable 
(CE) lead allows easy selection of an individual package when outputs are OR-tied. 

The Intel 2102 is fabricated with N-channel silicon gate technology. This technology allows the design and 
production of high performance easy to use MOS circuits and provides a higher functional density on a mono- 
lithic chip than either conventional MOS technology or P-channel silicon gate technology. 
Intel's silicon gate technology also provides excellent protection against contamination. This permits the use of 
low cost silicone packaging. 



PIN CONFIGURATION 



LOGIC SYMBOL 



zn a 9 

^}data out 

I DATA IN 



IT 



PIN NAMES 



D |N DATA INPUT 


CE CHIP ENABLE 


A 0 - A 9 ADDRESS INPUTS 


D OUT DATA OUTPUT 


R/W READ/WRITE INPUT 


V CC POWER (+5V) 



BLOCK DIAGRAM 



*° SEL 



INPUT 
DATA 
CONTROL 



CELL 
ARRAY 
32 ROWS 
32 COLUMNS 



COLUMN 1/0 CIRCUITS 



COLUMN SELECTOR 



Q= PIN NUMBERS 
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Silicon Gate MOS 2102- 1, 2102 



Absolute Maximum Ratings* 

Ambient Temperature Under Bias 0°C to 70°C 
Storage Temperature -65° C to +150°C 



Voltage On Any Pin 

With Respect To Ground 

Power Dissipation 



-0.5V to +7V 
1 Watt 



^COMMENT: 

Stresses above those listed under "Absolute Maxi- 
mum Rating" may cause permanent damage to the 
device. This is a stress rating only and functional 
operation of the device at these or at any other 
condition above those indicated in the operational 
sections of this specification is not implied. Expo- 
sure to absolute maximum rating conditions for 
extended periods may affect device reliability. 



D. C. and Operating Characteristics 

T A = 0°C to +70°C / V cc = 5V ±5% unless otherwise specified 



SYMBOL 


PARAMETER 


LIMITS 


UNIT 


TEST CONDITIONS 


MIN. 


TYP»> 


MAX. 


• LI 


INPUT LOAD CURRENT 
(ALL INPUT PINS) 






10 


ma 


V !N =0to 5.25V 


•loh 


OUTPUT LEAKAGE CURRENT 






10 


ma 


CE = 2.2V,V OUT =4.0V 


'lol 


OUTPUT LEAKAGE CURRENT 






-100 


ma 


CE = 2.2V, V 0UT = 0.45V 


'cci 


POWER SUPPLY CURRENT 




30 


60 


mA 


ALL INPUTS = 5.25V 
DATA OUT OPEN 
T A = 25°C 


! CC2 


POWER SUPPLY CURRENT 






70 


mA 


ALL INPUTS = 5.25V 
DATA OUT OPEN 
T A =0°C 


V .L 


INPUT "LOW" VOLTAGE 


-0.5 




+0.65 


V 




V.H 


INPUT "HIGH" VOLTAGE 


2.2 




Vcc 


V 




V 0L 


OUTPUT "LOW" VOLTAGE 






+0.45 


V 


l 0L = 1.9mA 


V 0 H 


OUTPUT "HIGH" VOLTAGE 


2.2 






V 


l OH =-100juA 



( 1 ) Typical values are for T/\= 25°C and nominal supply voltage. 



Typical D.C. Characteristics 

POWER SUPPLY CURRENT VS. 
AMBIENT TEMPERATURE 




10 20 30 40 50 60 
AMBIENT TEMPERATURE (°C) 



> 20 
< 



POWER SUPPLY CURRENT VS. 
SUPPLY VOLTAGE 



















AMBIE 


:NT TE 


VIPERA 


TURE > 


= 25°C 











































































4 5 

V cc (VOLTS) 



XXX 



intel! 



Silicon Gate MOS 2102 



Typical D. C. Characteristics 



INPUT CURRENT VS. 
INPUT VOLTAGE 



Vcc 


• 5.0V 






























T 


YPICA 


L 



































-1 0 +1 +2 +3 +4 +5 +6 
V (N (VOLTS) 



EFFECTIVE INPUT 
CHARACTERISTIC 













v C c = 


5.0V 




























































































MAX. 


EVICE INPUT 
«f V 


IH MIIS 







OUTPUT SINK CURRENT VS. 
OUTPUT VOLTAGE 



AMBII 


-NT TE 


MPERA 


TURE = 


o°c> 










































70°C 












v CC = « 
OUTPU 


.75V 
T "LOV 


V" TYP 


CAL 























V, N (VOLTS) 



0.5 1.0 
V 0L (VOLTS) 




Typical A. C. Characteristics 



406 

200 



ACCESS TIME VS. 
LOAD CAPACITANCE 



I I 

T A = 25°C 
_ V cc = 4.75V 
1 TTL LOAD 



100 150 200 250 300 
LOAD CAPACITANCE (pF) 



400 

200 



ACCESS TIME VS. 
AMBIENT TEMPERATURE 



V cc = 4.75V 
1 TTL LOAD_ 
C L = 100pF 



10 20 30 40 50 ( 
AMBIENT TEMPERATURE (°C) 
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Silicon Gate MOS 2102 



A. C. Characteristics T A = 0°C to 70°C, V cc = 5V ±5% unless otherwise specified 



SYMBOL 


PARAMETER 


LIMITS 


UNIT 


MIN. 


TYP.< 1 > 


MAX. 


READ CYCLE 




READ CYCLE 


1000 






ns 


*A 


ACCESS TIME 




500 


1000 


ns 


X CO 


CHIP ENABLE TO OUTPUT TIME 






500 


ns 




PREVIOUS READ DATA VALID WITH RESPECT 
TO ADDRESS 


50 






ns 


t 0H2 


PREVIOUS READ DATA VALID WITH RESPECT 
TO CHIP ENABLE 


0 






ns 


WRITE CYCLE 


t WC 


WRITE CYCLE 


1000 






ns 


*AW 


ADDRESS TO WRITE SETUP TIME 


200 






ns 


t W p 


WRITE PULSE WIDTH 


750 






ns 


t WR 


WRITE RECOVERY TIME 


50 






ns 


l D\N 


DATA SETUP TIME 


800 






ns 


*DH 


DATA HOLD TIME 


100 






ns 


tew 


CHIP ENABLE TO WRITE SETUP TIME 


900 






ns 



(1) Typical values are for Ta=25°C and nominal supply voltage. 

A.C. CONDITIONS OF TEST 

Input Pulse Levels: +0.65 Volt to 2.2 Volt 

Input Pulse Rise and Fall Times: 20nsec 
Timing Measurement Reference Level: 1.5 Volt 
Output Load: 1 TTL Gate and C L = 100 pF 



Capacitance t a =25°c, f = imhz 



SYMBOL 


TEST 


LIMITS (pF) 


TYP. 


MAX. 


C IN 


INPUT CAPACITANCE 
(ALL INPUT PINS) V |N = 0V 


3 


5 


C OUT 


OUTPUT CAPACITANCE 
V 0U T = 0V 


7 


10 



Waveforms 

READ CYCLE 



WRITE CYCLE 



ADDRESS 



-X 



CHIP 
ENABLE 



DATA 
OUT 



-tRC- 



-tco- 



XX 



CHIP 
ENABLE 
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Schottky Bipolar 3205, 3404 



MEMORY 
PERIPHERALS 



3205 HIGH SPEED 1 OUT OF 8 BINARY DECODER 
3404 HIGH SPEED 6-BIT LATCH 



- 18 ns max. Delay Over 0°C 
to 75° C Temperature - 3205 

■ 12 ns max. Data to Output 
Delay Over 0°C to 75° C 
Temperature -3404 

■ Directly Compatible with DTL and 
TTL Logic Circuits. 



- Low Input Load Current --.25 mA 
max., 1/6 Standard TTL Input Load. 

■ Minimum Line Reflection - Low 
Voltage Diode Input Clamp. 

- Outputs Sink 10 mA min. 

■ 16-Pin Dual In-Line Ceramic or 
Plastic Package. 

■ Simple Expansion - Enable Inputs. 



3205 

The 3205 decoder can be used for expansion of systems which utilize memory components with active low 
chip select input. When the 3205 is enabled, one of its eight outputs goes "low", thus a single row of a memory 
system is selected. The 3 chip enable inputs on the 3205 allow easy memory expansion. For very large memory 
systems, 3205 decoders can be cascaded such that each decoder can drive 8 other decoders for arbitrary memo- 
ry expansions. 

3404 

The Intel 3404 contains six high speed latches organized as independent 4-bit and 2-bit latches. They are 
designed for use as memory data registers, address registers, or other storage elements. The latches act as high 
speed inverters when the "Write" input is "low". 

The Intel 3404 is packaged in a standard 16-pin dual-in-line package; and its performance is specif ied over the 
temperature range of 0°C to +75° C, ambient. The use of Schottky barrier diode clamped transistors to obtain 
fast switching speeds results in higKer performance than equivalent devices made with a gold diffusion process. 



PIN CONFIGURATION 



3205 



3V CC 
=3 0 4 



3404 



D 5 
=J0 5 
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Schottky Bipolar 3205, 3404 



MEMORY 
PERIPHERALS 



Absolute Maximum Ratings* 

Temperature Under Bias: 



Ceramic 
Plastic 

Storage Temperature 
All Output or Supply Voltages 
All Input Voltages 
Output Currents 

D.C. Characteristics 

3205, 3404 



-65°C to+125°C 
-65°C to +75°C 

65°C to+160°C 

-0.5 to +7 Volts 

1.0 to +5.5 Volts 

125 mA 



^COMMENT 

Stresses above those listed under "Absolute Maximum Rat- 
ing" may cause permanent damage to the device. This is a stress 
rating only and functional operation of the device at these or at 
any other condition above those indicated in the operational 
sections of this specification is not implied. Exposure to absolute 
maximum rating conditions for extended periods may affect 
device reliability. 



T A = 0°C to +75°C, V cc = 5.0V ±5% 



SYMBOL 


PARAMETER 


LIMIT 


UNIT 


TEST CONDITIONS 


MIN. 


MAX. 


'f 


INPUT LOAD CURRENT 




-0.25 


mA 


V cc = 5.25V, V p = 0.45V 


'r 


INPUT LEAKAGE CURRENT 




10 


uA 


V cc = 5.25V, V R = 5.25V 


V C 


INPUT FORWARD CLAMP VOLTAGE 




-1.0 


V 


V cc = 4.75V, l c = -5.0 mA 


V OL 


OUTPUT "LOW" VOLTAGE 




0.45 


V 


V cc = 4.75V, l 0| _= 10.0 mA 


V OH 


OUTPUT HIGH VOLTAGE 


2.4 




V 


V cc =4.75V,l OH =-1.5 mA 


V 


INPUT "LOW" VOLTAGE 




0.85 


V 


V CC =5.0V 




INPUT "HIGH" VOLTAGE 


2.0 




V 


V CC =5.0V 


! sc 


OUTPUT HIGH SHORT 
CIRCUIT CURRENT 


-40 


-120 


mA 


V cc =5.0V,V OUT = 0V 


v ox 


OUTPUT "LOW" VOLTAGE 
@ HIGH CURRENT 




0.8 


V 


V CC = 5 ' 0V ' l O x = 40mA 


3205 ONLY 


'cc 


POWER SUPPLY CURRENT 




70 


mA 


V cc = 5.25V 


3404 ONLY 


'cc 


POWER SUPPLY CURRENT 




75 


mA 


V CC =5.25V 


'fwi 


WRITE ENABLE LOAD CURRENT 
PIN 7 




-1.00 


mA 


V CC =5.25V, V W =0.45V 


'fW2 


WRITE ENABLE LOAD CURRENT 
PIN 15 




-0.50 


mA 


V CC =5.25V, V W =0.45V 


'rw 


WRITE ENABLE LEAKAGE CURRENT 




10 


uA 


V R =5.25V 



Typical Characteristics 

OUTPUT CURRENT VS. 
OUTPUT "LOW" VOLTAGE 



OUTPUT CURRENT VS. 
OUTPUT "HIGH" VOLTAGE 



DATA TRANSFER FUNCTION 











1 1 

T A = 75°C ^ 
















T A = 25° 


C ^ 










C = 5 


.OV 














o°c 




















































































= 75° 


C-* 


























, = 0« 


c 
















I I 
-T A = 25°C 









1 1 1 

V„„ = 5.0V 






Ik 












u 








V, 

L 1 


*A = 2 


5°C 






T 




°c— 




T 


1 

«V = 7 


1 

5°C 













































































































































.2 .4 .6 .8 

OUTPUT "LOW" VOLTAGE (V) 



1.0 2.0 3.0 4.0 

OUTPUT "HIGH" VOLTAGE (V) 



5.0 















I 

= r n\/ 
















-v C( 












































T 


A = 0 


°C 




























Ta 


= 25 

i 1 


°c- 

I 


















= 7E 


°c_ 




































































^- 




i .< 


i . 


3 . 


3 1 


0 1 


2 1 


4 1 


6 1 


8 2. 



INPUT VOLT AGE (V) 



xxx iv 



inter 



Schottky Bipolar 3205, 3404 



MEMORY 
PERIPHERALS 



3205 -HIGH SPEED 1 OUT OF 8 BINARY DECODER 

Switching Characteristics 



CONDITIONS OF TEST: 

Input pulse amplitudes: 2.5V 

Input rise and fall times: 5 nsec 
between 1V and 2V 

Measurements are made at 1.5V 



v cc 



TEST LOAD: 



390 fi 



C, =±z 



: 2K 



All Transistors 2N2369 or Equivalent. C L = 30 pF 



TEST WAVEFORMS 



ADDRESS OR ENABLE 
INPUT PULSE 



OUTPUT 



\ 



X 



X 



A.C. Characteristics t. = 0°C to +75°C, V cc = 5.0V ±5% unless otherwise specified. 



SYMBOL 


PARAMETER 


MAX. LIMIT 


UNIT 


TEST CONDITIONS 


t ++ 


ADDRESS OR ENABLE TO 
OUTPUT DELAY 


18 


ns 




t_ + 


18 


ns 




t + _ 


18 


ns 




t 


18 


ns 




C < 1 ' 

^IN 


INPUT CAPACITANCE P3205 


4(typ.) 


pF 


f = 1 MHz, V CC = OV 
V B IAS =2.0V,T A = 25°C 


C3205 


5(typ.) 


pF 



1. This parameter is periodically sampled and is not 100% tested. 



Typical Characteristics 



ADDRESS OR ENABLE TO OUTPUT 
DELAY VS. LOAD CAPACITANCE 



ADDRESS OR ENABLE TO OUTPUT 
DELAY VS. AMBIENT TEMPERATURE 




So 
< 



= 5.0V 

30 pF 



t + _, t_ 



50 100 150 

LOAD CAPACITANCE (pF) 



25 50 
AMBIENT TEMPERATURE (°C) 



XXXV 



Schottky Bipolar 3205, 3404 



MEMORY 
PERIPHERALS 



3404 - 6-BIT L ATCH 
Switching Characteristics 

CONDITIONS OF TEST: 

Input pulse amplitudes: 2.5V 

Input rise and fall times: 5 nsec 
between 1V and 2V 

Measurements are made at 1.5V 



TEST LOAD 




All Transistors 2N2369 or Equivalent. C L = 30pF 



DATA 
INPUT 



WRITE 
ENABLE 



OUT 



MEASUREMENT FOR DATA DELAY 



TEST WAVEFORMS 



_t SET UP" 



HOLD 



NOTE 1 



NOTE 1 : Output Data is valid after t , t_ + 



MEASUREMENT FOR WRITE ENABLE DELAY 



DATA 
INPUT 



WRITE 
ENABLE 



OUT 



T WP" 



1 HOLD 




X 



— ' — + 
NOTE 2 



NOTE 2: Output Data is valid after t_ 



A.C. Characteristics T A = 0°C to +75°C, V cc = 5.0V ±5%; unless otherwise specified. 



SYMBOL 


PARAMETER 


LIMITS 


UNIT 


TEST CONDITIONS 


MIN. 


TYP. 


MAX. 


t+_,t_+ 


DATA TO OUTPUT DELAY 






12 


ns 




t 1_+ 


WRITE ENABLE TO OUTPUT DELAY 






17 


ns 




X SET UP 


TIME DATA MUST BE PRESENT BEFORE 
RISING EDGE OF WRITE ENABLE 


12 






ns 




^OLD 


TIME DATA MUST REMAIN AFTER 
RISING EDGE OF WRITE ENABLE 


8 






ns 




t W p 


WRITE ENABLE PULSE WIDTH 


15 






ns 




C IND (3) 


DATA INPUT CAPACITANCE P3404 




4 




pF 


f = 1 MHz, V CC = OV 
V B IAS = 2.0V,T A =25°C 


C3404 




5 




pF 


C| NW (3) 


WRITE ENABLE CAPACITANCE P3404 




7 




pF 


f = 1 MHz, V CC = OV 
V B |AS =2.0V,T A =25°C 


C3404 




8 




pF 



NOTE 3: This parameter is periodically sampled and is not 100% tested. 

Typical Characteristics 



DATA INPUT, WRITE ENABLE 
TO OUTPUT DELAY VS. 
LOAD CAPACITANCE 



DATA INPUT, WRITE ENABLE 
TO OUTPUT DELAY VS. 
AMBIENT TEMPERATURE 



WRITE ENABLE PULSE WIDTH 
VS. LOAD CAPACITANCE 



3£ 
S> 15 

h 

Hi 
UJ Q 



52 

< CL 

a 2 



V cc - B.C 
T A = 25° 


)V 

C ^ 































z < 



< I- 

Q Z 





1 

V cc = 5.0V 
C L = 30 pF 


WR 


ITE ENABLE t . 








DATA C 


) R WRITE ENAB 


LE t_ + 




DATA t+_ 











fE 15 
9 

CO 







1 

v c c 
"""a 


= 5.0V 
25° C 



























100 200 300 

LOAD CAPACITANCE (pF) 



25 50 
AMBIENT TEMPERATURE (°C) 



100 200 300 

LOAD CAPACITANCE (pF) 



xxxvi 



In order to help the programmer examine memory when debugging programs, this appendix provides the assembly 
language instruction represented by each of the 256 possible instruction code bytes. 

Where an instruction occupies two bytes (immediate instruction) or three bytes (jump instruction), only the first (code) 
byte is given. 

COMMENT 



Utlr 


\J\0 1 ML 


upy 
n la 


MM P MOM IP 

IVIIM IZlVlvJIM 1 Lr 


0 


000 


00 


HLT 


1 


001 


01 


- 


2 


002 


02 


RLC 


3 


003 


03 


RNC 


4 


004 


04 


ADI EXP 


5 


005 


05 


RST EXP 


6 


006 


06 


MVI A, EXP 


7 


007 


07 


RET 


8 


010 


08 


INR B 


9 


011 


09 


DCR B 


10 


012 


OA 


RRC 


11 


013 


0B 


RNZ 


12 


014 


OC 


ACI EXP 


13 


015 


0D 


RST EXP 


14 


016 


0E 


MVI B r EXP 


15 


017 


OF 




16 


020 


10 


INR C 


17 


021 


11 


DCR C 


18 


022 


12 


RAL 


19 


023 


13 


RP 


20 


024 


14 


SUI EXP 


21 


025 


15 


RST EXP 


22 


026 


16 


MVI C, EXP 


23 


027 


17 




24 


030 


18 


INR D 


25 


031 


19 


DCR D 


26 


032 


1A 


RAR 


27 


033 


1B 


RPO 


28 


034 


1C 


SBI EXP 


29 


035 


1D 


RST EXP 


30 


036 


1E 


MVI D, EXP 


31 


037 


1F 





EXP =1 



EXP =2 



EXP =3 



xxxvii 



UfcC 


OCTAL 


HEX 


MNEMONIC 


r>/-N A /in Mr* KIT* 

COMMENT 


32 


040 


20 


INR E 




33 


041 


21 


DCR E 




34 


042 


22 


— 




35 


043 


23 


RC 




36 


044 


24 


ANI EXP 




37 


045 


25 


RST EXP 


EXP =4 


38 


046 


26 


MVI E, EXP 




39 


047 


27 


— 




40 


050 


28 


INR H 




41 


051 


29 


DCR H 




42 


052 


2A 


— 




43 


053 


2B 


RZ 




44 


054 


2C 


XRI EXP 




45 


055 


2D 


RST EXP 


EXP =5 


46 


056 


2E 


MVI H, EXP 




47 


057 


2F 


- 




48 


060 


30 


INR L 




49 


061 


31 


DCR L 




50 


062 


32 


- 




51 


063 


33 


RM 




52 


064 


34 


ORI EXP 




53 


065 


35 


RST EXP 


EXP =6 


54 


066 


36 


MVI L, EXP 




55 


067 


37 


- 




56 


070 


38 


- 




57 


071 


39 


- 




58 


072 


3A 


- 




59 


073 


3B 


RPE 




60 


074 


3C 


CPI EXP 




61 


075 


3D 


RST EXP 


EXP =7 


62 


076 


3E 


MVI M, EXP 




63 


077 


3F 


— 




64 


100 


40 


JNC EXP 




65 


101 


41 


IN EXP 


EXP =0 


66 


102 


42 


CNC EXP 




67 


103 


43 


IN EXP 


EXP =1 


68 


104 


44 


JMP EXP 




69 


105 


45 


IN EXP 


EXP =2 


70 


106 


46 


CALL EXP 




71 


107 


47 


IN EXP 


EXP =3 


72 


110 


48 


JNZ EXP 




73 


111 


49 


IN EXP 


EXP =4 


74 


112 


4A 


CNZ EXP 




75 


113 


4B 


IN EXP 


EXP =5 


76 


114 


4C 


— 




77 


115 


4D 


IN EXP 


EXP =6 


78 


116 


4E 


— 




79 


117 


4F 


IN EXP 


EXP =7 


80 


120 


50 


JP EXP 




81 


121 


51 


OUT EXP 


EXP =8 


82 


122 


52 


CP EXP 




83 


123 


53 


OUT EXP 


EXP =9 


84 


124 


54 






85 


125 


55 


OUT EXP 


EXP =10 


86 


126 


56 






87 


127 


57 


OUT EXP 


EXP =11 



xxxviii 



DEC 




n t A 


MNEMONIC 


COMMENT 


88 


130 


58 


JPO EXP 




89 


131 


59 


OUT EXP 


EXP =12 


90 


132 


5A 


CPO EXP 




91 


133 


5B 


OUT EXP 


EXP =13 


92 


134 


5C 


- 




93 


135 


5D 


OUT EXP 


EXP =14 


94 


136 


5E 


- 




95 


137 


5F 


OUT EXP 


EXP =15 


96 


140 


60 


JC EXP 




97 


141 


61 


OUT EXP 


EXP =16 


98 


142 


62 


CC EXP 




99 


143 


63 


OUT EXP 


EXP =17 


100 


144 


64 


- 




101 


145 


65 


OUT EXP 


EXP =18 


102 


146 


66 


- 




103 


147 


67 


OUT EXP 


EXP =19 


104 


150 


68 


JZ EXP 




105 


151 


69 


OUT EXP 


EXP =20 


106 


152 


6A 


CZ EXP 




107 


153 


6B 


OUT EXP 


EXP =21 


108 


154 


6C 


- 




109 


155 


6D 


OUT EXP 


EXP =22 


110 


156 


6E 


- 




111 


157 


6F 


OUT EXP 


EXP =23 


112 


160 


70 


JM EXP 




113 


161 


71 


OUT EXP 


EXP =24 


114 


162 


72 


CM EXP 




115 


163 


73 


OUT EXP 


EXP =25 


116 


164 


74 


- 




117 


165 


75 


OUT EXP 


EXP =26 


118 


166 


76 


- 




119 


167 


77 


OUT EXP 


EXP =27 


120 


170 


78 


JPE EXP 




121 


171 


79 


OUT EXP 


EXP =28 


122 


172 


7A 


CPE EXP 




123 


173 


7B 


OUT EXP 


EXP =29 


124 


174 


7C 


- 




125 


175 


7D 


OUT EXP 


EXP =30 


126 


176 


7E 


- 




127 


177 


7F 


OUT EXP 


EXP =31 


128 


200 


80 


ADD A 




129 


201 


81 


ADD B 




130 


202 


82 


ADD C 




131 


203 


83 


ADD D 




132 


204 


84 


ADD E 




133 


205 


85 


ADD H 




134 


206 


86 


ADD L 




135 


207 


87 


ADD M 




136 


210 


88 


ADC A 




137 


211 


89 


ADC B 




138 


212 


8A 


ADC D 




139 


213 


8B 


ADC E 




140 


214 


8C 


ADC E 




141 


215 


8D 


ADC H 




142 


216 


8E 


ADC L 




143 


217 


8F 


ADC M 





xxxix 



DEC 


OCTAL 


HEX 


MNEMONIC 


144 


220 


90 


SUB A 


145 


221 


91 


SUB B 


146 


222 


92 


SUBC 


147 


223 


93 


SUBD 


148 


224 


94 


SUB E 


149 


225 


95 


SUB H 


150 


226 


96 


SUB L 


151 


227 


97 


SUB M 


152 


230 


98 


SBB A 


153 


231 


99 


SBB B 


154 


232 


9A 


SBBC 


155 


233 


9B 


SBB D 


156 


234 


9C 


SBB E 


157 


235 


9D 


SBB H 


158 


236 


9E 


SBB L 


159 


237 


9F 


SBB M 


160 


240 


AO 


ANA A 


161 


241 


A1 


ANAB 


162 


242 


A2 


ANAC 


163 


243 


A3 


ANAD 


164 


244 


A4 


ANAE 


165 


245 


A5 


ANAH 


166 


246 


A6 


ANA L 


167 


247 


A7 


ANA M 


168 


250 


A8 


XRA A 


169 


251 


A9 


XRAB 


170 


252 


AA 


XRAC 


171 


253 


AB 


XRA D 


172 


254 


AC 


XRA E 


173 


255 


AD 


XRA H 


174 


256 


AE 


XRA L 


175 


257 


AF 


XRA M 


176 


260 


BO 


ORA A 


177 


261 


B1 


ORA A 


178 


262 


B2 


ORAC 


179 


263 


B3 


ORAD 


180 


264 


B4 


ORAE 


181 


265 


B5 


ORAH 


182 


266 


B6 


ORA L 


183 


267 


B7 


ORAM 


184 


270 


B8 


CMP A 


185 


271 


B9 


CMP B 


186 


272 


BA 


CMPC 


187 


273 


BB 


CMP D 


188 


274 


BC 


CMP E 


189 


275 


BD 


CMP H 


190 


276 


BE 


CMP L 


191 


277 


BF 


CMPM 


192 


300 


CO 


NOP 


193 


301 


C1 


MOV A,B 


194 


302 


C2 


MOV A,C 


195 


303 


C3 


MOV A,D 


196 


304 


C4 


MOV A,E 


197 


305 


C5 


MOV A f H 


198 


306 


C6 


MOV A,L 


199 


307 


C7 


MOV A,M 



COMMENT 



XX XX 







ncA 


MM F MOM IP 


200 


310 


C8 


MOV B,A 


201 


311 


C9 


MOV B,B 


202 


312 


CA 


MOV B,C 


203 


313 


CB 


MOV B,D 


204 


314 


CC 


MOV B,E 


205 


315 


CD 


MOV B,H 


206 


316 


CE 


MOV B,L 


207 


317 


CF 


MOV B,M 


208 


320 


DO 


MOV C,A 


209 


321 


D1 


MOV C,B 


210 


322 


D2 


MOV C,C 


211 


323 


D3 


MOV C,D 


212 


324 


D4 


MOV C,E 


213 


325 


D5 


MOV C,H 


214 


326 


D6 


MOV C,L 


215 


327 


D7 


MOV C,M 


216 


330 


D8 


MOV D,A 


217 


331 


D9 


MOV D,B 


218 


332 


DA 


MOV D,C 


219 


333 


DB 


MOV D,D 


220 


334 


DC 


MOV D,E 


221 


335 


DD 


MOV D,H 


222 


336 


DE 


MOV D,L 


223 


337 


DF 


MOV D,M 


224 


340 


E0 


MOV E,A 


225 


341 


E1 


MOV E,B 


226 


342 


E2 


MOV E,C 


227 


343 


E3 


MOV E,D 


228 


344 


E4 


MOV E,E 


229 


345 


E5 


MOV E,H 


230 


346 


E6 


MOV E,L 


231 


347 


E7 


MOV E,M 


232 


350 


E8 


MOV H,A 


233 


351 


E9 


MOV H,B 


234 


352 


EA 


MOV H,C 


235 


353 


EB 


MOV H,D 


236 


354 


EC 


MOV H # E 


237 


355 


ED 


MOV H,H 


238 


356 


EE 


MOV H,L 


239 


357 


EF 


MOV H,M 


240 


360 


F0 


MOV L,A 


241 


361 


F2 


MOV L,B 


242 


362 


F2 


MOV L,C 


243 


363 


F3 


MOV L,D 


244 


364 


F4 


MOV L,E 


245 


365 


F5 


MOV L,H 


246 


366 


F6 


MOV L,L 


247 


367 


F7 


MOV L,M 


248 


370 


F8 


MOV M,A 


249 


371 


F9 


MOV M,B 


250 


372 


FA 


MOV M,C 


251 


373 


FB 


MOV M,D 


252 


374 


FC 


MOV M,E 


253 


375 


FD 


MOV M,H 


254 


376 


FE 


MOV M,L 


255 


377 


FF 





COMMENT 



xxxxi 



xxxxii 



0> 



The number of machine cycles needed to complete each INTELLEC 8/MOD 8 instruction is given in this appendix. The 
time required to complete an INTELLEC 8/MOD 8 machine cycle is 12.5 microseconds. 



INSTRUCTION 

ACI 
ADD 
ADC 
AD I 
ANA 
AN I 

All CALL instructions 

CMP 

CPI 

DCR 

HLT 

IN 

INR 

All JUMP instructions 

MOV 

MVI 

ORA 

ORI 

OUT 

RAL 

RAR 

All RETURN instructions 

RLC 

RRC 

RST 

SBB 

SBI 

SUB 

SUI 

XRA 

XRI 



CYCLES 

2 
1 
1 
2 
1 
2 
3 
1 
2 
1 
1 
2 
1 
3 
1 
2 
1 
2 
2 
1 
1 
1 
1 
1 
1 
1 
2 
1 
1 
1 
2 



2 cycles if memory is referenced 
2 cycles if memory is referenced 

2 cycles if memory is referenced 



; 2 cycles if memory is referenced 



2 cycles if memory is referenced 

3 cycles if memory is referenced 
2 cycles if memory is referenced 



2 cycles if memory is referenced 
2 cycles if memory is referenced 
2 cycles if memory is referenced 



xxxxiii 



xxxxiv 



The INTELLEC 8 uses a seven-bit ASCII code, which is the normal 8 bit ASCII code with the parity (high order) bit 
always reset. 



GRAPHIC OR CONTROL ASCII (HEXADECIMAL) 



NULL 


00 


SOM 


01 


EOA 


02 


EOM 


03 


EOT 


04 


WRU 


05 


RU 


06 


BELL 


07 


FE 


08 


H.Tab 


09 


Line Feed 


OA 


V.Tab 


0B 


Form 


0C 


Return 


0D 


SO 


0E 


SI 


OF 


DCO 


10 


X-On 


11 


Tape Aux. On 


12 


X-Off 


13 


Tape Aux. Off 


14 


Error 


15 


Sync 


16 


LEM 


17 


SO 


18 


S1 


19 


S2 


1A 


S3 


1B 


S4 


1C 


S5 


1D 


S6 


1E 


S7 


1F 



GRAPHIC OR CONTROL ASCII (HEXADECIMAL) 



ACK 


7C 


Alt. Mode 


7D 


Rubout 


7F 


! 


21 




22 


# 


23 


$ 


24 


% 


25 


& 


26 




27 


< 


28 




29 


* 


2A 


+ 


2B 




2C 




2D 




2E 


/ 


2F 




3A 




3B 


< 


3C 




3D 


> 


3E 


? 


3F 


[ 


5B 


/ 


5C 


] 


5D 


t 


5E 




5F 


@ 


40 


blank 


20 


0 


30 



xxxxv 



GRAPHIC OR CONTROL ASCII (HEXADECIMAL) 



1 


31 


2 


32 


3 


33 


4 


34 


5 


35 


6 


36 


7 


37 


8 


38 


9 


39 


A 


41 


B 


42 


C 


43 


D 


44 


E 


45 


F 


46 


G 


47 


H 


48 


I 


49 


J 


4A 


K 


4B 


L 


4C 


M 


4D 


N 


4E 


0 


4F 


P 


50 


Q 


51 


R 


52 


S 


53 


T 


54 


U 


55 


V 


56 


w 


57 


X 


58 


Y 


59 


z 


5A 



HEXADECIMAL ARITHMETIC 



ADDITION TABLE 



0 


1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


1 


02 


03 


04 


05 


06 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


2 


03 


04 


05 


06 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


3 


04 


05 


06 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


4 


05 


06 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


5 


06 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


14 


6 


07 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


14 


15 


7 


08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


10 


11 


12 


13 


14 


15 


16 


8 


09 


OA 


OB 


OC 


OD 
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HEXADECIMAL-DECIMAL INTEGER CONVERSION 



The table below provides for direct conversions between hexadecimal integers in the range 0-FFF and decimal integers in the 
range 0-4095. For conversion of larger integers, the table values may be added to the following figures: 
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HEXADECIMAL-DECIMAL INTEGER CONVERSION (Cont'd) 
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